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KEYED NOTES{ > GENERAL NOTES
e 8. LIGHT FIXTURE SHALL HAVE INTEGRAL JUNCTION BOX -
o WITHIN BASE OF POLE LIGHT FIXTURE, THE CONTRACTOR  A. REFER TO E—001 FOR ELECTRICAL LEGEND, GENERAL NOTES, AND
1. EXISTING ELECTRICAL PANEL 'SLD”, REFER TO DRAWING SHALL PROVIDE GFl. WEATHER—PROOF. DUPLEX RECEPTACLE ABBREVIATIONS. _
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REFER TO DETAIL B5/EL501
FOR MOUNTING INFORMATION.

KASLD—T/C’J

(TYPICAL)

SLD—1/3

EP502 FOR FURTHER INFORMATION.

PROVIDE NEW TRANSFORMER "T—LVP” AND NEW

PANEL "LVP” AS INDICATED. SEE SHEET EP502 FOR
FURTHER INFORMATION.

PROVIDE NEW 50/3 CIRCUIT BREAKER IN EXISTING
PANEL "SLD”. NEW CIRCUIT BREAKER TYPE SHALL
MATCH EXISTING EXISTING PANEL "SLD” IS

MANUFACTURED BY CUTLER-HAMMER PANEL TYPE

PRL3A, 480—-277 VOLT, THREE PHASE, 4 WIRE BOX
CATALOG NUMBER Y52060.

PROVIDE NEW ELECTRICAL PANEL AS INDICATED.
REFER TO SHEET EP502 FOR FURTHER INFORMATION. -

CONTRACTOR SHALL ROUTE NEW WIRING SYSTEM AND
CONNECT TO EXISTING 20/2 CIRCUIT BREAKER WITHIN

PANEL "SLD.” REFER TO SHEET EP502 FOR FURTHER
INFORMATION. '

THE CONTRACTOR SHALL PROVIDE 2#12 AWG
CONDUCTORS AND 1 #12 GND. PIG—TAIL CONDUCTORS
AT SCREW TERMINAL OF RECEPTACLE, CONNECT
WIRING SYSTEM TO 2#8 AND 1#8 GND.

PROVIDE STEP DOWN TRANSFORMER WITHIN BASE OF
LIGHT FIXTURE, TRANSFORMER SHALL BE: 500VA, 480
VOLT SINGLE PHASE PRIMARY, 120 VOLT SECONDARY,

AT POLE, AND WIRING FROM STEP DOWN TRANSFORMER TO

DUPLEX RECEPTACLE.

9. ROUTE CONDUIT SYSTEM UNDER—GROUND OVER TO PANEL
"LVP”, CONDUIT SYSTEM SHALL BE 1 INCH.

NEMA 1 ENCLOSURE, BASIS OF DESIGN, MANUFACTURED

BY: SIEMENS MODEL NO. MTO500A.

NEW LOCATION OF MARQUEE SIGN.
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EXTEND EXISTING CONDUITS, ELECTRICAL
BRANCH CIRCUIT, AND DATA CABLING TO NEW
LOCATION AS INDICATED. NEW CONDUIT
AND WIRING SHALL MATCH EXISTING.

(PREVIOUS LOCATION SHOWN ON SHEET ES102)

oS

CIRCUIT CONTINUED
ON SHEET ES102

B. #10 AWG WIRING SYSTEM SHALL BE USED THROUGHOUT WORK
INDICATED ON THIS DRAWING.

C. REFER TO SHEET EL502 FOR LIGHTING PHOTOMETRICS IN THIS

AREA.

D. REFER TO SHEET EL501 FOR POLE MOUNTING INFORMATION.

E. THE ELECTRICAL CONTRACTOR SHALL LEVEL ALL POLES PLUMB
PRIOR TO COMPLETION OF PROJECT.

F. REFER TO SHEET EP502 FOR PANEL BOARD INFORMATION.

G. REFER TO STRUCTURAL DRAWINGS FOR I[N

HOUSE KEEPING CONCRETE PADS.

FORMATION REGARDING

H. REFER TO DETAIL C8/EL501 FOR RECEPTACLE MOUNTING
INFORMATION.
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MATCH LINE — SEE ES102
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