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TO CREATE FLUSH INSTALLATION
AND POSITIVE DRAINAGE AWAY
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UNDERGROUND CONCRETE PULLBOX -

\——CONDUIT(S) WITH BELL ENDS
(TYP). SIZE, QUANTITY AND
WIRING AS INDICATED ON
PLANS
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6—-WAY DUCT LINE

GENERAL NOTES:

(3"

EXISTING 15KV UNDERGROUND
WIRING SYSTEM, FIELD VERIFY
(3" EXACT LOCATION

(37 ) o @

SECURITY CONTRACTOR SHALL PROVIDE
LICENSE PLATE READER CAMERAS

A-WAY DUCT LINE & MOUNTED TO EXISTING LIGHT POLE.
ONE CAMERA FOR ENTERING VEHICLES
AND ONE CAMERA FOR EXITING VEHICLES.

LR P

EXISTING 15KV UNDERGROUND
WIRING SYSTEM, FIELD VERIFY
EXACT LOCATION@

\

+ aa
TRANSFORMER "T—GS”
12,470 VOLT PRIMARY
120—208 VOLT SECONDARY
30KVA, 3803 T
1004, 208Y, S-POLE - CELL DUCT SYSTEM WITH
DISCONNECT SWITCH A
WITH (3) 100A FUSES (943 & (1)#8 OND 1-1/4" C. [PA
IN NEMA 3R,

ING

GENERAL SYSTEMS PLAN NOTES

A. REFER TO E-001 FOR ELECTRICAL LEGEND, -GENERAL NOTES, AND

ABBREVIATIONS.

B. NEW WIRING METHODS, INCLUDING INSULATION, SHALL MATCH

C. NEW UNDERGROUND WIRING SYSTEM SHALL BE INSTALLED IN CELL

INFORMATION.

D. UNDERGROUND WIRING SYSTEM LOCATION ON THIS DRAWING IS
BASED ON CARDNO UTILITY SURVEY FROM MARCH—-2016. THE
ELECTRICAL CONTRACTOR SHALL INCLUDE IN BiD NUMBER ALL

A

ASSOCIATED COST OF VERIFYING EXACT LOCATION OF THE
UNDERGROUND WIRING SYSTEM PRIOR TO START OF WORK.

NN

E. REFER TO SHEET EP501 FOR TRANSFORMER CONNECTION DETAILS.

G. REFER TO TRANSFORMER SCHEDULE ON SHEET EPS01 FOR FURTHER

INFORMATION.

H. CONCRETE PADS FOR ELECTRICAL EQUIPMENT SHALL BE FURNISHED

EXISTING CAMPUS STANDARDS.

DUCT SYSTEM. SEE DETAIL B3/THIS SHEET FOR FURTHER

F. PROVIDE SIGNAGE REQUIREMENTS PER DETAILS ON SHEET EP501.

BY PRIME CONTRACTOR.

l—~ NORTH GATE MOTOR

NEW PORTABLE
PRE—FABRICATED
GUARD SHACK

— O

>

T— O

O

o)
— SOUTH GATE MOTOR
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L 1.8

I, CONCRETE PAD FOR TYPE "K” AND "K1” LIGHT FIXTURES SHALL BE
FURNISHED BY PRIME CONTRACTOR.

KEYED SITE PLAN NOTES( )

i

M

L PROVIDE TWIST—LOCK RECEPTACLE

1. EXISTING UNDERGROUND WIRING SYSTEM, FIELD VERIFY EXACT

LOCATION.

2. PROVIDE UNDERGROUND JUNCTION BOX, TAP MEDIUM VOLTAGE
- CABLING SYSTEM. REFER TO SHEET EP501 FOR FURTHER

INFORMATION.

3. PROVIDE NEW TRANSFORMER "T—GS” AS INDICATED. 12,470 VOLT

(3 y ,
1. CONCRETE SHALL BE 2000 P.S.. ® 28 DAYS, OR AS SPECIFIED. - _SEE DETAIL D7/EYS01. o (P10 & ()§10 G 3747 C PROVIDE TWIST-LOCK RECEPTACLE PRIMARY, 120—208 VOLT SECONDARY, 45KVA. REFER TO SHEET
o . EP501 FOR ADDITIONAL INFORMATION.
2. FROVDE §4 SENFORONG RODS 0N, ToF AN EOTION oF DucrS - \ 60 AMP, 208 VOLT, 2-POLE NEMA 3R
O N O M A MOUNTED TO NEW KNEE WALL.
N LGP—3 4. PROVIDE A 30—AMP, 2—POLE, 208-VOLT, NEMA 3R, N/F
3. MINIMUM COVER TC TOP OF ENVELOPE SHALL BE 610 247} . e
BR AS OTHERMSE SPECINED I Sterion 26 o0 aq o™ 247 fO QO/" ~ = [ EEE EETRA;F:E? I/I\TFH([)SRMSAFTHI_:OEI;IF DISCONNECT SWITCH AT MOTOR.
8" 4. PROVIDE MINIMUM 152mm (6") SPACE BETWEEN POWER D [} o | [ & = PROVIDE NEW ELECTRICAL PANEL LCP! 5. GROUNDING SYSTEM SHALL COMPLY WITH NEC ARTICLE 250.66
o TELECOMMUNICATION DUCTS. INCREASE SIZE AS REQUIRED. 3" ¢ FOR MOTORIZED GATE POWER. ‘ :
5 ~ T A 120—208 VOLT, 3—PHASE, 4—WIRE,
) 5. INNERDUCT QUANTITY AND SIZE AS INDICATED ON PLANS, " E W 100A MLO, 24 POLE, NEMA 3R.
< 2=WAY DUCT_LINE o MOUNTED TO NEW KNEE WALL.
g SEE PANEL SCHEDULE ON SHEET EP503.
0 B3 DUCT BANK DETAILS
2o NOT TO SCALE /
2. ’
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NEW KNEE WALL
5 SEE CML PLANS
Yo
£ NEW ELEC. PANEL "LGP”
| NEMA 3R, 24—POLE, 120/208V NEW TWIST—LOCK RECEPTACLE
< 3¢, 4—WIRE, 100A MLO FOR GUARD SHACK POWER,
£ / 60 AMP, 208 VOLT, 2—POLE NEMA 3R.
£ 7 7 CONNECT TO PANEL "LGP” CIRCUIT 2/4.
o
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| (4)#3 AND (1)#8 GND. IN 1—1/4" CONDUIT
™ TO TRANSFORMER "T—GS”
£ £y \LISCUM GATE POWER ROUTING KEY PLAN - SITE
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