VA Medical Center Project 529-11-108
325 New Castle Road Roof Replacement
Butler, PA. 16001 Harris Brown LLC

SECTION 05 50 00
METAL FABRICATIONS

PART 1 - GENERAL
1.1 DESCRIPTION

A

B.

This section specifies items and assemblies fabricated from structural
steel shapes and other materials as shown and specified.
Items specified.

1. Ladders

1.2 RELATED WORK

A

Prime and finish painting: Section 09 91 00, PAINTING.

1.3 SUBMITTALS

A

B.

E.
F.

Submit in accordance with Section 01 33 23, SHOP DRAWINGS, PRODUCT

DATA, AND SAMPLES.

Manufacturer®s Literature and Data:

Shop Drawings:

1. Each item specified, showing complete detail, location in the
project, material and size of components, method of joining various
components and assemblies, finish, and location, size and type of
anchors.

2. Mark items requiring field assembly for erection identification and
furnish erection drawings and instructions.

3. Provide templates and rough-in measurements as required.

Manufacturer®s Certificates:

1. Finish as specified.

2. Live load designs as specified.

Design Calculations for specified live loads including dead loads.

Furnish setting drawings and instructions for installation of anchors

to be preset into concrete and masonry work, and for the positioning of

items having anchors to be built into concrete or masonry construction.

1.4 QUALITY ASSURANCE

A

B.

C.

Each manufactured product shall meet, as a minimum, the requirements
specified, and shall be a standard commercial product of a manufacturer
regularly presently manufacturing items of type specified.

Each product type shall be the same and be made by the same
manufacturer.

Assembled product to the greatest extent possible before delivery to
the site.
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D. Include additional features, which are not specifically prohibited by
this specification, but which are a part of the manufacturer®s standard
commercial product.

1.5 APPLICABLE PUBLICATIONS

A. The publications listed below form a part of this specification to the
extent referenced. The publications are referenced in the text by the
basic designation only.

B. OSHA Standard 1910.27

C. American Welding Society (AWSD1.0-1966)

PART 2 - PRODUCTS

2.1 DESIGN CRITERIA
A_. In addition to the dead loads, design fabrications to support the
following live loads unless otherwise specified.
B. Ladders and Rungs: 120 kg (250 pounds) at any point.
C. Comply with OSHA Standard 1910.27
2.2 MATERIALS

2.14 LADDERS
A. Steel Ladders:

1. Fixed-rail type with steel rungs shouldered and headed into and
welded to rails.

2. Fabricate angle brackets of 50 mm (2 inch) wide by 13 mm (1/2 inch)
thick steel; brackets spaced maximum of 1200 mm (4 feet) apart and
of length to hold ladder 175 mm (7 inches) from wall to center of
rungs. Provide turned ends or clips for anchoring.

3. Provide holes for anchoring with expansion bolts through turned ends
and brackets.

4. Where shown, Ffabricate side rails curved, twisted and formed into a
gooseneck.

5. Galvanize exterior ladders after fabrication, ASTM A123, G-90.

B. Ladder Rungs:
1. Fabricate from 25 mm (one inch) diameter steel bars.
2. Fabricate so that rungs will extend at least 100 mm (4 inches) into
wall with ends turned 50 mm (2 inches), project out from wall 175 mm
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(7 inches), be 400 mm (16 inches) wide and be designed so that foot

cannot slide off end.

3. Galvanized after fabrication, ASTM A123, G-90 rungs for exterior use
and for access to pits.

3.13 LADDERS

A. Anchor ladders to walls and floors with expansion bolts through turned
lugs or angle clips or brackets.

- --END- - -
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