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GENERAL NOTES: DEMOLITION SEQUENCING:
1. CONTRACTOR SHALL PROVIDE HIS OWN DUMPSTER FOR THIS PROJECT. DUMPSTER LOCATION TO BE 1. CONTRACTOR IS TO ONLY COMPLETE AS MUCH DEMOLITION ON ROOFS AS CAN REALISTICALLY BE
APPROVED BY CONTRACTING OFFICER. ALL DEMOLISHED MATERIALS SHALL BE REMOVED FROM THE FINISHED IN THE SAME DAY. THE BUILDING IS TO REMAIN PARTIALLY FUNCTIONAL THROUGHOUT THE 1"- 0" J
PROPERTY ON A REGULAR BASIS BUT NOT LONGER THAN WEEKLY. ALL MATERIALS SHALL BE DISPOSED OF DEMOLITION AND CONSTRUCTION PHASE. o
PROPERLY, AS PER CITY, COUNTY, STATE, AND FEDERAL REGULATIONS. o
2. THE CONTRACTOR IS TO COMPLETE A SINGLE BUILDING'S DEMOLITION AT A TIME (COORDINATE ORDER
2. CONTRACTOR SHALL CLEAN ALL DUST AND DEBRIS FROM THE BUILDING AND FROM THE SITE. THE SPACE OF BUILDING DEMOLITION WITH CONTRACTING OFFICER.)
AND ADJACENT SPACES SHALL REMAIN DUST AND DEBRIS FREE AT ALL TIMES.
3. BEFORE DEMOLITION OF ROOF STRUCTURE ALL FIXTURES, MECHANICAL UNITS, AND ANY OTHER AT e R DAMAGE
3. DUMPSTERS SHALL BE COVERED WHEN NOT ACTIVELY BEING USED. EXISTING ITEMS ON ROOF ARE TO BE CAREFULLY REMOVED AND STORED IN A DRY CLEAN SPACE UNTIL TO EXTERIOR BLOCKS BEFORE
THEY ARE TO BE REINSTALLED. :
4. ALL DIMENSIONS TO EXISTING BUILDING ELEMENTS ARE APPROXIMATE AND FOR REFERENCE ONLY. REPLACING ROOF RE: SECTIONS
CONTRACTOR IS TO VERIFY ALL CONDITIONS AND DIMENSIONS IN THE FIELD PRIOR TO ANY DEMOLITION OR 4. THE EXISTING EXTERIOR FINISH IS TO BE REMOVED AND REPAIRED/REPLACED AS NECESSARY DURING
CONSTRUCTION. THE DEMOLITION PHASE OF THIS PROJECT.
5. IF REQUIRED CONTRACTOR SHALL BUILD PARTITIONS TO KEEP BUILDING FUNCTIONAL DURING
CONSTRUCTION AND DEMOLITION. ALL BUILDINGS ARE TO REMAIN FUNCTIONAL DURING DEMOLITION AND TEMPORARILY REMOVE EXISTING
CONSTRUCTION. CONSULT WITH CONTRACTING OFFICER ABOUT TIME SCHEDULE AND RESTRICTIONS. D6 VENT TO BE REINSTALLED
DURING NEW CONSTRUCTION.
6. EXISTING STRUCTURE TO REMAIN, ALL BUILDING PORTIONS TO BE DEMOLISHED ARE TO BE CAREFULLY REMOVE EXISTING AD101 -
REMOVED AS TO NOT DAMAGE STRUCTURAL COMPONENTS. REPAIR ANY DAMAGES MADE TO EXISTING CONCRETE PARAPET TYP. T +
CONDITIONS AND FINISHES TO REMAIN. REMOVE EXISTING ROOE | | *
: MEMBRANE, FLASHING AND CANT | | A
PLAN NOTES: REMOVE EXISTING e STRIP (WHERE APPLICABLE) L o
PARAPET FLASHING AND y % *+EXISTING ROOF TO BE REMOVED TO ROOF DECK
1. EXISTING EPDM ROOF TO BE REMOVED TO ROOF DECK AND REPLACED WITH SIMILAR EPDM BLOCKING g ’y EXISTING EPDM SINGLE REFERENCE SECTIONS FOR AREA OF WORK.
ROOFING AND INSULATION. REPAIR ANY DAMAGE TO STRUCTURE OR DECKING BEFORE REPLACING N e PLY BALLASTED ROOF (APPROXIMATELY 796 SQ. FT. ROOF STRUCTURE)
ROOF. _ SYSTEM TO BE REMOVED
AN - TO EXISTING ROOF DECK.
2. ALL EQUIPMENT SUPPORTS OR OTHER ITEMS ON ROOF NO LONGER IN USE ARE TO BE REMOVED =| U] K
COMPLETELY AND DISPOSED OF PROPERLY. PP o NN S
R AT ST
3. ALL EXISTING PLUMBING, ELECTRICAL, AND DUCT WORK CONNECTIONS ARE TO REMAIN AND BE REMOVE ANY DAMAGED BLOCKS = & | /L7 =t hY — EXISTING ROOF EXISTING ROOF DRAIN TO BE REMOVED
RECONNECTED TO EXISTING ROOF EQUIPMENT AFTER CONSTRUCTION OF NEW ROOF IS TO BE REPAIRED OR REPLACED N/ [ DECKTO REMAIN LEAVE EXISTING PIPING TO ATTACH
COMPLETED. DURING NEW CONSTRUCTION. v NEW DRAIN AFTER CONSTRUCTION.
REPAIRS TO EXTEND 2' - 0" [ ] ]
4. CONTRACTOR TO PROVIDE OWN MEANS FOR ACCESSING ROOFS. COORDINATE LOCATION WITH MAXIMUM FROM TOP OF WALL ] T N o
CONTRACTING OFFICER BEFORE DEMOLITION OR CONSTRUCTION. %
r ]
5. BUILDING IS TO REMAIN COVERED DURING DEMOLITION AND CONSTRUCTION TO ENSURE )
BUILDING REMAINS FUNCTIONAL AND TO KEEP OUT WEATHER AND DEBRIS. -
D6 EXIST. WALL SECTION - 4 D4 DEMO of BLDG 15 ROOF
1/2" = 1'-0" 1/4" = 1'-0"
TRUE PLAN
NORTH NORTH
NN N
36'- 11" +/-
Ol - 10"
ADJACENT BUILDING
—
\ - - - - - - — — — — = ) r— - - - - - — — — = B I b
ADJACENT BUILDING | | | | | |
\ \ \ | \ |
- L - - _ | | \ |
ADJACENT ROOF STRUCTURE TO
REMAIN NOT PART OF CONSTRUCTION. EXISTING EPDM SINGLE PLY BALLASTED ROOF Lo _ ‘ \
KEEP COVERED AND CLEAN OF ALL SYSTEM TO BE REMOVED TO EXISTING ROOF DECK.
FEBRIS PROM CONSTRUGTION REPAIR WHERE NECESSARY KEEP COVERED AT ALL TEMPORARILY REMOVE EXISTING MECHANICAL UNIT TO | |
' ) ] TIMES DURING CONSTRUCTION TO PREVENT ANY BE RE-INSTALLED AFTER ROOF CONSTRUCTION
& & WEATHERING OF REMAINING ROOF SYSTEM. | |
s - EXIST. MECH. UNIT SUPPORT TO BE COMPLETELY | |
- T REMOVED AND DISPOSED OF PROPERLY. MAKE .
e F G Fo_ SURE ALL ROOF PENETRATIONS ARE PROPERLY | F |
By 47’ > EE('\)A(%E(EXIF?JA%% -FFE\SQE%TAELYAVSVEL'\“%E\ED PATCHED AND DAMAGED STRUCTURE IS REPAIRED. | o
PROOFING WHEREVER THERE IS EXPOSED &
———————————————————————— % STRUCTURE VERIFY LOCATION OF GROUND LEVEL EXISTING MECHANICAL UNIT TO | |
. - ~ - - - I ROOF DRAIN BEFORE REMAIN FUNCTIONAL DURING CONSTRUCTION. -
DEMOLITION
**EXISTING EPDM ROOF TO BE REMOVED TO ROOF
DECK, REFERENCE SECTIONS FOR AREA OF WORK.
(APPROXIMATELY 732 SQ. FT. ROOF STRUCTURE). A8
L AD101
EXISTING ACOUSTIC CEILING TILE TO BE
REMOVED WHEREVER NECESSARY TO
COMPLETE WORK. STORE IN A CLEAN AND m
DRY ENVIRONMENT TO BE REINSTALLED W .
AFTER COMPLETION OF CONSTRUCTION. o
(RN
1
N N
A9 EXIST WALL SECTION - 2 A8 EXIST WALL SECTION - 1 A5 DEMO of BLDG 11 ROOF
A17) EXIST. WALL SECTION - 3 1/2" = 1-0" 1/2" = 1-0" 1/4" = 1'-0" TRUE PLAN
1/2" = 1'-0" NORTH NORTH
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