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1. General: The air handling unit (AHU) and exhaust fan General: The air handling unit (AHU) and exhaust fan (EF) shall be managed for automatic operations through the energy control center (ECC). The variable frequency drive (VFD) switch for the supply fan shall be kept in the AUTO position. The HAND and OFF positions shall be used for maintenance only. 2. System Stop: Prior to the system being commanded System Stop: Prior to the system being commanded to start, the ventilation control, discharge air temperature (DAT) control, and duct static pressure (DSP) control shall be suspended. The minimum outdoor air (OA) damper shall be fully closed. The associated smoke dampers shall be closed. The return air (RA) damper shall be fully open. The chilled water (CHW) valve shall be fully closed. The supply fan shall be deactivated. 3. System Start: Once commanded to start, the System Start: Once commanded to start, the associated smoke dampers are to be fully opened and proven. Once proven, the supply fan shall start and ramp up to its minimum speed and hold for an operational time delay (OTD) of 5 minutes. During the OTD, the CHW control valve shall increase its position to maintain the initial DAT setpoint. Once the OTD has been completed, ventilation control, DAT control, and DSP control shall be released for standard operations.  4. Steady-State Operations (Ventilation Control): During Steady-State Operations (Ventilation Control): During steady-state operations, the OA and RA control dampers shall modulate in sequence to maintain the OA flow setpoint. 4.1. Increased Loading: If the OA flow has decreased Increased Loading: If the OA flow has decreased to below its setpoint, the OA damper shall increase its position accordingly to maintain the OA flow setpoint. If the OA damper is fully open, the RA damper shall decrease its position to a minimum of 50% to maintain the OA flow setpoint.  4.2. Decreased Loading: If the OA flow has increased Decreased Loading: If the OA flow has increased to above its setpoint, the OA damper shall decrease its position accordingly to  maintain maintain the OA flow setpoint. If the RA damper is not fully open, the RA damper shall increase to its fully-opened position before the OA damper position decreases. 5. Steady-State Operations (DAT Control): During Steady-State Operations (DAT Control): During steady-state operations, the CHW control valve shall modulate its position accordingly to maintain the DAT setpoint. 5.1. Increased Loading: If the DAT has increased to Increased Loading: If the DAT has increased to above its setpoint plus its deadband, the CHW valve shall increase its position accordingly to maintain the DAT setpoint. 5.2. Decreased Loading: If the DAT has decreased to Decreased Loading: If the DAT has decreased to below its setpoint minus its deadband, the CHW valve shall decrease its position accordingly to maintain the DAT setpoint. 5.3. Setpoint Management: The DAT setpoint shall be Setpoint Management: The DAT setpoint shall be automatically reset to minimize the consumption of CHW flow. 5.3.1. Reset Up: If the CHW control valve command Reset Up: If the CHW control valve command has increased to its scheduled upper-limit reset control value for 5-minutes, the DAT setpoint shall be reset down at a rate of 1 deg per 5-minutes. 5.3.2. Reset Down: If the CHW control valve Reset Down: If the CHW control valve command has decreased to its scheduled lower-limit reset control value for 5-minutes, the DAT setpoint shall be reset up at a rate of 1 deg per 5-minutes. 6. Steady-State Operations (DSP Control): During Steady-State Operations (DSP Control): During steady-state operations, the supply fan VFD shall modulate the fan speed accordingly to maintain the DSP setpoint. 6.1. Increased Loading: If the DSP has decreased to Increased Loading: If the DSP has decreased to below its setpoint minus its deadband, the supply fan shall increase its speed accordingly to maintain the DSP setpoint. 6.2. Decreased Loading: If the DSP has increased to Decreased Loading: If the DSP has increased to above its setpoint plus its deadband, the supply fan shall decrease its speed accordingly to maintain the DSP setpoint. 6.3. Setpoint Management: The DSP setpoint shall be Setpoint Management: The DSP setpoint shall be automatically reset based on air terminal unit (ATU) damper commands to minimize the energy consumption of the supply fan. 6.3.1. Reset Up: If 3 of the associated ATUs have Reset Up: If 3 of the associated ATUs have increased their damper commands to above 90% for 5-minutes, the DSP setpoint shall be reset up at a rate of 0.1 in-WC per minute. 6.3.2. Reset Down: If all of the associated ATUs Reset Down: If all of the associated ATUs have decreased their damper commands to below 80% for 5-minutes, the DSP setpoint shall be reset down at a rate of 0.1 in-WC per minute. 7. Exhaust Fan Operations: The associated exhaust fan Exhaust Fan Operations: The associated exhaust fan shall be interlocked with the operation of the AHU. 8. Emergency Operations: Upon detection of any of the Emergency Operations: Upon detection of any of the following emergency conditions, the ECC shall be notified based on its reporting delay. 8.1. Filters Loading Limit: If either of the filter Filters Loading Limit: If either of the filter sections reach their upper limit differential pressure sensor value for at least 5-minutes, the filters are dirty and need to be changed. 8.2. Supply Fan Failure Condition: If the command for Supply Fan Failure Condition: If the command for the supply fan's operation is in conflict with its operational status for at least 5-minutes, the supply fan has failed. Deactivate the unit and exhaust fan. 8.3. Exhaust Fan Failure Condition: If the command Exhaust Fan Failure Condition: If the command for the exhaust fan's operation is in conflict with its operational status for at least 5-minutes, the exhaust fan has failed. Deactivate the unit and AHU. 8.4. High-Limit Return Air Relative Humidity: If the RA High-Limit Return Air Relative Humidity: If the RA relative humidity sensor value increases to above its upper limit for at least 10-minutes, the DAT setpoint control shall be suspended and the DAT setpoint shall be immediately set to its minimum value and remain until the RA relative humidity decreases to below the upper limit minus 5%. 8.5. Low-Limit Mixed Air Temperature Condition: If the Low-Limit Mixed Air Temperature Condition: If the mixed air temperature sensor value decreases to below its lower limit for at least 5-minutes, an impending freezing condition approaches. Upon activation of the low-limit temperature switch, immediately deactivate the unit. 8.6. High Discharge Static Pressure Condition: Upon High Discharge Static Pressure Condition: Upon activation of the discharge air pressure switch, immediately deactivate the unit. 8.7. Smoke Detection: Upon detection of smoke in the Smoke Detection: Upon detection of smoke in the system by any of its smoke detectors, the unit shall automatically deactivate through the fire alarm system. 
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