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SECTION 31 20 11 

EARTH MOVING (SHORT FORM) 

PART 1 - GENERAL 

1.1:DESCRIPTION: 

 This section specifies the requirements for furnishing all equipment, 

materials, labor and techniques for earthwork including excavation, 

fill, backfill and site restoration utilizing fertilizer, seed and/or 

sod. 

1.2 DEFINITIONS: 

A. Unsuitable Materials: 

1. Fills: Topsoil, frozen materials; construction materials and 

materials subject to decomposition; clods of clay and stones larger 

than 75 mm (3 inches); organic materials, including silts, which are 

unstable; and inorganic materials, including silts, too wet to be 

stable. 

2. Existing Subgrade (except footings): Same materials as above 

paragraph, that are not capable of direct support of slabs, pavement, 

and similar items, with the possible exception of improvement by 

compaction, proofrolling, or similar methods of improvement. 

B. Earthwork: Earthwork operations required within the new construction 

area. It also includes earthwork required for auxiliary structures. 

C. Degree of Compaction: Degree of compaction is expressed as a percentage 

of maximum density obtained by the test procedure presented in ASTM 

D698. 

D. The term fill means fill or backfill as appropriate. 

1.3 RELATED WORK: 

A. Materials testing and inspection during construction: Section 01 45 29, 

TESTING LABORATORY SERVICES. 

B. Safety Requirements: Section 01 33 23 OSHA Safety Requirements. 

C. Protection of existing utilities, fire protection services, existing 

equipment, roads, and pavements: Section 01 00 00, GENERAL REQUIREMENTS. 

1.4 CLASSIFICATION OF EXCAVATION: 

A. Unclassified Excavation: Removal and disposal of pavements and other 

man-made obstructions visible on the surface; utilities, and other items 

including underground structures indicated to be demolished and removed; 

together with any type of materials regardless of character of material 

and obstructions encountered. 

1.5 SUBMITTALS: 

A. Submit in accordance with Section 01 33 23, SHOP DRAWINGS, PRODUCT DATA, 

AND SAMPLES. 
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1.6 APPLICABLE PUBLICATIONS: 

A. Publications listed below form a part of this specification to the 

extent referenced. Publications are referenced in the text by the basic 

designation only. 

B. American Nursery and Landscape Association (ANLA): 

2004....................American Standard for Nursery Stock 

C. American Society for Testing and Materials (ASTM): 

D698-07.................Laboratory Compaction Characteristics of Soil 

Using Standard Effort 

PART 2 - PRODUCTS 

2.1 MATERIALS: 

A. Fills: Materials approved from on site and off site sources having a 

minimum dry density of 1760 kg/m3 (110 pcf), a maximum Plasticity Index 

of 6, and a maximum Liquid Limit of 30. 

B. Granular Fill: 

1. Under concrete slab, crushed stone or gravel graded from 25 mm (1 

inch) to 4.75 mm (No. 4). 

2. Bedding for sanitary and storm sewer pipe, crushed stone or gravel 

graded from 13 mm (1/2 inch) to 4.75 mm (No. 4). 

C. Fertilizer: (5-10-5) delivered to site in unopened containers that 

clearly display the manufacturer's label, indicating the analysis of the 

contents. 

D. Seed: Grass mixture comparable to existing turf delivered to site in 

unopened containers that clearly display the manufacturer's label, 

indicating the analysis of the contents. 

PART 3 - EXECUTION 

3.1 SITE PREPARATION: 

A. Clearing: Clearing within the limits of earthwork operations as 

described or designated by the COTR. Work includes removal of trees, 

shrubs, fences, foundations, incidental structures, paving, debris, 

trash and any other obstructions. Remove materials from the  Medical 

Center. 

B. Grubbing: Remove stumps and roots 75 mm (3 inches) and larger diameter. 

Undisturbed sound stumps, roots up to 75 mm (3 inches) diameter, and 

nonperishable solid objects which will be a minimum of 900 mm (3 feet) 

below subgrade or finished embankment may be left.  

C. Stripping Topsoil: Unless otherwise indicated on the drawings, the 

limits of earthwork operations shall extend anywhere the existing grade 

is filled or cut or where construction operations have compacted or 

otherwise disturbed the existing grade or turf. Strip topsoil as defined 
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herein, or as indicated in the geotechnical report, from within the 

limits of earthwork operations as specified above unless specifically 

indicated or specified elsewhere in the specifications or shown on the 

drawings. Topsoil shall be fertile, friable, natural topsoil of loamy 

character and characteristic of the locality. Topsoil shall be capable 

of growing healthy horticultural crops of grasses. Stockpile topsoil and 

protect as directed by the COTR. Eliminate foreign material, such as 

weeds, roots, stones, subsoil, frozen clods, and similar foreign 

materials, larger than 0.014 m3 (1/2 cubic foot) in volume, from soil as 

it is stockpiled. Retain topsoil on the station. Remove foreign 

materials larger than 50 mm (2 inches) in any dimension from topsoil 

used in final grading. Topsoil work, such as stripping, stockpiling, and 

similar topsoil work, shall not, under any circumstances, be carried out 

when the soil is wet so that the tilth of the soil will be destroyed. 

1. Concrete Slabs and Paving: Score deeply or saw cut to insure a neat, 

straight cut, sections of existing concrete slabs and paving to be 

removed where excavation or trenching occurs. Extend pavement section 

to be removed a minimum of 300 mm (12 inches) on each side of widest 

part of trench excavation and insure final score lines are 

approximately parallel unless otherwise indicated. Remove material 

from the Medical Center. 

D. Disposal: All materials removed from the property shall be disposed of 

at a legally approved site, for the specific materials, and all removals 

shall be in accordance with all applicable Federal, State and local 

regulations.  

3.2 EXCAVATION: 

A. Site Earthwork: Excavation shall be accomplished as required by drawings 

and specifications. Remove subgrade materials, that are determined by 

the COTR as unsuitable, and replace with acceptable material.  

B. Finished elevation of subgrade shall be as follows: 

1. Pavement Areas - bottom of the pavement or base course as applicable. 

2. Planting and Lawn Areas - 100 mm (4 inches) below the finished grade, 

unless otherwise specified or indicated on the drawings. 

3.3 FILLING AND BACKFILLING: 

A. General: Do not fill or backfill until all debris, unsatisfactory soil 

materials, obstructions, and deleterious materials have been removed 

from the excavation. Use excavated materials or borrow for fill and 

backfill, as applicable. Do not use unsuitable excavated materials.  

B. Placing: Place material in horizontal layers not exceeding 200 mm (8 

inches) in loose depth and then compacted. Do not place material on 

surfaces that are muddy, frozen, or contain frost. 
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C. Compaction: Use approved equipment (hand or mechanical) well suited to 

the type of material being compacted. Do not operate mechanized 

vibratory compaction equipment within 3000 mm (10 feet) of new or 

existing building walls without the prior approval of the COTR. Moisten 

or aerate material as necessary to provide the moisture content that 

will readily facilitate obtaining the specified compaction with the 

equipment used. Compact each layer to not less than 95 percent of the 

maximum density determined in accordance with the following test method 

ASTM D698. 

3.4 GRADING: 

A. General: Uniformly grade the areas within the limits of this section, 

including adjacent transition areas. Smooth the finished surface within 

specified tolerance. Provide uniform levels or slopes between points 

where elevations are indicated, or between such points and existing 

finished grades. Provide a smooth transition between abrupt changes in 

slope. 

B. Place crushed stone or gravel fill under concrete slabs on grade tamped 

and leveled. The thickness of the fill shall be 150 mm (6 inches), 

unless otherwise indicated. 

C. Finish subgrade in a condition acceptable to the COTR at least one day 

in advance of the paving operations. Maintain finished subgrade in a 

smooth and compacted condition until the succeeding operation has been 

accomplished. Scarify, compact, and grade the subgrade prior to further 

construction when approved compacted subgrade is disturbed by 

contractor's subsequent operations or adverse weather. 

D. Grading for Paved Areas: Provide final grades for both subgrade and base 

course to +/- 6 mm (0.25 inches) of indicated grades. 

3.5 LAWN AREAS: 

A. General: Harrow and till to a depth of 100 mm (4 inches), new or 

existing lawn areas to remain, which are disturbed during construction. 

Establish existing or design grades by dragging or similar operations. 

Do not carry out lawn areas earthwork out when the soil is wet so that 

the tilth of the soil will be destroyed. Plant bed must be approved by 

COTR before seeding or sodding operation begins. 

B. Finished Grading: Begin finish grading after rough grading has had 

sufficient time for settlement. Scarify subgrade surface in lawn areas 

to a depth of 100 mm (4 inches). Apply topsoil so that after normal 

compaction, dragging and raking operations (to bring surface to 

indicated finish grades) there will be a minimum of 100 mm (4 inches) of 

topsoil over all lawn areas; make smooth, even surface and true grades, 

which will not allow water to stand at any point. Shape top and bottom 
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of banks to form reverse curves in section; make junctions with 

undisturbed areas to conform to existing topography. Solid lines within 

grading limits indicate finished contours. Existing contours, indicated 

by broken lines are believed approximately correct but are not 

guaranteed. 

C. Fertilizing: Incorporate fertilizer into the soil to a depth of 100 mm 

(4 inches) at a rate of 12 kg/100 m2 (25 pounds per 1000 square feet). 

D. Seeding: Seed at a rate of 2 kg/100 m2 (4 pounds per 1000 square feet) 

and accomplished only during periods when uniform distribution may be 

assured. Lightly rake seed into bed immediately after seeding. Roll 

seeded area immediately with a roller not to exceed 225 kg/m (150 pounds 

per foot) of roller width. 

3.6 DISPOSAL OF UNSUITABLE AND EXCESS EXCAVATED MATERIAL: 

A. Disposal: Remove surplus satisfactory soil and waste material, including 

unsatisfactory soil, trash, and debris, and legally dispose of it off 

Medical Center property. 

B. Remove from site and dispose of any excess excavated materials after all 

fill and backfill operations have been completed. 

3.6 CLEAN-UP: 

 Upon completion of earthwork operations, clean areas within contract 

limits, remove tools, and equipment. Provide site clear, clean, free of 

debris, and suitable for subsequent construction operations. Remove 

debris, rubbish, and excess material from the Medical Center. 

- - - E N D - - - 


