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16
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CONTINUOUS CAULKING

@ EDGES & SEAMS OF 27x4” @ 16” 0.C(TYP.)
PLYWOOD SHEETS
CEILING/DECKING
? CEILING DECKING\
s R
2/X4" STUDS #
/ e 48 OC. CAULKING
AIRLOCK OF 36" MIN orx4s STUDS CLEAN ROOM
WITH CURTAINED DOORWAY @ 48 DC.
2"x4” STUDS 2 LAYERS OF 6 MIL EXISTING WALL
POLY SHEETING ON X _CLEAN SIDE

S SHOWER /WASHROOM S CLEAN ROOM CLEAN AREA WALLS AND FLOOR EXISTING WALL
WORK AREA S S

[a4 o

E E:

I ‘\'ﬁ
2 e
g
8" MAX © WORK AREA 3/8” PLYWOOD SHEET
/
WORK AREA M@gl ON WORK AREA
\8)
e FLOOR
AR o FLOOR
AQ < ®
VEN

4’ MIN

ELEVATION
Z CURTAINED DOORWAY SECTION A—A A

(3 LAYERS OF 6 MIL
POLY SHEETING WITH
WEIGHTED FLAPS
(TYP AT ENTRANCE
AND EXIT)

WASTE DECONTAMINATION ENCLOSURE SYSTEM CONSTRUCTION OF PERSONNEL DECONTAMINATION SYSTEM CONSTRUCTION OF A TEMPORARY SOLID BARRIER

N\

ALL ASBESTOS CONTAINING MATERIALS SHALL BE Staple and fape secursly fo insure that
PACKED IN APPROVED CONTAINERS PRIOR TO c A
MOVING TO BAG STORAGE /Confommenf bag will not break as a result CAUTION SIGN SHALL BE PLACED

of vacuum and/or weight of debris within ON THE CLEAN SIDE OF THE DOOR
CAUTION LABELING SHALL BE IN
ACCORDANCE WITH EPA FEDERAL
REGULATIONS

CLEAN AREA

)

Tape seal tightly around

SIDE the pipe at both sides

PORT

@
T

APPLY TWO SHEETS
OF SIX MILL POLY
AS REQUIRED ——

>4
//”>L

BAGGING CHAMBER

AIRLOCK

APPLY AND SECURE SHEETS
/ OF POLY WITH DUCT TAPE
Ve ENT AS REQUIRED

TOOL
BAG

CLEAN ROOM
CLEAN AREA \ /
GLOVE

ARMS

WORK AREA EXISTING DOOR

—

EQUIPMENT/ WASTE
WASH ROOM

AIRLOCK

EXISTING DOOR TO
BE CLOSED AND SEALED

AIRLOCK

SHOWER ROOM

AIRLOCK

Hepa vacuum (secure & seal nozzle
w/tape after inserting into side
port of containment bag)

\ APPLY TWO SHEETS

/ APPLY AND SECURE OF SIX MIL POLY

SHEETS OF POLY
WITH DUCT TAPE

AN EMERGENCY EXIT SIGN IS TO THE PERIMETER OF THE DOOR IS TO

BE PLACED ON THE CONTAMINATED BE SEALED WITH DUCT TAPE ON THE
SIDE AT ALL SPECIFIED LOCATIONS CONTAMINATED SIDE PRIOR TO APPLYING
Z THE TWO LAYERS OF POLY

CONTAMINATED SIDE

PARALLEL PERSONNEL AND WASTE DECON. ENCLOSURE SYSTEMS USE OF GLOVEBAG ENCLOSURE FOR PIPE INSULATION ABATEMENT EMERGENCY CRITICAL BARRIER AT DOOR

CENTER AFD EXHAUST

/ﬁ/\/ ASBESTOS ABATEMENT NOTES

\ PLYWOOD
16, Puts on any addifiondl WORKER ean room / Ky/ 1) ALL ASBESTOS REMOVAL AREAS INDICATED ON THE PLANS AND SPECIFICATIONS 11)  CONTRACTOR SHALL POST IN A PROMINENT AND CONVENIENT PLACE FOR THE WORKERS,
clothing ~deck shoes, hard hat 2. Removes sirest clothing, places in locker p ) IS _FOR INFORMATIONAL ASSISTANCE TO THE CONTRACTOR. ALL MATERIALS MUST BE A COPY OF THE LATEST APPLICABLE REGULATIONS FORM OSHA, EPA, NIOSH AND NYS DOL.
1. Collects necessary tools 3. Puts on nylon swim suit (optional) FIELD VERIFIED FOR SIZE AND QUANTITIES. ADDITIONAL PIPING OR EQUIPMENT ’ ’
proceeds o work area § I separate disposoble foot covering are —cEue ()) WHICH MAY HAVE ASBESTOS CONTAINING INSULATION MAY BE PRESENT. THE CONTRACTOR  12) CONTRACTOR SHALL COMPLETELY PROTECT ALL CONTROLS, CONDUIT, TUBING, ELECTRICAL
7 used, these are put on i \ / MUST REMOVE ALL ASBESTOS CONTAINING MATERIAL FROM ALL SPECIFIED AREAS WHETHER PANELS., EQUIPMENT, ETC. WITHIN THE WORK AREAS. ’ ’ )
NI G U A S EXISTING WALL NS — OR NOT SHOWN OR ACCURATELY INDICATED. THESE SPECIFICATIONS SHALL BE USED AS A ’ ’
9. Proceeds 1o equipment reom - o UL ARD DO WO IV T CONTRACTORS RESFONSIBILIT 10 SER AND REMOVE AL 13)  THE ASBESTOS ABATEMENT CONTRACTOR IS TO PREPARE THE WORK AREA FOR REMOVAL IN
bucT TAPE/T ASBESTOS CONTAINING MATERIAL AS SPECIFIED. ACCORDANCE WITH NEW YORK STATE DEPARTMENT OF LABOR INDUSTRIAL CODE RULE 56,
A 2) ALL ASBESTOS REMOVAL AREAS INDICATED ON THE PLANS AND SPECIFICATIONS URMC SPECIFICATION AND APPLICABLE FEDERAL REGULATIONS. WHERE THERE 1S AN OVERLAF
APPLY TWO LAYERS PROCEDURES. CONTRACTOR SHALL CONDUCT REMOVAL OF ALL MATERIALS FROM ‘ :
OF SIX MIL PLASTIC THE MOST STRINGENT REGULATIONS SHALL APPLY.
THE SITE WITH A MINIMUM DISTURBANCE AND PROVIDE REGULAR MAINTENANCE
/ AND PROTECTION OF THE BUILDING PREMISES, STAGING AREA, TRANSPORTATION
C ROUTES, ETC. THROUGHOUT THE BUILDINGS. 14) THE ASBESTOS ABATEMENT SHALL BE COORDINATED TO AVOID INTERRUPTION TO THE NORMAL
. UPHENT ROON . . z) ACTIVITIES OF THE VAMC AND THE REMOVAL MUST BE SCHEDULED AFTER 5PM MONDAY—FRIDAY
WORK AREA S S SHOWER g CLEAN ROOM - 3) ALL BUILDING FINISHES, CONSTRUCTION EQUIPMENT OR OTHER COMPONENTS OF AND ON WEEKENDS.
= = ROOM = f THIS BUILDING WHICH ARE DAMAGED OR IN ANY WAY DISRUPTED AS A RESULT
g OF THE EXECUTION OF THIS CONTRACT SHALL BE REPLACED OR RESTORED 15)  THE VAMC AND THE ASBESTOS ABATEMENT CONTRACTOR SHALL MUTUALLY AGREE UPON THE

DECONTAMINATION CHAMBERS. SUBMIT CALCULATIONS SHOWING NUMBER OF AIR CHANGES
THE CONTRACT DOCUMENTS AT NO EXTRA COST. FOR EACH CONTAINMENT AREA.

WORKER
12. Brushes off
contamination
WORKER WORKER /
FLEXIBLE AFD

13. Removes all clothing 17. Washes respirator and soaks 21. Dries off, dresses in clean
except respirator filters (without removing) coveralls or street clothing EXHAUST DUCT

] 5) ALL ASBESTOS REMOVAL SHALL BE PERFORMED IN ACCORDANCE WITH ALL

10 COMPLETE THE PROJECT IN THE AMOUNT OF TIME SPECIFIED IN 16) SUBMIT SHOP DRAWINGS SHOWING LOCATION AND NUMBER OF HEPA FILTERS, AIRLOCKS AND
4ONAL

/jj TO ORIGINAL CONDITION. LOCATION OF THE REMOTE DECONTAMINATION UNITS DURING THE PRECONSTRUCTION MEETING.
Z‘g 4) CONTRACTOR SHALL PROVIDE AS MANY SHIFTS OF LABORERS AS NECESSARY

14. Places disposable 18. Removes respirator, washes 22. Cleans and dries respirator,
% brotective. elothing with soap and water ronlnses filter (f omblioania) 10 ADDIT S APPLICABLE FEDERAL, STATE AND LOCAL LAWS. GUIDELINES, REGULATIONS, 17)  DEMOLISH ALL WALLS AND CEILINGS AS NECESSARY TO GAIN ACCESS TO ALL ASBESTOS
(5. Stores oy otbor 30, Therou ity washes body ORDERS AND DIRECTIVES, INCLUDING WITHOUT LIMITATIONS THOSE OF THE RE— CONTAINING MATERIALS.
confarminated articles and ey uer e SPONSIBLE NEW YORK STATE AGENCIES: U.S. ENVIRONMENTAL PROTECTION AGENCY
16. Proceeds fo shower (USEPA), U.S. DEPARTMENT OF LABOR, OCCUPATIONAL SAFETY AND HEALTH 18)  PHASE WORK AREAS AS REQUIRED BY GENERAL CONTRACTOR AND THE VAMC.
. ADMINISTRATION (OSHA), NATIONAL INSTITUTE OF OCCUPATIONAL SAFETY AND
AFD HEALTH (NIOSH), NEW YORK STATE DEPARTMENT OF LABOR (NYS DOL),
UNT FHISTING WAL AND NEW YORK CITY DEPARTMENT OF ENVIRONMENTAL PROTECTION (NYC DEP). 19) s el BAC OUT MUST BE PERFORMED AFTER: 5:00 FMON - WEEKDAYS AND/OR ON
6) CONTRACTOR SHALL DEVELOP AND IMPLEMENT WRITTEN STANDARD PROCEDURES

20) GENERAL CONTRACTOR TO REINSULATE ALL ASBESTOS INSULATION MATERIALS THAT HAVE

NOTE: INSIDE _WORK AREA WORKERS SHALL EXIT TO OUTSIDE THROUGH Z FOR ABATEMENT WORK TO ENSURE MAXIMUM PROTECTION AND SAFEGUARDS FOR
FLOOR BEEN REMOVED IN ACCORDANCE WITH SPECIFICATION SECTION 23 07 11.

DECONTAMINATION FACILITIES ONLY. ALL WORKERS TO WEAR
RESPIRATORS AND FULLY PROTECTIVE CLOTHING INSIDE THE ASBESTOS EXPOSURE TO THE WORKERS, EMPLOYEES, GENERAL PUBLIC AND THE
ENVIRONMENT.

WORK AREA (INCLUDING HEADWARE AND FOOTWARE)

7) THE CONTRACTOR SHALL BE RESPONSIBLE FOR REMOVING ANY LIGHT FIXTURES,
SUSPENDED CEILINGS OR OBSTRUCTIONS NECESSARY FOR THE SUCCESSFUL COM—
WINDOW AIR FILTRATION DEVICE EXHAUST PLETION OF THE PROJECT. CONTRACTOR SHALL CAREFULLY REMOVE, DECONTAMINATE
AND REINSTALL ALL REMOVED FIXTURES, SUPPORTING GRIDS OR ANY OTHER BUILDING
STRUCTURE REMOVED BY THE CONTRACTOR TO ACCESS ASBESTOS CONTAINING MATERIAL.

PERSONNEL DECONTAMINATION SYSTEM

8) ASBESTOS REMOVAL DRAWINGS WERE PREPARED FROM EXISTING DRAWINGS SUPPLIED
BY THE OWNER AND ARE PROVIDED FOR INFORMATION ONLY. THE CONSULTANT MAKES
NO CLAIMS AS TO THEIR ACCURACY OR FOR QUANTITIES DERIVED THROUGH THEIR USE.

9) CONTRACTOR SHALL PROVIDE ALL SCAFFOLDING, LADDERS, PLYWOOD, ETC., AS REQUIRED
AND/OR AS NECESSARY TO COMPLETE ALL WORK REQUIRED BY THE CONTRACT DOCUMENTS.

10) CONTRACTOR SHALL PROVIDE ALL SIGNS, LABELS, WARNINGS AND POSTED INSTRUCTIONS
THAT ARE NECESSARY TO PROTECT, INFORM AND WARN PEOPLE OF THE HAZARD FROM
ASBESTOS EXPOSURE.

. . Drawing Title Project Title Project Number
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