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—— PROVIDE & INSTALL NEW FLOOR MOUNTED —— PROVIPE & INSTALL NEW LAVS.
URINALS. PROVIDE WITH PATTERY POWERED REUSE EXISTING FLUMBING, SUPFLY
B B4 _ SENSOR ACTIVATED FLUSHOMETER. REUSE ANDWASTE. AP OFF UNUSED PIFING
EXISTING PLUMPING, SUPPLY & WASTE LINES. PELOW THE FLOOR & PATCH WALLS
CAP UNUSED PIPING BELOW FLOOR AND PATCH W4 TO MATCH EXISTING ADJACENT. TYPICAL.
TO MATCH EXISTING ADJACENT. TYPICAL. /
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ROOM FINISH SCHEDULE
FLOOR BASE WALLS CEILING
FLOOR ROOM ROOM NAME NORTH EAST SOUTH WEST REMARKS
No. MAT. COLOR MAT. COLOR MAT. | FIN. | MAT. | FIN. | MAT. | FIN. | MAT. | FIN. MAT. HEIGHT | FINISH
FIRST FLOOR 103 WOMEN'S LOUNGE CARPET TILE PER I.D. DEPT VINYL PER I.D. DEPT | DW / PLAS PAINT DW / PLAS PAINT DW / PLAS PAINT DW / PLAS PAINT ACP / 2x4 GRID &-0" - CEILING TILE SHALL BE MOISTURE / MOLD RESISTANT
O3A WOMEN'S TOILET 2'x2" CER. TILE PER I.D. DEPT CERAMIC PER I.D. DEPT | 4'x4" C.T. PER I.D. |4'x4" C.T. PER I.D. 4'x4" C.T. PER I.D. |4"x4" C.T. PER I.D. ACP / 2x4 GRID &-0" CEILING TILE SHALL BE MOISTURE / MOLD RESISTANT
104 MEN'S TOILET 2'x2" CER. TILE PER I.D. DEPT CERAMIC PER 1.D. DEPT | 4"x4" C.T. PER I.D. [4"'x4" C.T. PER I.D. 4'x4" C.T. PER 1.D. [4"'x4" C.T. PER I.D. ACP / 2x4 GRID 8'-0" CEILING TILE SHALL BE MOISTURE / MOLD RESISTANT

ROOM FINISH NOTES:

| . PATCH EXISTING FLOORING, BASE, ACT & ALL FINISHES TO REMAIN
THAT ARE DISTURBED DUE TO REMOVALS AND/OR NEW CONSTRUCTION.
NEW MATERIAL & FINISHES TO MATCH EXISTING ADJACENT MATERIAL € FINISHES.

EXISTING cONC DECK

ADJST EXISTING
CELING ERID AS
REQUIRED

AN

FURRING STRIP

/2" MR. GYP. POARD
INSTALL FROM FIN. FLOOR

TO UNDERSIDE OF CONC.
DECK ABOVE

4"x4" CERAMIC WALL TILE.
CALOR AND FIELD PATTERN TO

BPE SELECTED BY THE
FACILITY INTERIOR DESIGNER.
PROVE CERM. COVE PASE
AROUND THE ENTIRE
PERIMETER.

/1 MENS TOLET STALL PLAN

EXISTING cONc FLOOR

EXISTING cMU WALL

EXISTING GLAZED cMU
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