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REFLECTED CEILING PEMOLITION FLAN
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PROVIDE & INSTALL NEW Z'x4’
CEILING TILES INTO EXISTING

ERID SYSTEM. TYPICAL.
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PROVIPE & INSTALL NEW 7Z'x4

CEILING TILES INTO EXISTING
GRID SYSTEM. TYPICAL.

REFLECTED CEILING FLAN

NOTE:
PO NOT ALTER EXISTING
SPRINKLER, HVAC OR LIGHTING.

SCALE: | /4" = [-0"

KEYED DEMALITION & CONSTRUCTION NOTES

REMOVE TOILET PARTITIONS COMPLETELY.

REMOVE SINKS COMPLETELY.

TILE. SEE DETAL 2/2.

AND TURN OVER T@ THE OWNER.
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PATCH WALLS WHERE ANCHORS HAVE PEEN REMOVED.

REMOVE EXISTING LAVATORIES, URINALS, WATER clLOSETS.
(BY PLUMPING SPECIFICATIONS, DIVISION 14).

CAP EXISTING (NOT TO BPE REUSED) PIPING BPELOW FLOOR.

EXISTING FURNISHINGS AND EQUIPMENT WILL BE REMOVED
PY THE OWNER UNLESS OTHERWISE INDICATED.

REMOVE EXISTING CERAMIC TILE AND VAT FLOORING TO PARE
CONCRETE. PATCH EXISTING CONCRETE AND LEVEL IF NECESSARY.
PREPARE SURFACES TO RECEIVE NEW FINISH MATERIAL.

FURR QUT EXISTING WALL; |/2 MR. DRYWALL, 4"x4" CERAMIC

REMOVE EXISTING PAPER TOWEL DISPENSERS, TOILET TISSUE
DISPENSERS, HAND SANITIZER DISPENSERS, GRAP PARS, MIRRORS

REMOVE EXISTING 2'x4" CEILING PANELS. CLEAN & RE-USE

EXISTING eRIP SYSTEM. DO NOT REMOVE R ALTER EXISTING
LIGHTING FIXTURES, DIFFUSERS, IR FIRE PROTECTION EQUIPMENT.
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PREPARE SURFACES FOR NEW PAINT.

® G

EXISTING POOR, HARDWARE & FRAME T& BPE REUSED. PROTECT
AS REQUIRED. PAINT FRAME AND TRIM. cALOR SHALL BE AS
DETERMINED BY THE FACILITY INTERIOR DESIGNER.

REFPAR PLASTER & DRYWALL. CLEAN ALL SURFACES AND

PROVIDE AND INSTALL NEW 24°x24" CARPET TILE. COLOR AND

PATTERN SHALL PE AS PER THE FACILITY INTERIOR DESIONER.

PRVIDE AND INSTALL NEW TOILET PARTITIONS AS SHOWN

ON DRAWINGS (SEE SHEET FOR TOLET ROOM LAYAUT).
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PRVIDE & INSTALL NEW LAVS.

REUSE EXISTING PLUMBING, SUPPLY
AND WASTE. CAP OFF UNUSED PIPING
PELOW THE FLOOR & PATCH WALLS

TO MATCH EXISTING ADJACENT. TYPIC

— PROVIDE & INSTALL NEW FLOOR MOUNTED
SENSOR ACTIVATED FLUSHOMETER. REUSE

TO MATCH EXISTING ADJACENT. TYPICAL.

TOLETS. PROVIPE WITH PATTERY POWERED

EXISTING PLUMPING, SUPFLY & WASTE LINES.
CAP UNUSED PIFING PELOW FLOOR AND PATCH WALL

AL
/ CORRIDOR

PROVIDE & INSTALL NEW FLOOR MOUNTED
TOLETS. PROVIPE WITH BATTERY POWERED
SENSOR ACTIVATED FLUSHOMETER. REUSE
EXISTING PLUMPING, SUPFLY & WASTE LINES.

CAP UNUSED PIPING PELOW FLOOR AND PATCH WALL
TO MATCH EXISTING APJACENT. TYPICAL.
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NOTE:
SEE SHEET A—7 FOR TYPICAL TOILET
STALL LAYQOUT.

FLOOR FLAN
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\— PRVIDE & INSTALL NEW FLOOR MANTED

URINALS. PRVIPE WITH PATTERY POWERED
SENSOR ACTIVATED FLUSHOMETER. REUSE
EXISTING PLUMBING, SUPFLY & WASTE LINES.

CAP UNUSED PIPING PELOW FLOOR AND PATCH WALL
TO MATCH EXISTING ADJACENT. TYPICAL.

L PROVIPE & INSTALL NEW LAVS.
REUSE EXISTING PLUMBING, SUFFLY
AND WASTE. CAP OFF UNUSED PIPING
PELOW THE FLOOR & PATCH WALLS

TO MATCH EXISTING ADJACENT. TYPICAL.

GENERAL CONSTRUCTION NOTES

| THE CONTRACTOR SHALL ENSURE THAT ALL FLAURESCENT
PUPS REMOVED AS PART OF THE PROJECT ARE SECURED
AND PRVIDED TO THE VA FOR PROPER DISPOSAL. NO
FLOURESCENT PUBS SHALL PE REMOVED FROM THE SITE

pY THE CONTRACTOR.

2 THE ¢ONTRACTOR SHALL REVIEW THE CONTRACT DOCUMENTS
FOR CONFLICTS. WHERE CONFLICTS EXIST WITHIN THE
DRAWINGS, WORK SHALL NOT PROCEED UNTIL THE ENGINEER
HAS BEEN NOTIFIED AND GIVEN DIRECTION BY THE PROECT

COR.

2 WHERE INCIPENTAL WORK 1S5 REQUIRED T¢O ACCOMPLISH
SHOWN ON THE PRAWINGS, THIS WORK 1S IMPLIED AND SHALL

PE CONSIDERED AS PART OF THE PASE BID.

4 AL EXISTING DATA CABLES NOT SPECIFICALLY CALLED QUT
FOR REMOVAL SHALL PE PROTECTED FROM DAMAGE DURING
DEMALITION AND IF DESIGNATED FOR RE-USE SHALL BE COILED

APOVE THE CEILING.

5  PRIOR TO ANY WORK cOMMENCING IN A WORK AREA, THE
CONTRACTOR SHALL NOTIFY THE PROJECT ¢cOR OF THER
INTENTION TO WORK IN THE AREA THE CONTRACTOR SHALL
SCHEDULE A WALK THRAUGH OF THE AREA WITH THE ¢OR
TO VERIFY THE EXISTING C¢cONDITIONS. AFTER CONSTRUCTION
IS COMPLETED THE CONTRACTOR SHALL VERIFY WITH THE ¢OR
THAT THE AREA IS RETURNED T@ TS IRIGINAL CONPITION

PEFORE FINAL APPROVAL 1S ERANTED.

¢ UNLESS NOTED OTHERWISE, EXISTING WALLS AND FLOOR
FRAMING SHALL REMAIN INTACT AND PE UNPISTURBED.

T AL LOCATIONS / DIMENSIONS ARE APPROXIMATE. CONTRACTOR
SHALL BPE RESPONSIBLE T VERIFY LOCATIONS / DIMENSIONS

AND EXISTING CONPITIONS IN THE FIELD.

& CONSTRUCTION & DUST PARRIERS SHALL BE PROVIDED AND
INSTALLED BY THE CONTRACTOR AND BE APPROVED BY THE

9  THE C¢ONTRACTOR SHALL ENSURE THAT THE WORK AREA
IS CLEAN & SECURE AT THE END OF EACH WORK DAY.
ALL TRASH AND DEPRIS SHALL REMOVED DALY.
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