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NOTES:

1. CONCRETE CURB SHALL BE CONSTRUCTED WHERE EXISTING CONCRETE CURB HAS
BEEN DAMAGED, DESTROYED OR REMOVED DURING CONSTRUCTION

2. CONCRETE FOR CURBS SHALL HAVE A MINIMUM COMPRESSIVE STRENGTH OF 3,000
PSI AT 28 DAYS. MAXIMUM SIZE OF AGGREGATE SHALL BE 1 1/2 INCHES.

3. PROVIDE 1/2 INCH THICK PREMOLDED EXPANSION JOINT FILLER STRIPS CONFORMING
T0 ASTM D 1751 AT INTERVALS NOT EXCEEDING 10 FEET.

4. WIDTH OF JOINT FILLER STRIP SHALL BE EQUAL TO THE THICKNESS OF THE
PAVEMENT LESS 1/2 INCH.
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NOTES:

1. GRANITE BLOCK CURB SHALL BE CONSTRUCTED WHERE EXISTING GRANITE
BLOCK CURB HAS BEEN DAMAGED, DESTROYED OR REMQVED DURING
CONSTRUCTION

2. CONCRETE FOR CURBS SHALL HAVE A MINIMUM COMPRESSIVE STRENGTH OF

3,000 PSI AT 28 DAYS. MAXIMUM SIZE OF AGGREGATE SHALL BE 1 1/2
INCHES.

3. PROVIDE 1/2 INCH THICK PREMOLDED EXPANSION JOINT FILLER STRIPS
CONFORMING TO ASTM D 1751 AT INTERVALS NOT EXCEEDING 10 FEET.

4. WIDTH OF JOINT FILLER STRIP SHALL BE EQUAL TO THE THICKNESS OF THE
PAVEMENT LESS 1/2 INCH.
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