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HAY BALES (TYP)
CORRUGATED CRUSHED STONE /
. STEEL PANELS ]
o 7 :
J— ENTRANCE SLOPE 1% _
12 FEET MAX
GEOTEXTILE—/ SIDE_VIEW FIBER ROLL |
: L 6 MONTH TURF
o e,
1. MODIFICATIONS MAY BE REQUIRED TO MEET FIELD PLAN VIEW WATERPROOF METAL EMBEDMENT B DOWN (ALL DISTURBED AREAS)
— TYP ~—
SLOPE N.Y.S.D.0.T. ITEM 209.1803 — ROLLED
2. A 30 FT. WASH AREA SHALL BE PROVIDED. i S
ADDITIONAL GRADING MAY BE REQUIRED TO A §IT-:3|/|MP%'\|12TA|2T$A‘3F)EDF;AE/|ENT NOTES: _ SCARIFY IN A oo EROSION CONTROL PRODUCT CLASS I, TYPE C
PROVIDE WASHING AREAS. TRAP (EARTH/SANDBAG)” 1. GEOTEXTILE SHALL BE = MANNER THAT Z STAPLES, INSTALLED AS PER AND PROVIDED
DETAIL' AS SHOWN ON INSPECTED DAILY TO ENSURE : MINIMIZES DAMAGE = PIPE TRENCH BY THE EROSION CONTROL PRODUCT
3. PROPOSED DRAINAGE PIPES SHALL BE SIZED WITH T T REMAINS WATERPROOF SN
SUFFICIENT CAPACITY TO CARRY DITCH FLOWS. | S?fﬁgﬁ.lo”‘sﬁﬁoiig . . RONT VIEW TO EXISTING 2 MANUFACTURER (SEE NOTES) (TYP.)
2. GEOTEXTILE SHALL BE SECURED -
4. ALTERNATIVE WAYS OF TRANSPORTING DITCH
TO GROUND WITH METAL SPACING (S) VARIES WITH SLOPE
DRAINAGE ACROSS CONSTRUCTION ENTRANCES STAKES OUTSIDE OF HAY BALE. SEE NOTES ON THIS SHEET
MAY BE PROPOSED BY THE CONTRACTOR FOR WOOD STAKE, VEGETATED OR
APPROVAL BY THE ENGINEER. STAKED EVERY 4 STABILIZED AREA .
S NYSDOT ITEM
5. ALL WORK TO CONSTRUCT THE STABILIZED CONCRETE WASHOUT DETAIL 209.2012——08, FIBER
ENTRANCE, INCLUDING GRADING, DRAINAGE PIPE, TS LOGS (AK.A. FIBER
EXCAVATION, FILL, GEOTEXTILE, CRUSHED STONE T.S.
RRUGH ' ’ REMOVE SEDIMENT BUILD UP ROLLS, WATTLES) (AS
I(IB\I%/IA_\G%%DCI(I)\IRI?ﬂgAJE?T SPTRI::I%lI_-: %?ETELS SHALL B8 )i TEMPORARY FIBER ROLL DETAIL 12* WHEN REACHES 6" (TYP.) REQUIRED, SEE NOTE 6)
S NOT TO SCALE ‘ | ANCHOR RECP AT
6. GEOTEXTILE SHALL BE PLACED OVER THE ENTIRE % WOVEN WIRE FENCE (MIN. 14 1/2 g"gg?":“ FDGE OF
AREA OF STABILIZED CONSTRUCTION ENTRANCE ><> > GAUGE, MAX. 6” MESH SPACING) WOOD STAKE TO | — UNDISTURBED AREA
PRIOR TO PLACING STONE. STONE SHALL BE = <] | 10° MAX. C. TO C. | ONLY PENETRATE 1
1"—4" DIAMETER OR RECLAIMED OR RECYCLED SOSSES S5 36” MIN. FENCE POSTS, NETTING, NOT e
CONCRETE EQUIVALENT AT A MINIMUM DEPTH OF ><> 7 7 7z DRIVEN MIN. 16" INTO GROUND MATERIAL | EXISTING
oy % % % % o UNDISTURBED
7. ALL SURFACE WATER SHALL BE DIVERTED AWAY e Fars §§ ) Elgff \ | FIBER ROLL 169903 AND - EEHIATED AR
: . 610.0203 AND 1 Mdh
FROM CONSTRUCTION ENTRANCE. A MOUNTABLE >®OQOQC CORRUGATED >QC Ol x Z INTERMEDIATE FIBER LOG A\ WW)
STEEL PANELS W | L 613.02 ADD SEED DIKE (AS REQUIRED) MAMANS
BERM WITH 5:1 SLOPE IS PERMITTED. SOSOT @ Z(Z e L BB EIIIN | LSRR AND TOP SOIL IF 3
>®OQOQC )QC == Ol 4 S S SIS RIEE S EX Y SLOPE 1S BROUGHT
8. THE ENTRANCE SHALL BE MAINTAINED IN A f . = BSOS S PSS I TO FINISHED
CONDITION WHICH WILL PREVENT TRACKING OR SO SO SNfF Sy S S S S SIS GRADE EMBED EDGE OF ROLLED EROSION
FLOWING OF SEDIMENT ONTO PUBLIC RIGHT OF Ve Ve Ve Z | St ie el tiatie v \isfa e eisesiet e TOP OF LIMIT OF EXPOSED OR DISTURBED SOIL
WAY. ALL SEDIMENT SPILLED, DROPPED, WASHED \ v ;‘:‘:"‘:‘“‘:‘:“‘:‘QL&“%‘( BLANKET CONTROL PRODUCT (RECP) AT TOP OF
OR TRACKED ONTO PUBLIC RIGHT OF WAY MUST %%% T O S SO %< - S S S RSSO SLOPE AT LEAST 3 TO PREVENT
BE REMOVED IMMEDIATELY. e = Ry e a9 VooV v Loy, SIS S SIS WATER FLOW UNDER THE RECP. CAN DISTURBED AREA WITH EXPOSED SOIL
v o\ ¥ S SO ISAMEIS X SESE BE INSTALLED UNDER AND ANCHORED
A VooV z e S BY THE SHOULDER BACKUP MATERIA
. = XX/ XXAY XX AY XX XY XA XK XX/ XX XX XKD .
9. WHEN WASHING IS REQUIRED, IT SHALL BE DONE »; 4 B A SN vt v -
ON AN AREA WITH STONE AND WHICH DRAINS . <
ON AN AREA WITH STONE AND WHICH DRAINS - o W@ I FROSION AND SEDIMENT CONTROL FOR ALL DISTURBED AREAS
PERSPECTIVE VIEW > R AR K
(OR CORRUGATED STEEL PANELS). 2 \ KKK TEMPORARY OR PERMANENT
10. PERIODIC INSPECTION AND NEEDED MAINTENANCE -J = NOT TO SCALE
SHALL BE DONE REGULARLY AND FOLLOWING 50’ :
EACH RAINFALL. MESH REINFORCEMENT 1-1/2"x1—1/2” HARD WOOD POST © ‘ .
> TADILIZED CONS TRUC TION ENTRAN CE/EX' ! e 1 E);X;T”S'SO;I mg‘D Sii%TNgR o T 1NOT|i§Ms IN THIS DETAIL MAY APPEAR I:BETzERE:M/:ETES;ZNSENZ;E? FIBER ROLL DIKE IS TO REDUCE RUNOFF VELOCITY
AND TIRE WASHING STATION . —T STAKE DETAIL (FRON T Vi EW) EXAGGERATED TO SHOW DETAIL. AND TRAP SEDIMENT. VELOCITY IS REDUCED, WATER IS IMPOUNDED BEHIND THE
GEOTEXTILE < ) MEASURE, AND SEDIMENT FALLS OUT OF SUSPENSION.
NOT TO SCALE 30" HT. T —20" MIN. T 2. IF SLOPE IS BROUGHT TO FINISHED GRADE,
\ NOT TO SCALE PERMANENT TOP SOIL AND SEEDING SHALL B. FIBER ROLL DIKES CAN BE USED IN SENSITIVE AREAS WHERE CONTROL OF WEEDS
COMPACTED SOIL BE INSTALLED PRIOR TO INSTALLING ROLLED AND INVASIVE PLANT SPECIES IS DESIRED.
FLow EXISTING GROUND EROSION CONTROL PRODUCT (RECP).
S FIBER C. FIBER ROLL DIKE SHALL BE INSTALLED ON A LINE OF EQUAL ELEVATION
N LY 1= 1~ R R TGTGS ROLL 3. ROLLED EROSION CONTROL PRODUCT (RECP)  (CONTOUR). THEY MAY BE INSTALLED AT INTERMEDIATE POINTS UP SLOPES AS WELL
SN ==l IS WOOD STAKE
FROSION AND SEDIMENT CONTROL NOTES "¢'\&;&¢;\(\:\4TH=H= KRR / MUST BE SELECTED FROM THE NYSDOT AS AT THE BOTTOM, AS SHOWN IN THE DETAIL. THE ENDS SHALL CURVE UP
FLTER FABRIC TO BE > —16” MIN. APPROVED MATERIALS LIST FOR CLASS | SLIGHTLY (6”) TO IMPOUND RUNOFF.
FOR POSTS TYPE C RECP AND HAVE A LONGEVITY OF
1. ALL NECESSARY PRECAUTIONS SHALL BE TAKEN TO PREVENT CONTAMINATION OF ANY STREAMS OR
WATERWAYS BY SILT, SEDIMENTS, FUEL SOLVENTS, LUBRICANTS, EPOXY COATINGS, CONCRETE 282?%&“&5%23‘0,\] 1 WOOD STAKE TO AT LEAST TWELVE (12) MONTHS. PAYMENT D. FIBER ROLLS SHALL NOT BE USED IN OR ACROSS A FLOWING NATURAL CHANNEL.
LEACHATE OR ANY OTHER POLLUTANT ASSOCIATED WITH CONSTRUCTION AND CONSTRUCTION .~ ONLY PENETRATE WILL NOT BE MADE FOR MATERIALS THAT
PROCEDURES. INCLUDED IN PRICE NETTING, NOT ARE NOT ON THE APPROVED LIST, E. FIBER ROLLS ARE NOT TO BE INSTALLED SO THAT RUNOFF WILL FLOW ALONG THE

2. ANY DEBRIS OR EXCESS MATERIALS FROM CONSTRUCTION SHALL BE IMMEDIATELY AND COMPLETELY
REMOVED FROM THE BED OF AND BANKS OF ALL WATER AREAS TO APPROPRIATE UPLAND AREAS
FOR DISPOSAL.

3. ALL DREDGED AND EXCAVATED MATERIAL SHALL BE DISPOSED OF ON AN UPLAND SITE AND BE
SUITABLY STABILIZED SO THAT IT CANNOT REASONABLY RE—ENTER ANY BODY OF WATER.

4. INSPECTION, PERIODIC CLEANING AND MAINTENANCE OF TEMPORARY SOIL EROSION AND WATER

BID FOR ITEM
SECTION

CONSTRUCTION NOTES FOR FABRICATED SILT FENCE

SLOPE SUB—CONTRACTORS.
SURFACE

MATERIAL IMPROPERLY INSTALLED, NOT MAINTAINED, FIBER ROLL IN A CONCENTRATED MANNER.
DAMAGED BY THE CONTRACTOR AND/OR

FIBER ROLL GENERAL NOTES:

4. RECP MUST BE FLUSH AND IN CONTACT
WITH THE SOIL AND NOT RAISED BY

1. FIBER ROLL DIKE SHALL BE PLACED A MINIMUM OF 2 FEET FROM TOE OF SLOPE,

POLLUTION CONTROL DEVICES SHALL BE REGULARLY DONE BY THE CONTRACTOR AND A.0.B.E. IN 2 f CLUMPS, WEEDS, STICKS, ETC. AND MUST (5 FEET PREFERRED), TO PROVIDE ADEQUATE AREA FOR SEDIMENT STORAGE AND
ACCORDANCE WITH THE SWPPP. 1. YFVC())VIEI-:I\INC\:AIQRIEOI;EFI\SICEVI'ITI-? V?/IE?EFAI"ISEENCI;:IE SS'II::AC\:Fl’JSEI-:SLY 50STS:  STEEL EITHER " OR \/ /\\/\\ = BE STAPLED SECURELY. TO FACILITATE MAINTENANCE OF THE SEDIMENT CONTAINMENT AREA.
o R SO SUNLBE PLACED PR To STATTNG EATIIONS SPATONS MO st e | ST ReE o 2 narowooo 2 ) AL RECP DAMAGED BY CONTRACTOR 2. POSTS MAY BE 1.5% x 15" (HNIUN) HARDWOOD, 15" x 3.5 (MININUN) SOFTHOD,
A.0.B.E. 2. FILTER CLOTH TO BE FASTENED SECURELY TO = AND /OR SUBCONTRACTORS SHALL BE OR 2kg/m (MIN) STEEL. SPACING SHALL BE 36" (MAXIMUM) BETWEEN STAKES.
. =
. HEAVY EQUIPMENT SHALL NOT BE DRIVEN IN THE WATER. \évg,\/EANT V_¥§|§ ZEIBCP\EAI[\)MQ-E'C-'II:II%?\I SPACED EVERY FENCE: gl'Q\K/IEEX W:\/Il?l-l:-:éH14OF1’él\%lN%A. . REPAIRED WITHIN THREE (3) CALENDAR 3. MEASURES SHALL BE INSPECTED EVERY SEVEN (7) CALENDAR DAYS, AFTER
7. FIBER ROLLS/STRAW WATTLES SHALL NOT BE USED IN AREAS OF CONCENTRATED FLOW, THE ‘ ‘ © DAYST OF THE D_A}MﬁeET OCCURRENCE AT NO  FACH RAINFALL OF 0.5” OR MORE WITHIN A 12 HOUR PERIOD, OR DAILY DURING
ENGINEER MAY CALL FOR BRACING FENCE WITH HAY BALES OR WIRE FENCING. 3 WHEN TWO SECTIONS OF FILTER CLOTH ADJOIN FILTER CLOTH: FILTER X | ADDITIONAL COST TO THE OWNER. PROLONGED RAINFALL. MEASURES SHALL BE CLEANED AND REPAIRED AS REQUIRED.
8. IN THE EVENT A DEWATERING OPERATION BECOMES NECESSARY, A SETTING BASIN WILL BE REQUIRED EACH OTHER THEY SHALL BE OVERLAPPED BY MIRAE] 100X, STABILINKA 6. AS PART OF FINAL STABILIZATION. WOODEN
UNLESS THE PUMP DISCHARGE IS AS CLEAN AND FREE OF SEDIMENT AS THE FLOWING STREAM. SIX INCHES AND FOLDED. T140N OR APPROVED EQUAL STAKES TO BE REMOVED AND FIBER LOG 4. SEDIMENT SHALL BE REMOVED WHEN ACCUMULATION REACHES ONE—HALF OF
9. NO DISCHARGE OF TEMPORARY FILL MATERIAL INTO THE WATERWAY IS PERMITTED. SHOULD THE STAK E D ETA| L (ON B AR E SO| L) MULCH NETTING CUT OPEN ALONG ENTIRE THE MEASURE HEIGHT. SEDIMENT SHALL BE DISPOSED OF AS UNSUITABLE
CONTRACTOR WISH TO CONSTRUCT A TEMPORARY ACCESS OR CAUSEWAY IN THE WATER TO 4. MAINTENANCE SHALL BE PERFORMED AS NEEDED GEOFAB LENGTH MATERIAL.
FACILITATE REMOVALS OR NEW CONSTRUCTION, ADDITIONAL PERMITS FROM THE U.S. ARMY CORP OF AND MATERIAL REMOVED WHEN "BULGES” PREFABRICATED UNIT: , :
ENGINEERS AND N.Y.S. DEPT. OF ENVIRONMENTAL CONSERVATION MAY BE REQUIRED. ALL EFFORTS SEVELOP IN THE SILT FENCE ENVIROFENCE, OR NOT TO SCALE 5. DRAINAGE AREAS:
SHALL BE COORDINATED THRU THE ENGINEER AND THE NYSDEC REGIONAL PERMIT ADMINISTRATOR. : APPROVED EQUAL :
DELAYS OR EXTRA COSTS ASSOCIATED WITH SECURING APPROVALS, OR ADDITIONAL PERMITS, FOR < MAXIMUM DRAINAGE AREA TRIBUTARY TO 100" OF FIBER ROLL SHALL BE 0.5 ACRE
THE PLACEMENT OF THE TEMPORARY FILLS WILL BE THE RESPONSIBILITY OF THE CONTRACTOR.
10. U.S. ARMY CORPS OF ENGINEERS SECTION 404 OF THE CLEAN WATER ACT (33 U.S.C. 1344) S| LT I‘_E N C E D E TA| L 6. THE FOLLOWING ARE MAXIMUM SLOPE LENGTHS TO FIBER ROLL MEASURES:

PROHIBITS THE DISCHARGE OF DREDGED OR FILL MATERIALS INTO THE WATERS OF THE UNITED

STATES WITHOUT A PERMIT FROM THE U.S. ARMY CORPS OF ENGINEERS. NOT TO SCALE SLOPE S
11. THE CONTRACTOR SHALL COMPLY WITH ALL PROVISIONS OF THE NYS DEPARTMENT OF 1:2 25’ NOTE:
ENVIRONMENTAL CONSERVATION SECTION 401 BLANKET WATER QUALITY CERTIFICATION PERMIT AS 1:3 80’
APPLICABLE. 1: 4 130’ " "
12. CONTRACTOR SHALL PROTECT ALL STOCKPILED SOILS WITH APPROPRIATE EROSION AND SEDIMENT 1:5 200’ ITEM™ NUMBERS REFER TO NEW YORK STATE
CONTROL MEASURES AS OUTLINED IN THE STORMWATER POLLUTION PREVENTION PLAN. DEPARTMENT OF TRANSPORTATION (N.Y.S.D.O.T.)
13. CONTRACTOR SHALL PROTECT ALL VEGETATION OUTSIDE THE LIMITS OF CONSTRUCTION AND MINIMIZE SPECIFICATIONS.
DISTURBANCE TO VEGETATION WITHIN THE LIMITS OF CONSTRUCTION. WHERE VEGETATION IS TO BE
DISTURBED, CONTRACTOR SHALL ADHERE TO SECTION 02935 OF THE CONTRACT DOCUMENTS.
14. DURING CONSTRUCTION, NO WET OR FRESH CONCRETE SHALL BE ALLOWED TO ESCAPE INTO ANY
WATERS. NOR SHALL WASHINGS FROM CONCRETE TRUCKS, MIXERS OR OTHER DEVICES BE ALLOWED
TO ENTER ANY WATERS. CONCRETE WASH OUT SHALL BE PREFABRICATED CONCRETE WASHOUT OR
CREATED BASED ON EPA STORMWATER BEST MANAGEMENT PRACTICE: CONCRETE WASHOUT. DETAILS
OF THE WASHOUT SHALL BE SUBMITTED TO THE ENGINEER FOR APPROVAL.
v Z o & & FINAL DESIGN (1 00%
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