To:

SHIP TO: WAREHOUSE BLDG 44 B80345
V.A. Medical Center
VA NTX HEALTHCARE SYSTEM
4500 S LANCASTER RD
DALLAS, TX 75216

P.O.# 549-B80345

VA NORTH TEXAS HEALTHCARE

SYSTEMS 549/90C ATTN: CONTRACTING OFFICER 4500
SOUTH LANCASTER ROAD

DALLAS, TX 75216

Radiology
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Description

Resona 7 Radiology Revolutionary ZST+ platform, high
resolution LED monitor 12.1 inch tilting multi-gesture touch
screen Endocavity Transducer Holder, DVD-R/W, Gel
Warmer, Built-in Wireless Adapter, SSC(Sound Speed
Compensation), HD Scope Echo Boost, HR Flow, iBeam,
iClear Smart Doppler, Smart Track, iTouch, iZoom,
V-Mapping Service Package (Includes Pediatrics,
Gynecology, Abdomen, Urology, Small Parts, Vascular)
Natural Touch Elastography (Strain Elastography)
iNeedle iScape View (Real-time panoramic imaging)
Smart OB Smart NT (Automatic calculation of nuchal
translucency) iWorks  (Standardized workflow protocol)
Voice Command MedSight, MedTouch DICOM Basic
Worklist MPPS Query/Retrieve, Dicom Structured Report
(OB/GYN, Vascular, Breast, Cardiac) Accessory Kit 5
Year Warranty

SC5-1U Convex array transducer, (Single crystal) (FBW:
1.2-6.0 MHz) (RES7)

L20-5U Linear array transducer, (FBW: 7.6-20.0 MHz)
(RES7)

L9-3U Linear array transducer, (RES7)

C4-1U Convex array transducer

GE E9

Trade in Value

0| N[O

** All trade-in equipment as identified on this quotation,
must be returned to Mindray in good cosmetic and working
condition or the trade-in credit will be charged back.**

Radiology Recommended Options
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Description

SCB8-2U Convex array transducer, (Single crystal) (FBW:
1.8-8.2 MHz) (RES7)
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SP5-1U Phased array transducer, (Single crystal) (FBW:
1.5-4.5 MHz) (RES7)
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L14-5WU Linear array transducer, (RES7)
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V11-3HU Endocavity convex array transducer, (FBW:
3.0-11.0 MHz) (RES7)





