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ONE OF THE FOLLOWING TWO SELECTIONS MUST BE INSTALLED AT THE LOCATION SHOWN ON THE
ELECTRICAL PLAN (SHEET E1) FOR GE INSITE CONNECTION BASED UPON SYSTEM CONFIGURATION.

A) ONE INTERNET ACCESSIBLE VIRTUAL PRIVATE NETWORK (VPN) CONNECTION WITH A STATIC IP
ADDRESS, AND ONE TELEPHONE LINE — DEDICATED—-DIRECT—DIALING, VOICE GRADE.

B) TWO TELEPHONE LINES — ONE DEDICATED DIRECT—DISTANCE—DIALING, VOICE GRADE AND
ONE A DEDICATED: DATA LINE.
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TELEPHONE RECEPTACLES
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ONE TELEPHONE RECEPTACLE AND
ONE NETWORK RECEPTACLE

ALL ITEMS ILLUSTRATED ARE TO BE FURNISHED AND INSTALLED BY CUSTOMER OR THEIR CONTRACTOR.
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0 FOR NUCLEAR SYSTEMS A DIRECT NETWORK
CONNECTION IS TO BE MADE BETWEEN THE
SYSTEM AND THE REVIEW WORKSTATION.
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X—RAY ROOM WARNING

7\ 120-VAC 15A MAXIMUM

0-VAC
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GE X-RAY ON LIGHT CONTROL PANEL
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X—RAY WARNING LIGHT c
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10A RATED CONTACTOR

UNLESS SPECIFIED ON SHEET A1 AS BEING INCLUDED ON EQUIPMENT ORDER,
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ALL ITEMS ILLUSTRATED ARE TO BE FURNISHED AND INSTALLED BY CUSTOMER'S CONTRACTOR
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This drawing is based on Sketch No.:
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THIS SHEET IS PART OF THE DOCUMENT SET LISTED ON SHEET C1 AND SHOULD NOT BE SEPARATED/
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IT IS NOT TO BE USED FOR

QC UAL CONSTRUCTION PURPOSES, HOWEVER, AND THE COMPANY CANNOT ACCEPT

IN PREPARING THIS PLAN, EVERY EFFORT HAS HEEN MADE TO CONFORM DETAILS
T
ESPONSIBILITY FOR ANY DAMAGES RESULTING THEREFROM.

THIS PLAN IS SUBMITTED TO SUGGEST LOCATION QF GE HEALTHCARE EQUIPMENT
AND ASSOCIATED APPARATUS, ELECTRICAL WIRING DETAILS AND RQQM ARRANGEMENTS.

MODALITY TYPE: REVOLUTION XQi

TO ACTUAL EQUIPMENT EXPECTED TC BE INSTALLED.

"\ e me ELECTRICAL DETAILS Y[

/

VA BROOKLYN
MEDICAL CENTER
NEW YORK

BROOKLYN,

-

PROJECT | REVISION
111639 00 \
DATE: 01.Jul.11

DRAWN BY: CPC
CHECKED BY: REK

/ REVISION HISTORY:

\
<55

\_

/

NEDANE




