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/j: GE EQUIPMENT LISTING N (SCALE: 1/47 = 17-07 FQUIPMENT  LAYOUT EXISTING CEILING HEIGHT = 927 [ ANCILLARY TTEMS ::\ ///

FQUIPMENT ON ORDER FROM GE HEALTHCARE. INSTALLED BY GE HEALTHCARE, EEE&%&@E%&&%? This equipment layout wmﬁcates‘the placement Qﬁci{ntercohﬁgcﬁon of the‘incﬁcgteq GQLﬂpmﬂgnt conjpomemts. There may be‘fedefah State,band/QJr\oca\ requirements that could Wnp@ct the placement CLJE;TCW%EZF%/<3CNVTFQﬁ(jT()R SUPPLIED AND INSTALLED .é
PER - NEITHER A QUOTE OR GON WAS ISSUED AT THE DATE OF THESE DRAWINGS  eErroil of these components. It remains the Customer’s responsibility for ensuring the site and final equipment placement complies with all applicable federal, state, and/or local requirements. TEMS S
NOTE: LOCAL CONDITIONS MAY DICTATE THAT ITEMS IDENTIFIED IN' THIS CATEGORY | SEEmC C = CaLcuLATONS, =
BE INSTALLED BY OTHERS. S = SPECIFICATIONS [TEM
— ONLY NO. ITEM DESCRIPTION
ITEM QUANTITY ORDERED REFER TO SHEET "D } (* INDICATES EXISTING) (o
EKE 1M DEsLR T ION WEIGHT  |HeaT ourpuT| DETAL |2 = S
<* - EX‘ST‘NG/RE‘NSTALU (PER HOUR) NO. PLAN | PLAN *MINIMUM DOOR OPENING FOR EQUIPMENT DELIVERY IS i - S
42 IN. W x 8z IN. H L1068/ mm x 2083mml, CONTINGENT ON [ (D)
@ * |IREVOLUTION XQ/7 1 TUBESTAND IN 551 lbs 549 btu| B3525 B35| TBS C A 96 IN L2438mm] CORRIDOR WIDTH E E
mERHEAR EOREeURATIEN =20 *X—RAY ON WARNING LIGHT — AVAILABLE FROM GE SUPPLY w (D)
@ * IREVOLUTION X&/i DIGITAL CHEST 3551 lls 348 btu| B3525D ———| WLS C CALL: S800—=200—-9 760, GE CAT. N, WXIABWW—-OF—-=XIU I O
READER *xDOOR LIMIT SWITCH <NEEDED ONLY IF REQUIRED BY STATES
@ * |IOPERATORS CONSOLE 15 ks 1294 btu| ABOOGG ———| SCC1| C LOCAL CODES> m -
@ * |ADS MONITOR AND KEYBOARD S22 lks B3525C - S COUNTER TOP FOR EQUIPMENT-—-MINIMUM DEPTH 30 imn, OR G g
@ * | ADS COMPUTER 136 lbkbs 1549 bkbtu ———| ADS S Sggli—lrliggA;SS;EEﬁ%ggDM?E g%U?EQ%!i?EgCDEEEg—ITDEABLES T3 8
@ * IREVOLUTION &5Skw GENERATOR 848 lbs 1000 btu| AO0/720B S71] SKL C mACEWAT BELEM CHUNTERTER
7, —07 HIGH CcONTROL WALL WITH LEAD GLASS WINDOWS
@ * |IREVOLUTION XQ/ 1 DETECTOR SUPPORT 66 lks 1706 btu| BOSS7D ——— | DSA — )
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THE TOP OF THE ELECTRONICS CABINETS.
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THE FOLLOWING ITEMS ARE AVAILABLE FROM GE HEALTHCARE %
TECHNOLOGIES.  CONTACT YOUR LOCAL GE HEALTHCARE +7§g§5
= =
SERVICE REPRESENTATIVE FOR PRICING AND AVAILABILITY. UBESQ
Tz
=W
-
*X—RAY ROOM WARNING LIGHT CONTROL PANEL, REFERENCE — §§§ig
JUNCTION POINT ‘ XRLC’ ON SHEET ‘E1° FOR DETAILED Em=
DESCRIPTION -E4S02RL FOR WARNING LIGHT CONTROL ONLY ) LsE S
*EMERGENCY OFF SWITCH <(NEEDED ONLY IF REQUIRED BY O 3287~
STATE/LOCAL CODES> > EQOBE
*MAIN DISCONNECT, REFERENCE JUNCTION POINT © A ON < = igFZ%
SHEET E1 FOR DETAILED DESCRIPTION, GE CAT. NO. Y | T wess
E4S0O2ST OR WITH AUTO RESTART E4S02RP. | no, ©35
<20 W x 48 H x & 68 in. D> > 535—%g
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— o THE REQUIRED CEILING HEIGHT INDICATED ON THESE PLANS IS TO ENSURE EQUIPMENT Lo ? o= _ 85
T FUNCTION IS NOT INHIBITED.  CONSULT WITH YOUR LOCAL GEHC IS SPECIALIST % | %83(%@@
- - Hi_/f REGARDING ACCEPTABILITY OF OTHER CEILING HEIGHTS. % = &2&63%
O w25
J o CHECK ALL DOOR OPENINGS AND HALLWAYS FROM DELIVERY LOCATION TO WHERE % O TZzLo
- - EQUIPMENT IS TO BE INSTALLED TO ENSURE THE ROUTE PHYSICALLY AND STRUCTURALLY 5 =
- ] [ ] - WILL ACCOMODATE THE EQUIPMENT AS SHIFPPED. =
\ \ ®
0 - @ 0 o RADIATION PROTECTION REQUIREMENTS ARE NOT INDICATED ON THIS PLAN. WHERE -
N RAD EXAM . n NEEDED PER NATIONAL OR LOCAL CODE THEY SHALL BE SPECIFIED BY A QUALIFIED >
RADIOLOGICAL PHYSICIST. O
ROOM _
o THE DEVELOPMENT OF THE EQUIPMENT LAYOUT, ROOM DIMENSIONS, MECHANICAL AND )
I ELECTRICAL SUGGESTIONS IS PREDICATED UPON THE BEST INFORMATION OBTAINABLE é
65@ | | FROM THE SITE, COUPLED WITH THE CUSTOMER'S KNOWN DESIRES. ARCHITECTURAL OR o Di
E’—‘Ej@ | . ELECTRICAL CHANGES INCLUDING RELOCATION OF EQUIPMENT [LLUSTRATED ON THIS m
t / I —F——5 ™~ DRAWING 1S ALLOWED ONLY WITH NOTIFICATION, IN WRITING, AND REVIEW BY GEHC 2 e
<_EL> 1 =1 N SERVICE DEPARTMENT.  EQUIPMENT OPERATION, SERVICEABILITY, AND RESTRICTING CABLE <>[ O~
91 o LENGTHS, ETC., MAKE THIS ESSENTIAL FOR A PROPER IS. GEHC RESERVES } O
CONTROL THE RIGHT TO MAKE ON THE JOB CHANGES BECAUSE OF CUSTOMER REQUIREMENTS ';r E —
ROOM AND/OR OBSTACLES IN CONSTRUCTION, ETC.. O
D
‘ o ALL WORK TO BE IN COMPLIANCE WITH NATIONAL AND LOCAL BUILDING SAFETY CODES. Gé X ;
— 8 ood
N o DIMENSIONS ARE TO FINISHED SURFACES OF ROOM N —
s9] _ Py O m
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/" SITE ENVIRONMENT SPECIFICATIONS )% M55 2
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o AMBIENT OPERATING TEMPERATURE: 59 TO 75 DEGREES (F), MAXIMUM ALLOWABLE 8
TEMPERATURE CHANGE OF 15 DEGREES (F)/HOUR. = <C () -
o HUMIDITY: REFER TO PREINSTALLATION MANUAL FOR THE EQUIPMENT ILLUSTRATED jo) > M
ON THIS DRAWING. O L
Al = =
o ALTITUDE: NOT TO EXCEED 8,000 FT. ABOVE SEA LEVEL. 8 =
o THE ENVIRONMENT FOR THE ELECTRONICS CABINET MUST BE CONTROLLED SO THE n =
ABOVE RESTRICTIONS ARE NOT EXCEEDED. o
o S
o DO NOT RESTRICT THE AIR INTAKE AT THE LOWER FRONT OR AIR EXHAUST AT = (
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THE FOLLOWING ITEMS, WHICH HAVE BEEN ORDERED FROM GE HEALTHCARE,
ARE TO BE INSTALLED BY THE CUSTOMER OR HIS CONTRACTOR.

IMAGE INTENSIFIERS MUST BE LOCATED IN AMBIENT STATIC MAGNETIC FIELDS OF
LESS THAN 1 GAUSS TO GUARANTEE SPECIFIED IMAGING PERFORMANCE,

X—RAY TUBES MUST BE LOCATED IN AMBIENT STATIC MAGNETIC FIELDS OF LESS

THAN 10 GAUSS TO GUARANTEE SPECIFIED PERFORMANCE.

SYSTEM ELECTRONICS MUST BE LOCATED IN AMBIENT STATIC MAGNETIC

FIELDS OF LESS THAN 10 GAUSS TO GUARANTEE DATA INTEGRITY. /REVSON HSTORY:\
OPERATORS CONSOLE EQUIPMENT MUST BE LOCATED IN AMBIENT STATIC MAGNETIC

FIELDS OF LESS THAN 10 GAUSS TO OBTAIN SPECIFIED GEOMETRIC LINEARITY.
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NOTE: EQUIPMENT SHOWN ON DRAWING IS BEING SHEET
RELOCATED/ REINSTALLED FROM ANOTHER LOCATION. ALL Drawn by:CHRIS CHRISTOPHERSON Octel no.: 5605729
EQUIPMENT MUST BE VERIFIED FOR ACCURACY BY GE PMI GE Installation ( )

OR FIELD ENGINEER. Project Manager: RANDY HAY A W

K / K Telephone no.: (516) 987-7302 / \ /
THIS SHEET IS PART OF THE DOCUMENT SET LISTED ON SHEET CT AND SHOULD NOT BE SEPARATED i




