LIGHTING REPLACEMENT - BLDG 215
DEPARTMENT OF VETERANS AFFAIRS WIRING DEVICES

HINES, ILLINOIS

SECTION 26 27 26
WIRING DEVICES

PART 1 - GENERAL
1.1 DESCRIPTION

A. This section specifies the furnishing, installation and connection of

wiring devices.
1.2 RELATED WORK

A. Section 26 05 11, REQUIREMENTS FOR ELECTRICAL INSTALLATIONS: General
electrical requirements that are common to more than one section of
Division 26.

B. Section 26 05 33, RACEWAY AND BOXES FOR ELECTRICAL SYSTEMS: Conduits and
outlets boxes.

C. Section 26 05 21, LOW-VOLTAGE ELECTRICAL POWER CONDUCTORS AND CABLES
(600 VOLTS AND BELOW): Cables and wiring.

D. Section 26 05 26, GROUNDING AND BONDING FOR ELECTRICAL SYSTEMS:
Requirements for personnel safety and to provide a low impedance path to
ground for possible ground fault currents.

1.3 QUALITY ASSURANCE

A. Refer to Paragraph, QUALIFICATIONS, in Section 26 05 11, REQUIREMENTS

FOR ELECTRICAL INSTALLATIONS.
1.4 SUBMITTALS

A. In accordance with Section 26 05 11, REQUIREMENTS FOR ELECTRICAL
INSTALLATIONS, submit the following:

B. Shop Drawings:

1. Sufficient information, clearly presented, shall be included to
determine compliance with drawings and specifications.

2. Include electrical ratings, dimensions, mounting details,
construction materials, grade and termination information.

C. Manuals: Two weeks prior to final inspection, deliver four copies of the
following to the Resident Engineer: Technical data sheets and
information for ordering replacement units.

D. Certifications: Two weeks prior to final inspection, submit four copies
of the following to the Resident Engineer: Certification by the
Contractor that the devices comply with the drawings and specifications,
and have been properly installed, aligned, and tested.

1.5 APPLICABLE PUBLICATIONS

A. Publications listed below (including amendments, addenda, revisions,

supplements and errata) form a part of this specification to the extent
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referenced. Publications are referenced in the text by basic designation
only.

National Fire Protection Association (NFPA):

O National Electrical Code (NEC)

National Electrical Manufacturers Association (NEMA):

WD 1. .. ooo-. General Color Requirements for Wiring Devices
WD 6 oo Wiring Devices — Dimensional Requirements
Underwriter’s Laboratories, Inc. (UL):

L Surface Metal Raceways and Fittings

2 0 General-Use Snap Switches

220 Power Outlets

N A Grounding and Bonding Equipment

498 . . Attachment Plugs and Receptacles

943 . .. Ground-Fault Circuit-Interrupters

PART 2 - PRODUCTS

2.1
A.

B.

MANUAL DIMMING CONTROL

slide dimmer with on/off control, single-pole or three-way as shown on
plans. Faceplates shall be ivory in color unless otherwise specified.
Manual dimming controls shall be fully compatible with electronic
dimming ballasts and approved by the ballast manufacturer, shall operate
over full specified dimming range, and shall not degrade the performance
or rated life of the electronic dimming ballast and lamp.

2.2 WALL PLATES

Al

B.
C.

D.

Wall plates for switches and receptacles shall be type smooth nylon.
Oversize plates are not acceptable.

Color shall be ivory unless otherwise specified.

Standard NEMA design, so that products of different manufacturers will
be interchangeable. Dimensions for openings in wall plates shall be
accordance with NEMA WD 6.

For receptacles or switches mounted adjacent to each other, wall plates
shall be common for each group of receptacles or switches.

PART 3 - EXECUTION
3.1 INSTALLATION

A

B.

Installation shall be in accordance with the NEC and as shown as on the
drawings.

Ground terminal of each receptacle shall be bonded to the outlet box
with an approved green bonding jumper, and also connected to the green
equipment grounding conductor.
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C.

D.

Outlet boxes for light and dimmer switches shall be mounted on the
strike side of doors.

Coordinate with other work, including painting, electrical boxes and
wiring installations, as necessary to interface installation of wiring
devices with other work. Coordinate the electrical work with the work
of other trades to ensure that wiring device flush outlets are positioned
with box openings aligned with the face of the surrounding finish
material.

. Exact field locations of floors, walls, partitions, doors, windows, and

equipment may vary from locations shown on the drawings. Prior to
locating sleeves, boxes and chases for roughing-in of conduit and
equipment, the Contractor shall coordinate exact field location of the
above i1tems with other trades. In addition, check for exact direction of
door swings so that local switches are properly located on the strike
side.

Install wall switches 48 inches [1200mm] above floor, OFF position down.
Install wall dimmers 48 inches [1200mm] above floor; derate ganged
dimmers as instructed by manufacturer; do not use common neutral.

. Re-install new switches in the existing locations where practical or

where indicated on the drawings.
Label device plates with a permanent adhesive label listing panel and
circuit feeding the wiring device.

---END - - -
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