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SECTION 06 20 00 

FINISH CARPENTRY 

 

PART 1 - GENERAL 

1.1 DESCRIPTION 

A. This section specifies exterior and interior millwork. 

B. Items specified. 

- Counter tops  

1.2 SUBMITTALS 

A. Submit in accordance with Section 01 33 23, SHOP DRAWINGS, PRODUCT DATA, 

AND SAMPLES. 

B. Shop Drawings: 

1. Millwork items – Half full size scale for sections and details 1:50 

(1/4-inch) for elevations and plans. 

2. Show construction and installation. 

C. Samples: 

 Plastic laminate finished plywood or particleboard, 150 mm by 300 mm 

(six by twelve inches). 

1.3 APPLICABLE PUBLICATIONS 

A. The publications listed below form a part of this specification to the 

extent referenced. The publications are referenced in the text by the 

basic designation only. 

B. American Hardboard Association (AHA): 

A135.4-04...............Basic Hardboard 

C. Hardwood Plywood and Veneer Association (HPVA): 

HP1-09..................Hardwood and Decorative Plywood 

D. National Particleboard Association (NPA): 

A208.1-99...............Wood Particleboard 

E. Military Specification (Mil. Spec):  

MIL-L-19140E............Lumber and Plywood, Fire-Retardant Treated 

F. Federal Specifications (Fed. Spec.): 

A-A-1922A...............Shield Expansion 

A-A-1936................Contact Adhesive 

FF-N-836D...............Nut, Square, Hexagon Cap, Slotted, Castle 

FF-S-111D(1)............Screw, Wood 

MM-L-736(C).............Lumber, Hardwood 
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PART 2 - PRODUCTS 

2.1 LUMBER 

A. Grading and Marking: 

1. Lumber shall bear the grade mark, stamp, or other identifying marks 

indicating grades of material. 

2. Such identifying marks on a material shall be in accordance with the 

rule or standard under which the material is produced, including 

requirements for qualifications and authority of the inspection 

organization, usage of authorized identification, and information 

included in the identification. 

3. The inspection agency for lumber shall be approved by the Board of 

Review, American Lumber Standards Committee, to grade species used. 

B. Sizes: 

1. Lumber Size references, unless otherwise specified, are nominal 

sizes, and actual sizes shall be within manufacturing tolerances 

allowed by the standard under which product is produced. 

C. Hardwood: MM-L-736, species as specified for each item. 

2.2 PLYWOOD 

A. Softwood Plywood: 

1. Prod. Std. 

2. Grading and Marking: 

a. Each sheet of plywood shall bear the mark of a recognized 

association or independent inspection agency that maintains 

continuing control over the quality of the plywood. 

b. The mark shall identify the plywood by species group or 

identification index, and shall show glue type, grade, and 

compliance with PS1. 

3. Plywood, 13 mm (1/2 inch) and thicker; not less than five ply 

construction, except 32 mm (1-1/4 inch) thick plywood not less than 

seven ply. 

4. Plastic Laminate Plywood Cores: 

a. Exterior Type, and species group. 

b. Veneer Grade: A-C. 

2.3 PARTICLEBOARD 

A. NPA A208.1 

B. Plastic Laminate Particleboard Cores: 

1. Use Type 1, Grade 1-M-3, or Type 2, Grade 2-M-2, unless otherwise 

specified. 
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C. General Use: Type 1, Grade 1-M-3 or Type 2, Grade 2-M-2. 

2.4 PLASTIC LAMINATE 

A. NEMA LD-3. 

B. Exposed decorative surfaces including countertops. General Purpose, Type 

HGL. 

2.5 ADHESIVE 

A. For Plastic Laminate: Fed. Spec. A-A-1936. 

2.6 HARDWARE 

A. Rough Hardware: 

1. Furnish rough hardware with a standard plating, applied after 

punching, forming and assembly of parts; galvanized, cadmium plated, 

or zinc-coated by electric-galvanizing process. Galvanized where 

specified. 

2. Use galvanized coating on ferrous metal for exterior work unless non-

ferrous metals or stainless is used. 

3. Fasteners: 

a. Bolts with Nuts: FF-N-836. 

b. Expansion Bolts: A-A-1922A. 

c. Screws: Fed. Spec. FF-S-111. 

2.7 FABRICATION 

A. General: 

1. Except as otherwise specified, use AWI Custom Grade for architectural 

woodwork and interior millwork. 

2. Except where special profiles are shown, trim shall be standard stock 

molding and members of the same species. 

3. Plywood shall be not less than 13 mm (1/2 inch), unless otherwise 

shown or specified. 

4. Plastic Laminate Work: 

a. Factory glued to either a plywood or a particle board core, 

thickness as shown or specified. 

b. Provide plastic backing sheet on underside of countertops. 

B. Counter: 

1. Fabrication with plastic laminate over 32 mm (1-1/4 inch) thick core 

unless shown otherwise. 

a. Use solid PVC nosing on exposed edges, color to match laminate 

selected. 

b. Use one piece counters for straight runs. 



Renovate Kitchen Design Project No. 528A8-05-801 

Department of Veterans Affairs Albany, New York 

06 20 00 - 4 

PART 3 - EXECUTION 

3.1 ENVIRONMENTAL REQUIREMENTS 

A. Maintain work areas and storage areas to a minimum temperature of 210C 

(700F) for not less than 10 days before and during installation of 

interior millwork. 

3.2 INSTALLATION 

A. General: 

1. Plumb and level items unless shown otherwise. 

2. Nail finish at each blocking, lookout, or other nailer and 

intermediate points; toggle or expansion bolt in place where nails 

are not suitable. 

- - - E N D - - - 


