three inches = one foot

one and one half inch = one foot

one inch = one foot

one—half inch = one foot

three—eighths inch = one foot

one—quarter inch = one foot
0

16
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one—eighth inch = one foot
0

three—quarters inch = one foot
0
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HANDBOOK

Site Pollution Prevention

Notes:

The Construction Site Pollution Prevention Plan should include the following elements:
1. Material Inventory

Document the storage and use of the following materials:
Concrete

Detergents

Paints (enamel and latex)

Cleaning solvents

Pesticides

Wood scraps

Fertilizers

. Petroleum based products
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2. Good housekeeping practices
a. Store only enough product required to do the job.

b. Allmaterials shall be stored in a neat, orderly manner in their original labeled containers
and covered.

Substances shall not be mixed.
When possible, all of a product shall be used up prior to disposal of the container.

Manufacturers’ instructions for disposal shall be strictly adhered to.

- 0o o O

The site foreman shall designate someone fo inspect all BMPs daily.

3. Waste management practices

a. Allwaste materials shallbe collected and stored in securely lidded dumpstersin a location
that does not drain to a waterbody.

b. Waste materials shall be salvaged and/or recycled whenever possible.

c. The dumpsters shall be emptied a minimum of twice per week, or more if necessary. The
licensed trash hauler is responsible for cleaning out dumpsters.

Source: Symbol: Detail No.
Adapted from USEPA DE-ESC-3.6.1
Pub. 840-B-92-002 Sheet10f3
Date: 12/03
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I CONTROL ®

HANDBOOK Silt Fence

o ] tion Detail
Foste \ s Staple
\ - Method for joining
Section A | Section B continuous sections
Staple |

Construction Notes:

1. Geosynthetic fabric to be fastened securely to fence posts with wire ties or staples.

2. When two sections of filter cloth adjoin each other they shall be overlapped by six
inches and folded.

3. Maintenance shall be performed as needed and material removed when “bulges”
develop in the silt fence.

Materials:

1. Stakes: Steel (either T or U} or 2" hardwood

2. Geosynthetic Fabric: Type GD-|
3. Reinforcing strip: Wooden lath, plastic strip or other approved equivalent

4. Prefabricated Unit: Geofab, Envirofence, or approved equivalent

DELAWARE
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Site Pollution Prevention

Notes (cont.)

d. Trash shall be disposed of in accordance with all applicable Delaware laws.

e. Trash cans shall be placed at all lunch spots and littering is strictly prohibited. Recycle bins
shall be placed near the construction trailer.

f.  Iffertilizer bags can not be stored in a weather-proof location, they shall be kepton a pallet
and covered with plastic sheeting which is overlapped and anchored.

4. Equipment maintenance practices

a. If possible, equipment should be taken to off-site commercial facilities for washing and
maintenance.

b. If performed on-site, vehicles shall be washed with high-pressure water spray without
detergents in an area contained by an impervious berm.

c. Drip pans shall be used for all equipment maintenance.
d. Equipment shall be inspected for leaks on a daily basis.

e. Washout from concrete frucks shall be disposed of in a temporary pit for hardening and
proper disposal.

f. Fuel nozzles shall be equipped with automatic shut-off valves.

g. All used products such as oil, antifreeze, solvents and fires shall be disposed of in
accordance with manufacturers’ recommendations and local, state and federal laws and
regulations.

5. Spill prevention practices

a. Potential spill areas shall be identified and contained in covered areas with no connection
to the storm drain system.

b. Warning signs shall be posted in hazardous material storage areas.

c. Preventive mainfenance shall be performed on all tanks, valves, pumps, pipes and other
equipment as necessary.

d. Low or non-foxic substances shall be prioritized for use.

DELAWARE
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Standard Detail & Specifications

Source: Symbol: Detail No.
Adapted from USEPA DE-ESC-3.6.1
Pub. 840-B-92-002 Sheet 2 of 3
Date: 12/05
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Site Pollution Prevention

Notes (cont.)

e. Contact information for Delaware’s Emergency Response Team, shall be prominently
posted.

6. Education

a. Bestmanagement practices for construction site pollution control shall be a part of regular
progress meetings.

b. Informationregarding waste management, equipmentmaintenance and spill prevention
shall be prominently posted in the construction trailer.

CONTACT INFORMATION

DNREC 24-Hour Toll Free Number 800-662-8802
DNREC Emergency Response Team 302-739-3694
DNREC Solid & Hazardous Waste Branch 302-739-3689
Source: Symbol: Detail No.
Adapted from USEPA DE-ESC-3.6.1
Pub. 840-B-92-002 Sheet 3 of 3
Date: 12/05
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Silt Fence

vertically into ground

Min. 36" stake length —-

Reinforcing strip over geosynthetic -
fabric (typ., each stake)

rrrrrrrrrr Min. 16" stake length
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Min. 20" stake length above ground

driven into ground

Section
Flow
Ends placed upslope to ‘
/ contain runoff ,
&J O Max. ‘
| m‘ (@
\ g B\ 5§ m/
2" X 2" wooden post
(Typ.)
DATA E[aﬂ
Max. controlled alop@
Source: Symbol: Detail No.
Adapted form SF DE;&SS-]S ’: éz 1
MD Stds. & Specs. for ESC eetio
Date: 12/03

Source: Symbol: Detail No.
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MD Stds. & Specs. for ESC SF Sheet 2 of 2
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