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IlDQ ¥ DEMOLITION KEYNOTES
DEMOLITION AND CONSTRUCTION NOTES: L=y 135 | |
| "EJ || REMOVE ALL FLOORING, FINISHES AND MOLDINGS

1. THE CONTRACTOR SHALL OBTAIN AND VERIFY EXACT LOCATIONS, | —A y _

MEASUREMENTS, LEVEL, ETC. AT THE SITE AND SHALL SATISFACTORILY L7 N == REMOVE DOOR (SWING, BI-PASS, ETC.), FRAME AND HARDWARE
ADAPT HIS WORK TO THE ACTUAL CONDITIONS AS REQUIRED. DAYCARE ROOM | 1_:{ A R | DAYCARE ROOM REMOVE ALL PLUMBING FIXTURES: WATER CLOSET, SINK, TUB, ETC.

2. THE CONTRACTOR SHALL VISIT THE JOB SITE PRIOR TO SUBMITTING A BID 117 L~ s 116
TO GO OVER THE CONDITIONS AT THE SITE INFORMING HIMSELF OF REMOVE WINDOW, FRAME AND HARDWARE
ALL DETAILS.

REMOVE APPLIANCES AND ALL ASSOCIATED ACCESSORIES

3. WHERE EXISTING MATERIALS ARE REMOVED OR ALTERED, THE
REMAINING FLOOR, CEILING AND WALL SURFACES SHALL BE PATCHED AND REMOVE CONDENSING PAD — SEE MECH,

REPAIRED AS REQUIRED TO MATCH EXISTING ADJACENT CONSTRUCTION
AND TO ACCEPT NEW WORK AS PER MANUFACTURER'S RECOMMENDATIONS. REMOVE SHELVING

4. CONTRACTOR SHALL PROTECT ALL EXISTING SURFACES DURING - F==F==2"TT7
CONSTRUCTION AND SHALL BE SOLELY RESPONSIBLE FOR THE REPAIR N L 1] REMOVE PULL DOWN STAR — ATIIC ACCESS. RETAIN FOR NEW LOCATION.
égﬁ Ig EC-IFSELACEMENT OF ANY DAMAGE DONE BY HIM OR HIS SUB- // \\\\ : I CUT EXISTING FLOOR TO ALLOW FOR NEW STEEL COLUMN — SEE STRUCT.

S N N = __ ]

5. ALL EXISTING EQUIPMENT TO REMAIN SHALL BE PROTECTBD FROM | [TTT~TY~~~~>>>>—>~>~>>—>—>—— ::_j QE_F ———————————————————— REMOVE EXISTING CONCRETE STOOP, STEPS AND RAMP

DAMAGE DURING DEMOLITION AND NEW CONSTRUCTION. [T,
|| TR | REMOVE EXISTING INTERIOR CONCRETE BEAM AND SLAB — INTEGRAL WTH

6. ALL ITEMS INDICATED DASHED SHALL BE REMOVED, INCLUDING WALLS, N EER R STOOP AT THIS LOCATION ONLY. PATCH AND REPAIR TO MATCH EXISTING
DOORS, CABINETS, SHELVES, ETC. | : | : - ADJACENT FLOOR STRUCTURE.

7. CAP ALL EXISTING UNUSED PLUMBING, POWER, ETC. IN WALLS AND D1 R i R REMOVE MINIMAL EXTENT OF RAILNG TO NEAREST VERTICAL POST AT TOP
BELOW FLOOR LINE AND PATCH SAME TO MATCH EXISTING MATERIALS. orrice [ 15N {1 B | DAYCARE ROOM OF AREAWAY WALL. NODIFY EXISTNG BALANCE OF RALING SYSTEM TO
COORDINATE WITH MECHANICAL DRAWINGS. 118 R 116 RECEIVE NEW RAILING FROM POST TO EXISTING EXTERIOR WALL.

8. REMOVE ALL PLUMBING FIXTURES INDICATED DASHED. VERIFY WITH o ] REMOVE EXISTING FDC AND RELOCATE PER SHEET L—3. A-2 AND M5.01
MECHANICAL DRAWINGS FOR LOCATION OF FIXTURES. o=

9. THE FLOORING CONTRACTOR SHALL BE FULLY RESPONSIBLE FOR THE e -4 I‘\__,‘l CoH— o
REMOVAL OF EXISTING FLOOR FINISHES, SETTING BEDS, ETC. AND INSTALLATION = & TN > GENERAL DEMOLITION NOTES:

OF GROUT SLOPING TO DRAIN, SUB-BASE, NEW FLOOR WITH INTEGRAL COVED BASE || SN v L /2 .
AND ALL OTHER WORK RELATED TO THE FLOOR FOR A PROPER INSTALLATION : | N v LA REMOVE EXISTING INTERIOR FACE OF WALL FINISH SYSTEM

10. REMOVE ALL WALL BASE MATERIAL IN ALL ROOMS r————1 | Eo====== ==|=_=q1'7 B R Co--—-———===9 (ASSUMED TO BE PLASTER ON METAL LATH SECURED TO

|l mr———=- :l |:'= - e - ettty [ il FACE OF STUD). SCRAPE, CLEAN AND PREPARE EXISTING

AFFECTED BY DEMOLITION AND NEW WALL FINISHES. | 5 | Ld CJ—: I_ \ ////TI o I‘ 'I :‘ FACE OF STUD). SCRAPE, CLEAN AND PREPARE EXISTNG

11. CONTRACTOR SHALL COORDINATE ALL WORK SCHEDULE, LOCATIONS | [fos] 1| 1L\ | S e |

. < | I S . ALL EXISTING EXTERIOR WALL AND ROOF INSULATION SHALL
12 QEI? m:):TTEErgA{nsTH DETSAEE[? %NBEgofE?E)RBJOV|g%Ag Ech IggmgS%N FOR NEW L jgs “pa N REGENE NEW NSULATON,
' - 136 | 4 |- === ar - - N 134 lii} RECEIVE NEW INSULATION.

CONSTRUCTION SHALL BECOME THE CONTRACTORS PROPERTY AND | | 130 | ;‘ TR N M e B0 WALLS ACE REMOVED M THER ENTRETY
JIALL BE REMOVED OFf THE SITE LEGALLY, ANY QUESTIONABLE TEMS O IE < /N | Il ' > O AND AT LOCATIONS OF SELECTIVE DEMOLITION, REMOVE EXISTING
SHALL BE REVIEWED BY THE OWNER AND DETERMINED | | D S A - : | - || FACE BRICK CAREFULLY AND RETAIN FOR NEW EXTERIOR WALL
WHETHER OR NOT THE ITEM IS SALVAGEABLE. | L = _L,/ A !:|=—=|= # R | E:_ [;_u CONSTRUCTION AT LOCATIONS TO BE DETERMINED.

13. FLOOR FINISHES ADJACENT TO AREAS WHERE EXISTING WALLS AND FLOOR | PF——————= === K bEmm—————e W s
FINISHES ARE TO BE REMOVED SHALL HAVE ALL DAMAGED ITEMS REPLACED AT | | A N o oot o DDA i L ] REFER 10
NO ADDITIONAL COST TO THE OWNER || 2 N

14, CONTRACTOR SHALL DRILL PILOT HOLES PRIOR TO DRILLING OPENINGS IN | | “~_ | L
FLOORS ABOVE AND BELOW WORK AREA FOR PASSAGE OF il R fie
PLUMBING SUPPLY AND DRAIN LINES. CONTRACTOR 1 N . |
SHALL NOT DRILL THROUGH BEAMS OR CONCRETE JOISTS. PENETRATIONS il =iy DAYCARE ROOM
FOR PLUMBING SUPPLY AND DRAIN LINES MAY BE ADJUSTED HORIZONTALLY il R | 114
TO PENETRATE FLOOR SLAB IN APPROPRIATE LOCATIONS. VERIFY WITH OWNER il | N I

15. ALL WORK AND MATERIAL MUST CONFORM TO LOCAL, STATE AND FEDERAL m” R |
CODE REQUIREMENTS. : R : o

16. INSTALLATION OF MANUFACTURED COMPONENTS SHALL BE IN STRICT DAYCARE ROOM I
ACCORDANCE WITH MANUFACTURER'S INSTRUCTIONS AND REQUIREMENTS. 120 [ R
THE CONTRACTOR SHALL VERIFY ALL ELECTRICAL, PLUMBING ETC. L b
REQUIREMENTS WITH THE EQUIPMENT TO BE INSTALLED. 1| fEEEEEEEEEEEEEEEEEEY e = EXISTING CONCRETE. WALK

17. ALL DIMENSIONS MUST BE FIELD VERIFIED. : R jul CORRIDOR ya : ~ REFER TO SITE PLAN

18. ALL ROUGH WOOD BLOCKING BACKING, SHEATHING AND BRACING \F? - E v |
SHALL BE F. R, W. R. AND CONFORM TO ALL APPLICABLE CODES. - IR — 4 |

) -

19. ALL WORK AND MATERIAL MUST CONFORM WITH ADA AND VA ACCESSIBILTY. il - : DARTIAL REMOVAL FOR

20. IF PROPOSED OR ACTUAL DIMENSIONS, MEASUREMENTS, CEILING HEIGHTS ETC. L I . [SS======-=====a3 C—1 Tl NEW RAIN BARREL PAD
CONFLICT WITH EACH OTHER, THE CONTRACTOR SHALL IMMEDIATELY il o :‘ Y- | r D10
CONTACT THE OWNER OR ARCHITECT IN WRITING PRIOR TO COMMENCING Ll : R | LAUNDRY — |
WITH THE WORK. THE CONTRACTOR ASSUMES LIABILITY FOR ANY REPAIR il S 13 Fe======= |
OR RETROFIT CAUSED BY CONFLICT. 1) —L e | ™

21. CRITICAL: PROVIDE TEMPORARY SHORING AS REQUIRED PRIOR TO () D T | . B :

REMOVING EXISTING BEARING WALLS — FIELD VERIFY AND COORDINATE N R By l .

WITH STRUCTURAL DRAWINGS. Ny m—————— L =|_ ________ ; | ; ] ; |
- = T TF==%===J] - ¢ -———- ' | ' | — —— |

22. GENERAL DESIGN INTENT IS TO MAINTAIN EXISTING FLOOR SYSTEM AND MAINTAIN . Z _I:‘ CLO " @l N LINER | I:__I|_ _|r H Iﬁ —

EXISTING FLOOR ELEVATION. EXISTING CONSTRUCTION DETAILS INDICATE MODIFICATIONS o\ 7 :I 16 N R X 112 |1 I L J&—" R

IN ORIGINAL FLOOR SYSTEM TO RECEIVE EXISTING CERAMIC TILE SETTING BEDS AND ‘37 L I e 4 IR o R

OTHER DEPRESSIONS. CONTRACTOR SHALL BE PREPARED TO MAKE THESE AREAS Q P L | — Y IR N L

FLUSH WITH TOP OF EXISTING FLOOR ELEVATION. ik ) 1 : IR jul-_ ————————— H IR Y o -
(_J ) I C1 - Cadb————=o— | LOUNGE 11 R

23. EXISTING SHED (NOT INDICATED ON THIS SHEET) AND ALL ASSOCIATED ACCESSORIES —=i=—-==- o <; SUPPLY -I | 06 OO KITCHEN Co R
INCLUDING THE CONCRETE SLAB ON WEST CORNER OF PROPERTY SHALL BE REMOVED AN 111 | :I | 105 N BRI
IN ITS ENTIRETY. REFER TO "L” SERIES SHEETS FOR ADDITIONAL INFORMATION. M SUPPLY s | o= L_ _.: O Of () a R

S R N ettt - | - ~ -
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n DAYCARE ROOM 1 : o= I,l s R EXISTING WALLS TO REMAIN
i 122 ¥ I:DQ oo bl LIS EXISTING WALLS TO BE REMOVED
DAYCARE ROOM : : |1 DAYCARE ROOM ——————— - DAYCARE ROOM e T (1) NEW WALLS
121 | = X 123 i N 124 BT ey [ ES==S==5
M F- H X | | m—===% ] , /-~ "~~~ T T~ EXISTING DOORS TO REMAIN
:I_____I N/ ¥ 138 I |l (TP ” |1 N N7 l
|l /V | H '-6\\ ! : I : EXISTING DOORS, FRAMES & ETC.
1l ju : 1 \\\ D” : || | TO BE REMOVED
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