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SECTI ON 07 84 00
FI RESTOPPI NG
PART 1 GENERAL
1.1 DESCRI PTI ON
A. Cosures of openings in walls, floors, and roof decks agai nst
penetration of flane, heat, and snoke or gases in fire resistant rated
construction.
B. Closure of openings in walls against penetration of gases or snoke in
snmoke partitions.
1.2 RELATED WORK
A. Seal ants and application: Section 07 92 00, JO NT SEALANTS.
1.3 SUBM TTALS
A. Subnit in accordance with Section 01 33 23, SHOP DRAW NGS, PRODUCT
DATA, AND SAMPLES.
B. Manufacturers literature, data, and installation instructions for types
of firestopping and snoke stopping used.
C. List of FM UL, or WH classification nunber of systens install ed.
D. Certified |laboratory test reports for ASTM E814 tests for systens not
listed by FM UL, or WH proposed for use.
1.4 DELI VERY AND STORAGE
A. Deliver materials in their original unopened containers with
manuf acturer’s nane and product identification.
B. Store in a location providing protection from damge and exposure to
the el enents.
1.5 WARRANTY
Fi restoppi ng work subject to the terns of the Article “Warranty of
Construction”, FAR clause 52.246-21, except extend the warranty period
to five years.
1.6 QUALITY ASSURANCE
FM UL, or WH or other approved |aboratory tested products will be
accept abl e.
1.7 APPLI CABLE PUBLI CATI ONS
A. Publications listed below forma part of this specification to the
extent referenced. Publications are referenced in the text by the basic
desi gnation only.
B. Anerican Society for Testing and Materials (ASTM:
E84-07.................. Surface Burning Characteristics of Building
Mat eri al s
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E814-06................. Fire Tests of Through-Penetration Fire Stops
Factory Mutual Engi neering and Research Corporation (FM:

Annual |ssue Approval Guide Building Materials

Underwiters Laboratories, Inc. (UL):

Annual |ssue Building Materials Directory

Annual |ssue Fire Resistance Directory

1479-03. . ... ... Fire Tests of Through-Penetration Firestops
War nock Hersey (WH):

Annual |ssue Certification Listings

PART 2 - PRODUCTS
2.1 FI RESTOP SYSTEMsS

A

Use either factory built (Firestop Devices) or field erected (through-

Penetration Firestop Systens) to forma specific building system

mai ntaining required integrity of the fire barrier and stop the passage

of gases or snoke.

Thr ough-penetration firestop systens and firestop devices tested in

accordance with ASTM E814 or UL 1479 using the "F" or "T" rating to

mai ntain the same rating and integrity as the fire barrier being
sealed. "T" ratings are not required for penetrations smaller than or
equal to 100 nm (4 in) nominal pipe or 0.01 n? (16 sq. in.) in overall
cross sectional area

Products requiring heat activation to seal an opening by its

i ntumescence shall exhibit a denponstrated ability to function as

designed to naintain the fire barrier.

Firestop seal ants used for firestopping or snoke sealing shall have

foll owi ng properti es:

1. Contain no flammble or toxic sol vents.

2. Have no dangerous or flamable out gassing during the drying or
curing of products.

3. Water-resistant after drying or curing and unaffected by high
hum dity, condensation or transient water exposure.

4. \When used in exposed areas, shall be capable of being sanded and
finished with simlar surface treatnments as used on the surroundi ng
wal | or floor surface.

Firestoppi ng system or devices used for penetrations by gl ass pipe,

pl astic pipe or conduits, unenclosed cables, or other non-netallic

materi als shall have follow ng properties:
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1. Classified for use with the particular type of penetrating nateria
used.

2. Penetrations containing |oose electrical cables, conmputer data
cabl es, and conmuni cations cabl es protected using firestopping
systens that allow unrestricted cable changes w t hout damage to the
seal .

3. Intunescent products which woul d expand to seal the opening and act
as fire, smoke, toxic funmes, and, water seal ant.

F. Maxi mum fl ane spread of 25 and snpke devel opnent of 50 when tested in
accordance with ASTM E84.

G FM UL, or WHrated or tested by an approved | aboratory in accordance
wi th ASTM E814.

H Materials to be asbestos free.

2.2 SMOKE STOPPI NG | N SMOKE PARTI TI ONS

A. Use silicone sealant in snoke partitions as specified in section 07 92
00, JO NT SEALANTS

B. Use mineral fiber filler and bond breaker behind seal ant.

C. Seal ants shall have a maxinmum fl ane spread of 25 and snoke devel oped of
50 when tested in accordance with E84.

D. When used in exposed areas capabl e of being sanded and finished with
simlar surface treatnents as used on the surrounding wall or floor
surf ace.

PART 3 - EXECUTI ON

3.1 EXAM NATI ON
Subnmit product data and installation instructions, as required by
article, submittals, after an on site exam nation of areas to receive
firestopping.

3. 2 PREPARATI ON

A. Renove dirt, grease, oil, |oose materials, or other substances that
prevent adherence and bondi ng or application of the firestopping or
snmoke stopping material s.

B. Renpove insul ation on insulated pipe for a distance of 150 mm (si X
i nches) on either side of the fire rated assenbly prior to applying the
firestopping materials unless the firestopping materials are tested and

approved for use on insul ated pipes.
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3.3 I NSTALLATI ON

A. Do not begin work until the specified material data and installation
i nstructions of the proposed firestoppi ng systenms have been submtted
and approved.

B. Install firestopping systens with snmoke stopping in accordance with FM
UL, WH, or other approved systemdetails and installation instructions.

C. Install snoke stopping seals in snoke partitions.

3.4 CLEAN- UP AND ACCEPTANCE OF WORK

A. As work on each floor is conpleted, renove materials, litter, and
debri s.

B. Do not nove materials and equi prment to the next-schedul ed work area
until conpleted work is inspected and accepted by the COR

C. Cean up spills of liquid type materials.

---END- - -
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