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CENERAL DEMALITION NOTES

DURING DEMALITION, COORDINATE WORK WITH ALL TRADES THAT MAY PE
REQUIRED.

2 CONTRACTOR SHALL PARTICIPATE IN PRE—CONSTRUCTION SURVEY WITH
OWNER.
Iy 2 AL LOCATIONS / DIMENSIONS ARE APPROXIMATE.  CONTRACTOR SHALL BE
EXISTING GRAVEL SERVICE ROAD TO REMAN SR TRICA. POLE RESPONSIBLE TO VERIFY LOCATIONS / DIMENSIONS AND EXISTING
(OUT OF SERVICE) CONPITIONS IN THE FIELD.
4. DO NOT SCALE THIS DRAWING. FIELD VERIFY ALL EXISTING CONPITIONS AND
DIMENSIONS AT THE JoP SITE PRIOR TO SUPMITTING BID FOR CONSTRUCTION.
5 PRIOR TO DEMOLISHING THE STRUCTURES THE CONTRACTOR SHALL  REMOVE
ALL ACM CONTAINING MATERIALS. THE CONTRACTOR SHALL BE RESPONSIBLE FOR
OBPTAINING AN APATEMENT CONTRACTOR AND REMOVAL OF EXISTING ACMS
SHALL ADHERE TO ALL EXISTING APPLICABLE STATE, COUNTY AND LOCAL
PEMOLISH EXISTING STRUCTURE REGULATIONS CONCERNING THE DISPOSAL OF DEMOLITION. CONSTRUCTION AND
REMOVE ALL WALLS, FOUNDATION DEMOLISH EXISTING STRUCTURE HAZARDOUS MATERIAL.
CONDUIT AND PIPING TO A MIN. REMOVE ALL WALLS, FOUNDATION
o T PELOW ORAVE. 67 CONDUIT AND PIPING TO A MIN. 6. CONTRACTOR SHALL DEMOLISH THE EXISTING STRUCTURES, FOUNDATIONS TO A
Z OF A PELOW GRAPE MINIMUM OF 24" BELOW THE GRADE LEVEL.
7. ALL UNDER SLAP PIPING AND cONDUTS SHALL BE cUT T 2 TO » FEET PELOW
_ GRADE |EVEL.
=
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e 7 & THE CONTRACTOR SHALL EXERCISE PRECAUTIONARY MEASURES TO MINIMIZE DUST
% ] S EMISSIONS AS NECESSARY, WHICH MAY INCLUPE BUT SHALL NOT BE LIMITED T,
: 5 SITE.
v % o PERIODIC SPRINKLING OR WETTING OF THE SITE
Y
2 D ] 5 ANY ACCUMULAYED STORM WATER IN ANY EXISTING TANKS OR STRUCTURES MAY
> PE PUMPED OUT AND DISCHARGED AT THE PROJFECT SITE.
/ Y. %
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7 7, C 0. THE CONTRACTOR SHALL BE RESPONSIELE FOR PERFORMING ANY AND ALL
% STRUCTURAL DISMANTLING REQUIRED TO FACILITATE THE REMOVAL OF THE
O STRUCTURE.
v / 4 Z
®
/% I\ o | CONTRACTOR SHALL LEVEL AND GRADE THE SITE AFTER DEMOLITION 1S5 COMPLETE.
2 = PROVIDE APPROVED OFFSITE FILL MATERIAL AS REQUIRED.
G
2. CONTRACTOR TO REMOVE ALL TRASH AND DEPRIS FROM STATION DALY. THE
CONSTRUCTION SITE SHALL BE SECURE AT THE END OF EACH WORK DAY.
EXISTING CONCRETE COVERED. LIMITS o7 PEMALITION
PRAIN EXISTING STORM WATER
PRIOR TCO DPEMOLITON
SEWER PLANT PUILDING
(OUT OF SERVICE)
EXISTING FLOOR FLAN
SCALE: |/&" = |-0" APPRX.
EXISTING UTILITY NOTES. | FEEND OF ACM MATERIALS TO BE APATED
| UTILITIES ARE BUT NOT LIMITED T© ELECTRIC, WATER, G| ACM WINDOW GLAZING COMPOUND: APPROX. 190 LF.
STEAM & SEWER.
ACM DOOR CAUKING: APPROX. 90 LF.
7. THERE ARE NO PHONE OR DATA UTILITIES ToO THIS
BULPING. ACM PIPE INSULATION. APPROXIMATE LOCATIONS
2 5 5 55
A - s 1.1 00 151
ROPERLY TERMINATER AND DISCONNECTED. | NY MILLBOARD PIPE INSULATION APPROX. 75 LF.
TIME, THE CONTRACTOR ENCOUNTERS ACTIVE UTILITIES,
MMEDRIATELY STOP WORK AND CONTACT THE PROJECT — ROONIS |0, |02, |0
COR. PIPE INSULATION DEPRIS APPROX. 150 LF.
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