PRA #110172-01 Proj ect #556-11-119

SECTI ON 01 58 16
TEMPCORARY | NTERI OR SI GNAGE

PART 1 GENERAL
DESCRI PTI ON

This section specifies tenporary interior signs.

PART 2 PRODUCTS
2.1 TEMPORARY SI GNS

A
B
C

Fabricate from50 Kg (110 pound) mat finish white paper

Cut to 100 mm (4-inch) wide by 300 nm (12 inch) |ong size tag.

Punch 3 mm (1/8-inch) diameter hole centered on 100 nm (4-i nch)

di mensi on of tag. Edge of Hol e spaced approximately 13 mm (1/2-inch)
fromone end on tag.

Rei nforce hole on both sides with gumred cloth washer or other suitable
mat eri al capable of preventing tie pulling through paper edge.

Ties: Steel wire 0.3 mm (0.0120-inch) thick, attach to tag with tw st
tie, leaving 150 nm (6-inch) |long free ends.

PART 3 EXECUTI ON
3.1 | NSTALLATI ON

A

C

Install tenporary signs attached to room door frame or room door knob

| ever, or pull for doors on corridor openings.

Mark on signs with felt tip nmarker having approxinmately 3 nmm (1/8-inch)
wi de stroke for clearly legible nunbers or letters.

Identify roomw th nunbers as designated on floor plans.

3.2 LOCATI ON

A. Install on doors that have room corridor, and space nunbers shown.
B. Doors that do not require signs are as foll ows:
1. Corridor barrier doors (cross-corridor) in corridor with sane nunber.
2. Folding doors or partitions.
3. Toilet or bathroomdoors w thin and between roons.
4. Communi cating doors in partitions between roons with corridor
entrance doors.
5. Closet doors w thin roons.
C. Replace mssing, damaged, or illegible signs.

- - -END- - -
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