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Project Notes:

l. CONTRACTOR SHALL NOTIFY COR WITH ANY QUESTIONS AND/OR DISCREPANCIES IMMEDIATELY.

2. CONTRACTOR SHALL PROVIDE TEMPORARY PROTECTION WHEN NOT WORKING SO THAT ALL OPERATIONS CAN COMMENCE WITHOUT INTERRUPTION AND WORKERS
SHALL BE PROTECTED FROM ALL ASPECTS OF CONSTRUCTION AT ALL TIMES. COORDINATE WITH COR.

3. CONTRACTOR SHALL PROVIDE TEMPORARY CEILING WHEN NO NEW CEILING WORK |S BEING COMPLETED TO AVOID EXPOSED CEILING DURING OFPERATIONAL HOURS.

4. CONTRACTOR SHALL COORDINATE WITH COR HOURS OF CONSTRUCTION.
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GENERAL DEMOLITION NOTES (#) DEMOLITION WORK NOTES
DEMOLITION DRAWINGS INDICATE IN GENERAL, THE EXTENT OF DEMOLITION. REMOVE ALL ASSOCIATED NO WORK FROM THIS POINT IN THE DIRECTION OF ARROW SHONN.
APPURTENANCES NOT REQUIRED IN THE NEW WORK, ALL ABANDONED ITEMS, AND ALL ITEMS REQUIRED FOR THE
INSTALLATION OF NEW WORK, TO PROVIDE FOR A COMPLETE PROJECT. ITEMS NOT SPECIFICALLY INDICATED REMOVE EXISTING FINISHES INCLUDING BUT NOT LIMITED TO
THAT ARE QUESTIONABLE FOR REMOVAL SHALL BE BROUGHT TO THE ATTENTION OF THE ARCHITECT FOR A FLOORING, BASE, HANDRAILS
DECISION.
THE CONTRACTOR SHALL VISIT THE SITE AND BECOME FAMILIAR WITH ALL EXISTING CONDITIONS PRIOR TO THE
START OF CONSTRUCTION.
THE CONTRACTOR SHALL PATCH ALL EXISTING SURFACES TO MATCH EXISTING WHERE AFFECTED BY
CONSTRUCTION OPERATIONS, INCLUDING BUT NOT LIMITED TO PLUMBING, MECHANICAL AND ELECTRICAL WORK. C CEILING GRID TO REMAIN THIS AREA. SEE REFLECTED
CEILING PLAN SHEET A20I, "REFLECTED CEILING PLAN" AND
THE CONTRACTOR SHALL PATCH NAIL HOLES, ETC. AND REMOVE MISCELLANEOUS APPURTENANCES ON EXISTING PHOTO SHEETS APOI AND APO2 FOR ADDITIONAL WORK NOTES.
WALLS TO BE PAINTED OR COVERED WITH WALL COVERING.
REMOVE CEILING GRID AND TILES COMPLETE. THIS AREA. SEE
ALL EXISTING FLOORING MATERIALS WHICH ARE TO REMAIN IN PLACE SHALL BE COMPLETELY CLEANED AND REFLECTED CEILING PLAN SHEET A20I, "REFLECTED CEILING
STRIPPED OF WAX IN ORDER TO RECEIVE NEW FINISHES. PLAN" AND PHOTO SHEETS AFPOI AND APO2 FOR ADDITIONAL
WORK NOTES.
ALL NEW WORK SHALL ALIEN WITH EXISTING WHERE THEY INTERSECT UNLESS OTHERWISE NOTED.
REMOVE EXISTING PAINT FINISH AND PREPARE SURFACE TO
THE CONTRACTOR SHALL PATCH AND REPAIR ALL EXISTING SURFACES WHICH WERE PREVIOUSLY DAMAGED RECEIVE NEW FINISHES.
PRIOR TO CONSTRUCTION OPERATIONS IF VISIBLE AFTER NEW WORK 1S COMPLETE, REGARDLESS IF THE ITEM
WAS SPECIFICALLY NOTED OR NOT. SEE SPECIFICATIONS FOR ABATEMENT THIS AREA.
KEYPLAN
THE CONTRACTOR SHALL REMOVE AND PATCH ANY AREAS UNCOVERED WHERE WOOD NAILERS OR GROUNDS
ARE FOUND TO EXIST BEHIND AND TRIM ITEMS OR EQUIPMENT REMOVED. WALLS SHALL BE MADE FLUSH WITH
EXISTING ADJACENT SURFACES AND READY TO RECEIVE NEW FINISHES.
IF ANY ASBESTOS CONTAINING MATERIAL 1S ENCOUNTERED DURING THE COURSE OF CONSTRUCTION OPERATIONS
WHICH 1S NOT INDICATED ON THE CONTRACT DOCUMENTS THE CONTRACTOR SHALL NOTIFY THE ARCHITECT
IMMEDIATELY .
WHERE EXISTING VINYL WALL COVERING 1S REMOVED ON EXISTING WALLS TO REMAIN, THE CONTRACTOR SHALL I: 116
PATCH AND REPAIR WALL AS REQUIRED TO PROVIDE A LEVEL AND TRUE SURFACES ON WHICH TO INSTALL NEW 5
FINISHES.
—
WHERE EXISTING CERAMIC TILE 1S REMOVED FROM CONCRETE FLOORS TO REMAIN, THE CONTRACTOR SHALL
LEVEL FLOOR AREAS WITH CONCRETE AS REQUIRED TO BE LEVEL WITH ADJACENT FLOOR SURFACES.
ALL SIENAGE WHICH OCCURS ON WALL OR ON DOORS TO BE REMOVED SHALL BE REMOVED BY THE
CONTRACTOR AND TURNED OVER TO THE COR. 110B
AREA OF
ALL FINISHES TO BE REMOVED SHALL BE REMOVED COMPLETELY UNLESS INDICATED OTHERWISE. DEMOLITION INORK
SHALL INCLUDE BACKINGS, MASTIC AND GLUES, SETTING BEDS, AND SUBSTRATE AS REQUIRED TO PREPARE THE
MATERIAL FOR NEW WORK AND/OR FINISHES. THE CONTRACTOR SHALL LEVEL FLOOR AREAS WITH CONCRETE
AS REQUIRED TO BE LEVEL WITH ADJACENT FLOOR SURFACES
ALL NOTES, REMARKS AND/OR SCHEDULES ON THIS SHEET ARE FOR THIS SHEET ONLY UNLESS OTHER WISE NOTED.
SEE PHOTO SHEETS APOlI AND APO2 FOR ADDITIONAL INFORMATION.
Drawing Title Project Title Date
mgm - w
Demolition Plan Abate Floor Tiles 1302013 || -5
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SENERAL NEW WORK NOTES

#*  NEW WORK NOTES

ALL WORK SHALL BE PERFORMED IN ACCORDANCE
WITH APPLICABLE FEDERAL, STATE AND LOCAL CODES
AND ORDINANCES.

CONTRACTOR SHALL VERIFY ALL DIMENSIONS AND
CONDITIONS PRIOR TO THE START OF CONSTRUCTION.
ANY DISCREPANCIES SHALL BE BROUGHT TO THE
IMMEDIATE ATTENTION OF THE ARCHITECT FOR A
RESOLUTION.

EACH SUB CONTRACTOR SHALL REVIEW THE
CONSTRUCTION DOCUMENTS AND EVALUATE THE SCOPE
OF WORK REQUIRED BY THEIR RESFPECTIVE TRADE AND
ANY CONFLICTS WITH OTHER TRADES. ANY CONFLICTS
WILL BE BROUGHT TO THE IMMEDIATE ATTENTION OF
THE ARCHITECT FOR A RESOLUTION.

PROVIDE SHALL MEAN TO SUPPLY, TO FURNISH AND TO
INSTALL COMPLETE WITH ALL ACCESSORIES, PARTS
AND/OR SERVICES TO BE READY FOR ITS INTENDED
USE.

CONTRACTOR SHALL COORDINATE ALL REQUIRED
CONDUIT, PIPING AND CHASES FOR OWNER FURNISHED
OWNWNER INSTALLED EQUIPMENT WITH THE COR.

CONTRACTOR SHALL COORDINATE WITH NORK BEING
PERFORMED UNDER SEFPARATE CONTRACT BY COR.

ALL ABUTTING DISSIMILAR MATERIALS ARE TO BE
SEALED. COLOR TO MATCH ADJACENT MATERIALS.

ALL NOTES, REMARKS AND/OR SCHEDULES ON THIS
SHEET ARE FOR THIS SHEET ONLY UNLESS OTHERWISE
NOTED.

ALL FINISHES SHALL BE DETERMINED BY VAMC
HAMPTON'S INTERIOR DESIGNER.

ALL WALL PROTECTION SHALL BE DETERMINED BY
VAMC HAMPTON'S INTERIOR DESIGNER.

EXTENT OF NEW WORK FROM SYMBOL TO THE
DIRECTION OF ARROW.

ALL FINISHES SHALL BE SELECTED BY VAMC'S
INTERIOR DESIGNER.

ALL WALL PROTECTION SHALL BE SELECTED BY
VAMC'S INTERIOR DESIENER INCLUDING HANDRAILS,
WAINSCOT AND BUMPER RAILS.

PROVIDE 71/&" METAL FURRING WITH 5/&" &YPSUM
WALLBOARD FASTENED TO EXISTING WALL. PREFPARE
SURFACE TO RECEIVE NEW FINISHES. SEE DETAIL
I/AIOI/AIOI.

WINDOW INFILL. SEE DETAIL I/AIOI/AIOI FOR
ADDITIONAL INFORMATION.

PAINT RADIATOR UNIT AND TS BUMPER GUARD WITH
APPROPRIATE PAINT SPECIFICALLY FOR ITS TYPE OF
SURFACE AND USE. COLOR SHALL BE SELECTED BY
VAMC'S INTERIOR DESIGNER.

TURN GNWB TO BE
FLUSH WITH
ADJACENT
WALL AS SHONWN

HANDRAIL AND BUMPER RAIL. SELECTION SHALL
BE BY VAMC'S INTERIOR DESIGNER.

EXISTING SILL BEYOND

5/&" &YPSUM WALL BOARD EXTENDED
TO BOTTOM OF EXISTING CEILING &GRID.

TR T ™ - E T S > — T T n .

/]

T S
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\
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\

\

\

\ EXISTING WALL

1\ TYPICAL INFILL DETAIL

EXISTING EXTERIOR L EXISTING WINDOWW

SILL

|
AIO[AIGI 3" = -0

OPENING

EXISTING
/ WALL

7/&" METAL
FURRING
CHANNEL
MOUNTED 6"
O.C. MINIMUM,

3 5/8" METAL STUD
AND RUNNERS
SECURELY
FASTENED WITHIN
EXISTING WINDOW
OPENING WITH 3-1/2"
BATT INSULATION
(UL RATED FOR
FIRE RESISTANCE)
CONTINUOUS FILLED
WITHIN WALL
CAVITY (SIMILIAR
TO "THERMAFIBER"
TYPE SAFB).

3/4" FIRE RATED PLYWOOD FASTENED
TO ADJACENT WALL. CAULK AND
SEAL CONTINOUS WITH FIRE RATED
SEALANT AT ALL JOINTS.
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TYPICAL THIS
CORRIDOR ONLY.

TPICAL THIS VA
CORRIDOR ONLY.
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REELECTED CEILING PLAN \ NEN CEILING

/e = I'-o" (EXISTING CEILING MOUNTED EQUIPMENT NOT SHOWN FOR CLARITY) EXISTING SOFFIT GRID AND TILE
AT &-0" +/- A F. F.

SYSTEM AT
&'-0" +/- A.F. F.

SENERAL REFLECTED CEILING NOTES (+) REFLECTED CEILING NOTES REFLECTED CEILING LEGEND

1\ CEILING DETAIL
A20 ol I/2" = I'-0"

CENTER ALL MECHANICAL AND ELECTRICAL ITEMS WITHIN EACH GRID UNLESS OTHERWISE |, CEILING HEIGHT THIS AREA SHALL BE A MINIMUM OF EYPSUM WALL BOARD SOFFIT
NOTED. '-0",
e ALL DIFFUSERS, SPRINKLER HEADS, SPEAKERS, AND ALL OTHER CEILING MOUNTED 2. AT THIS POINT CEILING SHALL SLOPE TO FOLLOW
EQUIPMENT TO REMAIN SHALL BE CLEANED COMPLETELY. SLOPE IN FLOOR TO MEET A MINIMUM OF d'-0". SEE
DETAIL 2/A201/A20| FOR ADDITIONAL CEILING &RID
e CONTRACTOR SHALL COORDINATE THE LOCATION OF ALL ACCESS PANELS WITH THE INFORMATION.
LOCATION OF PLUMBING, MECHANICAL AND ELECTRICAL ITEMS.
3. APPROXIMATE POINT WHERE FLOOR IS LEVEL, V) KEYPLAN
e ALL NOTES, REMARKS AND/OR SCHEDULES ON THIS SHEET ARE FOR THIS SHEET ONLY CEILING SHALL MEET PREVIOUS CEILING HEIGHT. 0 2 x 4 LED LIGHT FIXTURE
UNLESS OTHERWISE NOTED.
4. EXISTING GRID TO REMAIN AND CEILING TILES TO
e ANY DISCREPANCIES SHALL BE BROUGHT TO THE ATTENTION OF THE COR IMMEDIATELY. BE REPLACED. 2 2 x 4 EMERGENCY LED LIGHT FIXTURE > - ~
e ALL EXPOSED CEILING WORK NOT COMPLETED DURING CONSTRUCTION HOURS SHALL BE 5. LIGHT FIXTURES SHALL BE REMOVED COMPLETELY -
COVERED UP WITH A SECURED TEMPORARY CEILING DURING OCCUPANTS' OPERATIONAL AND WIRING AT EXISTING LOCATIONS SHALL BE
HOURS AT ALL TIMES. REWORKED TO NEW LIGHT FIXTURE REQUIREMENTS
AS REQUIRED BY MANUFACTURER. SEE ABOVE '"LED I: 116
LIGHTING FIXTURE" FOR ADDITIONAL INFORMATION. 4
NEW CEILING —
6. CEILING ERID AND TILES TO BE REMOVED ERID AND TILE
COMPLETELY. SYSTEM AT

&'-0" +/- A. F. F.
7. APPROXIMATE AREA OF EXISTING SOFFIT.

&. NEW LOCATION FOR CEILING MOUNTED MIRROR 110B AREA OF WNORK
SLOBE (2 CEILING DETAIL
4. NO WORK THIS AREA. A20IA20I | I/2" = I'-O

|©. SEE DETAIL I/A201/A201 FOR CEILING TRANSITION.
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SENERAL PHOTO NOTES

H o REFER TO REFLECTED CEILING PLAN SHEET A20| FOR REWORK EXIT SIEN TO NEW CEILING HEIGHT WITH
ADDITIONAL CEILING NOTES. RENWORK TO MEET ALL REQUIRED CODES, TYFICAL.

e MAINTAIN A MINIMUM OF &'-6" CEILING HEIGHT UNLESS
OTHERWISE NOTED.

6

‘ @ ‘ A e ALL CEILING MOUNTED EQUIPMENT INCLUDING BUT NOT

LIMITED TO SUPPLIES, DIFFUSERS, SPEAKERS, ALARMS,
CAMERAS, SPRINKLER HEADS, SIENAGE, MIRRORS, ETC.
WHERE CEILING HEIGHT IS TO BE MODIFIED SHALL BE
REWORKED COMPLETELY TO MEET ALL APPLICABLE
CODE REQUIREMENTS. COORDINATE WITH COR.

REMOVE CEILING TILE AND &RID COMPLETE. SEE REFLECTED
CEILING PLAN FOR ADDITIONAL INFORMATION.

‘  NEW CEILING HEIGHT SHALL MATCH SOFFIT SHOWN. SOFFEIT

TO REMAIN. SEE REFLECTED CEILING PLAN FOR EXTENT OF
NEW CEILING HEIGHT.

o REFER TO SHEET ADIOI, "DEMOLITION PLAN" FOR
- ADDITIONAL INFORMATION AND WORK NOTES.

: e REFER TO SHEET AIOI, "FLOOR PLANS AND NOTES' FOR
OB | ADDITIONAL INFORMATION AND WORK NOTES,

POI| APQ2

RENWORK TO MEET NEW CEILING
HEIGHT. TYPICAL FOR ALL
RETURNS AND SUFPPLIES IN CEILING
AREA WHERE HEIGHT IS MODIFIED.

e ALL NOTES, SYMBOLS AND LEGENDS ARE FOR THIS
SHEET ONLY UNLESS OTHERWISE NOTED.

e
WE

4,1

REMOVE BARBER POLE AND TURN OVER TO COR. BECAREFUL NOT TO DAMAGE.

\ O \ C REMOVE VISION GLOBES COMPLETE
AND RETAIN FOR REINSTALLATION.

BE CAREFUL NOT TO DAMAGE. SEE

~ REFLECTED CEILING PLAN SHEET A20|

1 [ FOR LOCATION.

WORK SPRINKLER HEADS TO NEW CEILING HEIGH YPICAL.
REMOVE SIEN COMPLETE AND TURN OVER TO COR. RE - - EISHT. T -
REMOVE EXISTING LIGHT FIXTURE COMPLETE.

REMOVE EXISTING CEILING &RID AND TILE COMPLETE. ALL POWNER AT THIS LOCATION FOR FEIXTURE
SEE REFLECTED CEILING PLAN FOR ADDITIONAL INFORMATION. SHALL BE MODIFIED AS NECESSARY TO
ACCOMMODATE NEW FIXTURE THIS LOCATION.
SEE REFLECTED CEILING PLAN FOR ADDITIONAL INFORMATION.

© I CORRIDOR TO BUILDING |16

APol[APOl /8" = -O°
N7

C1O]

AP\OI A/Po'z

SYMBOL LEGEND

REMOVE EXISTING LIGHT

FIXTURES COMPLETE. TYPICAL
ALL POWER SUPPLIES FOR
FIXTURES SHALL BE MODIFIED PHOTO SYMBOL
AS NECESSARY TO
ACCOMMODATE NEW FIXTURE
REQUIREMENTS.

SEE REFLECTED CEILING PLAN
FOR ADDITIONAL INFORMATION.

RENORK SPRINKLER HEAD TO NEW CEILING HEIGHT, TYPICAL

PHOTO DIRECTION

PHOTO NUMBER

COORDINATE REMOVAL OF SIEGN WITH COR.

PHOTO SHEET WHERE SHOWN
PHOTO SHEET WHERE CUT

l

REMOVE WALL MOUNTED
MIRROR COMPLETE AND
COORDINATE WITH COR WITH
RELOCATION. BE CAREFUL
NOT TO DAMAGE.

CEILING &RID AND TILES TO BE

REMOVED COMPLETELY. SEE
SHEET A20!|, "REFLECTED KEY PLAN
CEILING PLAN" FOR ADDITIONAL

Il

S (6-20A —

WORK NOTES.

APPROXIMATE POINT OF
NEW CEILING HEIGHT
VARIATION. SEE REFLECTED
CEILING PLAN FOR |: 116
ADDITIONAL INFORMATION.

CEILING GRID AND TILES TO BE
REMOVED COMPLETELY. SEE
_ SHEET A20!|, "REFLECTED
CEILING PLAN" FOR ADDITIONAL 110B AREA OF WORK
| WORK NOTES.

N
/\ CORRIDOR TO BUILDING |16 2 CORRIDOR TO BUILDING |16

) Ao AP\O, i e
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Plan And Corridors Project No.
590-12-602

16

Printed: February 1, 2013 APO1

Location Building No. Checked by: Drawn by:
HAMPTON, VIRGINIA 110B,116,146C || #### #iti# SHEET OF

Revisions Date

T:\ENGINEERING\NRM_MINOR_PROJECTS 2012\590—12—602 ABATE FLOOR TILES AND CORRIDORS BLDG. 116&146\ABATE FLOOR TILES AND CORRIDORS\SHEETS\590—12—602—APO1 WORK PHOTOS.DWG
T
/3
»
\8

1 | 2 3 4 5 6 7 | 8 | 9

@ Department of
Veterans Affairs




three inches = one foot

one and one—half inches = one foot

= one foot

one inch

three—eighths inch = one foot one—half inch = one foot three—quarters inch = one foot

one—quarter inch = one foot

one—eighth inch = one foot

6

16

T:\ENGINEERING\NRM_MINOR_PROJECTS 2012\590—12—-602 ABATE FLOOR TILES AND CORRIDORS BLDG. 116&146\ABATE FLOOR TILES AND CORRIDORS\SHEETS\590—12—-602—AP02 WORK PHOTOS.DWG

el

ARPO2

AP

il

=

e

APO2

2

N

TN CORRIDOR TO BUILDING

|46

N
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CORRIDOR TO BUILDING |16

CEILING GRID AND TILE SHALL BE REMOVED
COMPLETELY. INSTALLATION OF NEW
CEILING &RID AND TILES SHALL MEET
EXISTING CEILING HEIGHTS AND VARIATIONS
AS SHOWN.

CEILING SHALL BE FOLLOW SLOPE IN FLOOR WITH
A MINIMUM CEILING HEIGHT OF 4'-0."

ALL WINDOW ASSEMBLIES SHALL BE
CLEANED COMPLETELY, TYPICAL.

HANDRAILS SHALL BE REMOVED COMPLETELY. WALLS

SHALL BE PATCHED AND REPAIRED TO RECEIVE NEW

FINISHES.

BUMPER GUARDS SHALL BE REMOVED COMPLETELY. WAL

SHALL BE PATCHED AND REPAIRED TO RECEIVE NEW

FINISHES.

EXPANSION JOINT COVERS ON FLOOR AND WALLS
SHALL BE REMOVED COMPLETELY AND PREFPARED TO
RECEIVE NEW COVERS.

FLOORING SHALL BE REMOVED COMPLETELY AND
LEVELED AS NECESSARY. SEE NEW WORK FOR
EXTENT OF REMOVAL.

BASE SHALL BE REMOVED COMPLETELY AND

LEVELED AS NECESSARY, TYFPICAL. SEE NEW WORK FOR

EXTENT OF REMOVAL.

2 CORRIDOR TO BUILDING |16

NTS

CORRIDOR TO BUILDING |46

NTS

EXISTING CEILING GRID AND CEILING MOUNTED EQUIPMENT TO REMAIN UNLESS OTHERWISE NOTED.

REMOVE EXISTING LIGHT
FIXTURES COMPLETE. TYPICAL
ALL PONER SUPPLIES FOR
FIXTURES SHALL BE MODIFIED
AS NECESSARY TO
ACCOMMODATE NEW FIXTURE
REQUIREMENTS.

SEE REFLECTED CEILING PLAN
FOR ADDITIONAL INFORMATION.

ALL WORK SHALL STOP AT THESE
DOUBLE DOORS. COORDINATE
WITH COR.

FINISHES.

APO2 NTS

RADIATOR UNITS AND THEIR BUMPER GUARDS
SHALL BE STRIPPED AND CLEANED TO PREFPARE

FOR NEW FINISHES, TYPICAL.

REMOVE WALL PROTECTION COMPLETELY
AND PATCH AND REPAIR
TO RECEIVE NEW FINISHES, TYPICAL.

WALL MOUNTED SIENACGE TO REMAIN.

PREFPARE WALL TO RECEIVE NEW

REMOVE WALL PROTECTION COMPLETELY

AND PATCH

TO RECEIVE NEW FINISHES.

REMOVE MIRROR GLOBES COMPLETELY AND RETAIN
FOR REINSTALLATION AT THEIR SAME LOCATIONS, TYPICAL.

BE CAREFUL NOT TO DAMAGE.

ALL WALL MOUNTED DISFLAYS,
PICTURES, PLAQUES, ETC.

SHALL BE REMOVED COMPLETELY AND
TURN OVER TO COR, TYPICAL.

AND REPAIR

REMOVE BASE AND FLOOR FINISHES
COMPLETELY. PATCH, LEVEL AND PREPARE

FOR NEW FINISHES.

3 CORRIDOR TO BUILDING |46

APO2|APO2 NTS

SENERAL PHOTO NOTES

SYMBOL LEGEND

KEY PLAN

REFER TO REFLECTED CEILING PLAN SHEET A20| FOR
ADDITIONAL CEILING NOTES.

MAINTAIN A MINIMUM OF &'-6" CEILING HEIGHT UNLESS
OTHERWISE NOTED.

ALL CEILING MOUNTED EQUIPMENT INCLUDING BUT NOT
LIMITED TO SUPPLIES, DIFFUSERS, SFPEAKERS, ALARMS,
CAMERAS, SPRINKLER HEADS, SIENACE, MIRRORS, ETC.
WHERE CEILING HEIGHT IS TO BE MODIFIED SHALL BE
REWORKED COMPLETELY TO MEET ALL APPLICABLE
CODE REQUIREMENTS. COORDINATE WITH COR.

REFER TO SHEET ADIOI, "DEMOLITION PLAN" FOR
ADDITIONAL INFORMATION AND WORK NOTES.

REFER TO SHEET AIOI, "FLOOR PLANS AND NOTES" FOR
ADDITIONAL INFORMATION AND WORK NOTES.

ALL NOTES, SYMBOLS AND LEGENDS ARE FOR THIS
SHEET ONLY UNLESS OTHERWISE NOTED.
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PHOTO DIRECTION

" PHOTO NUMBER

SHO,

N
\% PHOTO SHEET WHERE SHOWN

PHOTO SHEET WHERE CUT
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