
PRA #110172-01 Project #556-11-119 

10 26 00 - 1 

SECTION 10 26 00 
WALL AND DOOR PROTECTION 

PART 1 - GENERAL  

1.1 DESCRIPTION  

 This section specifies stainless steel corner guar ds. 

1.2 SUBMITTALS 

A. Submit in accordance with Section 01 33 23, SHOP  DRAWINGS, PRODUCT DATA, 

AND SAMPLES.  

B. Shop Drawings: Show design and installation deta ils.  

C. Manufacturer's Literature and Data:  

1. Corner Guards. 

D. Test Report: Showing that resilient material com plies with specified 

fire and safety code requirements.  

1.4 DELIVERY AND STORAGE  

A. Deliver materials to the site in original sealed  packages or containers 

marked with the name and brand, or trademark of the  manufacturer.  

B. Protect from damage from handling and constructi on operations before, 

during and after installation.  

C. Store in a dry environment of approximately 21° C (70 degrees F) for at 

least 48 hours prior to installation. 

1.5 APPLICABLE PUBLICATIONS 

A. Publications listed below form a part of this sp ecification to extent 

referenced. Publications are referenced in text by basic designation 

only. 

B. American Society for Testing and Materials (ASTM ): 

A167-99(R2009)..........Stainless and Heat-Resistin g Chromium-Nickel 

Steel Plate, Sheet, and Strip 

C. The National Association of Architectural Metal Manufacturers (NAAMM):  

AMP 500-06..............Metal Finishes Manual 

D. Underwriters Laboratories Inc. (UL): 

Annual Issue............Building Materials Director y  

PART 2 - PRODUCTS  

2.1 MATERIALS  

A. Stainless Steel: ASTM A167, Type 302B. 

2.2 CORNER GUARDS 

A. Stainless Steel Corner Guards: Fabricate of 1.6 mm (0.0625-inch) thick 

stainless steel. Form guards of dimensions and to c ontour shown.  

2.3 FASTENERS AND ANCHORS 

A. Provide fasteners and anchors as required for ea ch specific type of 

installation.  
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B. Where type, size, spacing or method of fastening  is not shown or 

specified, submit shop drawings showing proposed in stallation details.  

2.4 FINISH  

A. In accordance with NAAMM AMP 500 series. 

B. Stainless Steel: NAAMM finish Number 4. 

PART 3 - INSTALLATION  

3.1 STAINLESS STEEL CORNER GUARDS  

A. Mount guards on external corners of interior wal ls, partitions and 

columns as shown. 

B. Where corner guards are installed on walls, part itions or columns 

finished with plaster or ceramic tile, provide cont inuous 16 gage 

perforated, galvanized Z-shape steel anchors welded  to back edges of 

corner guards and expansion bolted to concrete or m asonry with four 9.5 

mm (3/8-inch) diameter bolts, spaced 400 mm (16 inc hes) on centers. Coat 

back surfaces of corner guards, where shown, with a  non-flammable, sound 

deadening material. Corner guards shall overlap fin ish plaster surfaces. 

1. Where corner guards are installed on exposed str uctural glazed facing 

tile units or masonry wall, partitions or columns, anchor corner 

guards as shown on the drawings. Anchor corner guar ds to existing 

walls with 6 mm (1/4-inch) oval head stainless stee l countersunk 

expansion or toggle bolts  Grout spaces solid betwe en guards and 

backing with Portland cement and sand mortar. 

2. Where corner guards are installed on gypsum boar d, clean surface and 

anchor guards with a neoprene solvent-type contact adhesive 

specifically manufactured for use on gypsum board c onstruction. 

Remove excess adhesive from around edge of guard an d allow to cure 

undisturbed for 24 hours. 

- - - E N D - - - 


