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SECTION 21 05 11
COMMON WORK RESULTS FOR FIRE SUPPRESSION

PART 1 - GENERAL
1.1 DESCRIPTION
A. The requirements of this Section apply to all sections of Division 21.

B. Definitions:

1.

Exposed: Piping and equipment exposed to view in Ffinished rooms.

1.2 RELATED WORK
A. Section 01 00 00, GENERAL REQUIREMENTS.
B. Section 01 33 23, SHOP DRAWINGS, PRODUCT DATA, AND SAMPLES.
C. Section 05 50 00, METAL FABRICATIONS.
1.3 QUALITY ASSURANCE
A. Products Criteria:

1.

6.

Standard Products: Material and equipment shall be the standard
products of a manufacturer regularly engaged in the manufacture of
the products for at least 3 years. See other specification sections
for any exceptions.

Equipment Service: Products shall be supported by a service
organization which maintains a complete inventory of repair parts and
is located reasonably close to the site.

Multiple Units: When two or more units of materials or equipment of
the same type or class are required, these units shall be products of
one manufacturer.

Assembled Units: Manufacturers of equipment assemblies, which use
components made by others, assume complete responsibility for the
final assembled product.

Nameplates: Nameplate bearing manufacturer®s name or identifiable
trademark shall be securely affixed in a conspicuous place on
equipment, or name or trademark cast integrally with equipment,
stamped or otherwise permanently marked on each item of equipment.
Asbestos products or equipment or materials containing asbestos shall
not be used.

Manufacturer®s Recommendations: Where installation procedures or any

part thereof are required to be in accordance with the recommendations

of the manufacturer of the material being installed, printed copies of

these recommendations shall be furnished to the Resident Engineer prior

to installation. Installation of the item will not be allowed to proceed

until the recommendations are received. Failure to furnish these

recommendations can be cause for rejection of the material.
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C. Supports for sprinkler piping shall be in conformance with NFPA 13.
1.4 SUBMITTALS
A. Submit in accordance with Section 01 33 23, SHOP DRAWINGS, PRODUCT DATA,

AND SAMPLES.

B. Manufacturer®™s Literature and Data: Submit under the pertinent section
rather than under this section.

1. Equipment and materials identification.

2. Hangers, inserts, supports and bracing.

C. Maintenance Data and Operating Instructions:

1. Maintenance and operating manuals in accordance with Section 01 00
00, GENERAL REQUIREMENTS, Article, INSTRUCTIONS, for systems and
equipment.

2. Provide a listing of recommended replacement parts for keeping in
stock supply, including sources of supply, for equipment. Include in
the listing belts for equipment.

1.5 APPLICABLE PUBLICATIONS
A. The publications listed below form a part of this specification to the
extent referenced. The publications are referenced in the text by the
basic designation only.
B. American Society for Testing and Materials (ASTM):

A36/A36M-2001. ... .. ..... Carbon Structural Steel

A575-96. .. ... Steel Bars, Carbon, Merchant Quality, M-Grades R
(2002)

E84-2003. .. ... ... .... Standard Test Method for Burning Characteristics
of Building Materials

E119-2000. ... ccaoaooa. Standard Test Method for Fire Tests of Building

Construction and Materials
C. National Fire Protection Association (NFPA):

90A-96. . ... Installation of Air Conditioning and Ventilating
Systems
0 e Life Safety Code

PART 2 - PRODUCTS
2.1 GALVANIZED REPAIR COMPOUND
Mil. Spec. DOD-P-21035B, paint form.
2.2 TOOLS AND LUBRICANTS
A. Furnish, and turn over to the Resident Engineer, special tools not
readily available commercially, that are required for disassembly or
adjustment of equipment and machinery furnished.
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B. Tool Containers: Hardwood or metal, permanently identified for in tended

service and mounted, or located, where directed by the Resident

Engineer.
PART 3 - EXECUTION
3.1 INSTALLATION
A. Coordinate location of piping, hangers, and equipment. Locate piping,

hangers, and equipment clear of windows, doors, openings, light outlets,

and other services and utilities. Follow manufacturer®s published

recommendations for installation methods not otherwise specified.

B. Protection and Cleaning:

1.

Materials shall be carefully handled, properly stored, and adequately
protected to prevent damage before and during installation, in
accordance with the manufacturer®™s recommendations and as approved by
the Resident Engineer. Damaged or defective items in the opinion of
the Resident Engineer, shall be replaced.

Close pipe openings with caps or plugs during installation. Tightly
cover and protect equipment against dirt, water chemical, or
mechanical injury.

C. Work in Existing Building:

1.

Perform as specified in Article, OPERATIONS AND STORAGE AREAS,
Article, ALTERATIONS, and Article, RESTORATION of the Section 01 00
00, GENERAL REQUIREMENTS for relocation of existing equipment,
alterations and restoration of existing building(s).

As specified in Section 01 00 00, GENERAL REQUIREMENTS, Article,
OPERATIONS AND STORAGE AREAS, make alterations to existing service
piping at times that will least interfere with normal operation of
the facility.

3.2 INSTRUCTIONS TO VA PERSONNEL
Provide in accordance with Article, INSTRUCTIONS, of Section 01 00 00,
GENERAL REQUIREMENTS.

- --END-=- - -

21 05 11 - 3



