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Maximum weight - 50 lbs
Maximum effective projected area - 1.72 sq. ft.
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LED ORNAMENTAL SPECIFICATIONS

COLOR
B = BLACK

COLOR TEMPERATE
4K = 4000K
5K = 5000K
6K = 6000K

VOLTAGE
AS = AUTO SENSING
VOLTAGE
(120 THRU 277)

OPTICS
L5 = SYMMETRIC
FULL
CUTOFF, FLAT
GLASS

WATTAGE/DRIVER
070 =70W (350mA
150 = 105 W (525mA

FINIAL (FACTORY
INSTALLED)
S = SPIKE

SPECIFICATIONS

DESCRIPTION
The lighting post shall be all cast iron & steel or cast iron construction, massively tapered with a deep
fluted pattern on the shaft & base.
MATERIALS
The base and FTN shaft material shall be ASTM A48, Class 30 cast iron, formed true to the pattern with
complete detail. The FTB shaft shall be tapered and fluted steel with an integral steel tenon and steel
bottom cap. All esoised hardware shall ne tamper resistant stainless steel. Anchor bolts to be
completely hot dip galvanized. Partially galvanized bolts are not acceptable.

INSTALLATION
The post shall be provided with four 3/4" DIA, hot dip galvanized L-type anchor bolts. A door shall be
provided in the base for anchorage and wiring access. A grounding screw shall be provided inside the
base opposite the door.

DIMENSIONS
The post shall be 20'- 0" in height with a 20" or 24" diameter base(As per manufacturer recommendations) submit
for govt. approval.
The shaft shall taper form a 7" at the top of the base to 4.5" at the top mounting.
provided at the top for luminaire mounting.  The post top shall include a transitional donut between the fluted shaft
and tenon.


