
PLAN_VIEW_-_BASE

3"x5" [76x127mm] REINFORCED HAND HOLE

WITH TAMPER RESISTANT SCREWS.

PROVIDE IN-LINE SCREW-TYPE FUSE HOLDER(S) WITH FUSE(S).

#4 BARE COPPER GROUND 20FT COILED BELOW BASE
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G
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(4) CONCRETE BRICKS

2"x8"x16"

CONDUIT(S) WITH BELL

ENDS (TYP). SIZE,

QUANTITY AND WIRING

AS INDICATED ON PLANS.

ALL CONDUIT ENTERING

PULL BOX SHALL BE PVC

COATED RIGID STEEL OR

SCHEDULE 80 PVC AS

NOTED ON ES-100

CLEAN 3/4" CRUSHED

ROCK

GRADE. FEATHER & TAMP

BACKFILL TO CREATE FLUSH

INSTALLATION AND POSITIVE

DRAINAGE AWAY FROM BOX

PULLBOX (SEE

SPECIFICATIONS)

LINE SIDES OF

EXCAVATION WITH 30 LBS.

FELT PAPER
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[304.8mm]

PULL BOX SHALL HAVE CAST

IRON LID. LID SHALL BE

SECURED AND LOCKABLE

WITH APPROPRIATE COVER
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SIDE VIEW

ENVIRODOME WALL

MOUNT
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DOME WALL MOUNT

TO NEW PARKING

LOT LIGHT POLE

RG11 COAXIAL CONTROL AND VIDEO CABLE ENTERS

AND LEAVES LIGHT POLE IN INDIVIDUAL CONDUIT

20A CKT. SEE ES-101 FOR CKT

TYPE AND NUMBER.

483 [19]

Rear Panel

Front Panel shown with rack ears attached

mm [in]

ELECTRICAL DETAILS UPGRADE FOR BUILDING 16

SITEWORK
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VAMC SYRACUSE, NY
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TYPICAL PARKING LOT LIGHT FIXTURE DETAIL

NTS

1

PARKING LOT LIGHT POLE WIRING DETAIL

NTS
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TELECOMM ROOM (16-14)  ELEVATION, BUILDING 16

1/2"=1'-0"
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UNDERGROUNd PULL BOX DETAIL (TURF AREAS)

NTS
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SECURITY CAMERA POWER SUPPLY DETAIL

NTS

6

WALL/ FLUSH SECURITY CAMERA MOUNTING DETAIL

NTS

7

SECURITY CAMERA MOUNTING PLATE

NTS
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PARKING LOT LIGHT POLE SECURITY CAMERA MOUNTING DETAIL

NTS
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SECURITY CAMERA HEAD END DATA INTERFACE DIAGRAM

1/2"=1'-0"

4

POLICE HEAD END SECURITY ROOM (C115) ELEVATION, BUILDING 1

1/2"=1'-0"


