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EXISTING OR NEW  4" CAST IRON 
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FINISHED GRADE

CLEAN-OUT & CAP

PLASTIC BODY

CONNECTED TO LATERAL.

& PLUG WHEN PRIVATE FORCE MAIN IS

STACK TO FIN. GRADE & REPLACE C.O.

OF MAIN LINE. PLUMBER SHALL CUT

A MIN. OF 3 FEET DURING INSTALLATION

CLEAN-OUT TO EXTEND ABOVE GROUND

1
/4

" P
E

R
 1

'-0
"

4" CLEANOUT STACK

TEE, WYE, TEE/WYE OR 

45° BEND FITTINGS SHALL

BE SIZED AS REQUIRED.

COMBINATION OF WYE &

M
IN

. G
R

A
D

E

LONG SWEEP 90° BEND

1'-0" MIN.

4" FORCE MAIN FROM ACO GRATE DRAIN

TEE, WYE, TEE/WYE OR 

COMBINATION OF WYE &

45  BEND FITTINGS SHALL

BE SIZED AS PIPES REQUIRE.

6. MINIMUM COVER FOR ALL SEWER LATERAL SHALL BE THREE (3') FEET.

   (EXCEPT AS NOTED.)

4. NO BENDS ARE ALLOWED IN THE LATERAL FROM THE MAIN TO THE CLEAN-OUT STACK WYE

3. ALL PIPE SHALL BE OF SAME SIZE.

2. ALL PIPE AND FITTINGS SHALL BE OF SIMILAR MATERIAL

1. TRAFFIC BEARING BOX REQUIRED IN TRAFFIC AREAS.

GENERAL NOTES:

5. ALL MAIN LINE TAPS ON ACTIVE MAINS WILL BE COORDINATED WITH COR.

10'

   4" DIAMETER FOR PRIVATE FORCE MAINS.

7. GRAVITY SECTION AND CLEANOUT SHALL BE 6" DIAMETER FOR PUBLIC FORCE MAINS AND

8. PUBLIC FORCE MAINS SHALL CONNECT TO SEWER MANHOLES.

(NON-TRAFFIC) OR VB-9*S (TRAFFIC-

6" HOUSE CLEANOUT FRAME & COVER

CAPITOL FOUNDRY BRASS CAP

   MAINTENANCE OCCURS, IN ACCORDANCE WIT THIS STANDARD.

9.  PROPERTY OWNER RESPONSIBLE FOR INSTALLING CLEANOUT ON PROPERTY  LINE WHEN

BEARING)

OR SCR30 SAN TO MH AS SHOWN
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SITE DRAINAGE PLAN

DETAILS AND ELEVATIONS

UPGRADE FOR BUILDING 16

SITEWORK
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16

VAMC SYRACUSE, NY

1

DRAINAGE PLAN - BUILDING 16 EXTERIOR

1/8"=1'-0"

2

STORM DRAIN TIE IN TO EXISTING SANITARY MAIN

NTS

3

ACO GRATE DRAIN SECTION

NTS

KEYED CONSTRUCTION NOTES

4

TRENCH 3 SECTION - SANITARY DRAIN PIPING

1/4" = 1'0"


