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7. CONCRETE SHALL BE 4000 P.S.I. @ 28 DAYS

—-———3.7500

2. DOWL 2" HOLES IN LOCATIONS SHOWN.
NOTES:

R
.

3. GATE BASE SHALL BE POURED 5 BELOW GRADE. CONCRETE SHALL BE 4000 P.5.[. @ 28 DAYS
2. DOWL %” HOLES IN LOCATIONS SHOWN.

4. ALL PIPING SHOWN SHALL BE 1”7 AND 3”7 GALVANIZED RIGID

STeEeL CONDUIT AS PER ES—100. ,
5. GATE ACCESS CARD READER BASE SHALL BE POURED & BELOW

5. COORDINATE EXACT PLACEMENT OF CONDUIT HOLES WITH , PR
MANUFACTURER RECOMMENDATIONS FOR LIFT GATE PAD. ALL PIPING SHOWN SHALL BE 17 GALVANIZED RIGID STEEL
CONDUIT AS PER ES—100.
6. STUB ALL CONDUITS 27 ABOVE CONCRETE SURFACE COORDINATE EXACT PLACEMENT OF CONDUIT HOLES WITH
5. MANUFACTURER RECOMMENDATIONS FOR LIFT GATE ACCESS CARD
READER.

6. STUB ALL CONDUITS 2" ABOVE CONCRETE SURFACE
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