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GENERAL NOTES:
1. THE CONTRACTOR IS RESPONSIBLE FOR FULL IMPLEMENTATION OF A
Y 10 COMPREHENSIVE LANDSCAPING PLAN, AND SHALL CONSTRUCT THE
SITE IN ACCORDANCE WITH THE PLANTING INDEX AND 1/GS—101, AND
EXISTING FENCE TO REMAIN. ’
450 455 §5-102 IN ACCORDANCE WITH ALL APPLICABLE SPECIFICATIONS.
460 2. ALL WORK TO BE CAREFULLY PLANNED TO ENSURE SAFE CONDITIONS
’ O A e T WEEN DURING CONSTRUCTION. PROVIDE ALL BRACING & SHORING AS
D EXISTING FENCE TO REMAIN WEST OF THIS /4 REQUIRED THROUGHOUT THE PROJECT. ALL CONSTRUCTION DEBRIS
POINT. SHALL BE REMOVED DAILY. PROJECT SHALL BE SWEPT CLEAN DAILY.
gs-10 /8 SITE SHALL BE LEFT SECURE DURING ALL PROJECT PHASES.
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460.5" +{~ ELEVATION £ : 3. PROVIDE NEW SURFACES IN ACCORDANCE WITH NEW SURFACE INDEX
- AR BE INSTALLED OFF OF VA PROPERTY. AND ALL APPLICABLE SPECIFICATIONS. REFER TO DETAILS AND
NS N O 1 2t SECTIONS ON DRAWING GS—102. CONTRACTOR SHALL TAKE CARE NOT
o RN N 4 2 4 TO DAMAGE EXISTING CONDITIONS THAT ARE NOT PART OF THE
NN & , CONTRACT TO DISTURB. ALL NON—ASPHALT SURFACES INDICATED ON
N A O sl AR iy = 463 R oG PR Speamcanona ™ SITE SURFACE INDEX SHALL HAVE A MINIMUM 6" DEPTH BELOW
AN STH Ran L AXLAA Ae 1 FINISHED GRADE. PROVIDE PERIMETER FENCE AS CALLED OUT BY
RETANNG WALL SHALL : Nt SAMAAL ASEEA s Ser Al O 464 65-10 465 DETAIL REFERENCE IN LOCATIONS INDICATED.
HEIGHT REFER TO DETAIL AAAAAAA - AT ofe TOP OF RETAINING
9/65-102. TOP OF RETAINNG - Qe ALt @ 466 A AN TER BOX 4. GRADE LINES SHOWN ARE APPROXIMATE AND ARE INTENDED TO
SHALL BE TAPERED, ANy 5 AAAAAAZIRAA S Tove @ 4 475 (/- ELEVATION PROVIDE GENERAL ELEVATION AND GRADING INFORMATION. IT SHALL
REMAIN FLUSH WITH CNCRETE $LOPE : /. e OO 9 467 yR 46 BE THE CONTRACTOR’S RESPONSIBILITY TO FIELD VERIFY ALL
AT SOUTH R ELEWATION. 16 ) v i A — 2 ELEVATIONS AND COORDINATE FINAL GRADING TO PROVIDE A
' IS g v A v IS : SEEAAAS= N COMPLETE, AND COMPREHENSIVE FINAL LANDSCAPED AREA AND ALL
. v AWV /S SURFACES AS SHOWN ON DRAWINGS AND IN ACCORDANCE WITH ALL
O A A sy 0 z 1 47 T APPLICABLE SPECIFICATIONS.
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a|_ MAAAL CERAAATECLL) — SURFACE AND LANDSCAPING PLAN 1/GS—101.
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; R LT LA 97 v o 476 477 6. PROVIDE NEW CURBING IN LOCATIONS SHOWN. ALL CURBING SHALL
SOUTH EPGES OF SLAB O A HAVE A 6” DESIGN REVEAL ABOVE FINISHED ASPHALT GRADE.
SHALL MAINTAIN A 3 SAAAAN 478 479
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NS 7. REINSTALL ALL SIGNAGE REMOVED FROM EXISTING FENCING PER
GS—100 ON NEW FENCING IN SAME LOCATIONS AS EXISTING.
A 3 8.  CONTRACTOR IS RESPONSIBLE FOR COORDINATING FINAL SITE LAYOUT
5107 g|N DIMENSIONS PER EXISTING FIELD CONDITIONS. IN ADDITION, THE
~ CONTRACTOR SHALL VERIFY ALL FIELD CONDITIONS AS THEY EXIST
\ < b) —/b PRIOR TO SUBMITTING THER BID.
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2 INSTALL FENCE IN ACCORDANCE WITH DETAILS 1/GS-103 AND
gs-10 2/GS—103 AS CALLED OUT ON SITE PLAN AND ALL APPLICABLE
2 2 1 466 TOP OF RETAINING SPECIFICATIONS. EXISTING FENCE TO REMAIN IN LOCATIONS INDICATED.
= 0|2 &0z e WALL SHALL WANTAN A FENCE GATES SHALL INSTALLED IN ACCORDANCE WITH APPLICABLE
8 10 SPECIFICATIONS AND DETAILS IN ALL LOCATIONS INDICATED.
$s-102 CONTRACTOR SHALL MAINTAIN PERIMETER SECURITY AT ALL TIMES
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NEW 25 HIGH PARKING LOT LED LIGHT POLE AND FIXTURE. SEE
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NEW FENCE AND DXISTING FINCE. 46 1 PROVIDE NEW SIDEWALK AND CURB SECTION E/A"' R AAAAA
EXISTING FENCE TO REMAN WEST OF THIS AS INDICATED AFTER REMOVAL OF EXISTING. %/ e v ::v:v::
) PR ki 466 APPROXIMATE NEW FINISHED SURFACE GRADE LINE AND ELEVATION.
E— oo CONTRACTOR SHALL BE RESPONSIBLE FOR MAKING FIELD
/ ADJUSTMENTS AS REQUIRED.
EXISTING FENCE TO REMAIN.
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KEYED CONSTRUCTION NOTES:
PROVIDE NEW CARD READER CONTROLLED ACCESS LIFT GATE SYSTEM IN LOCATION SHOWN.
LOCATIONS OF LIFT GATE AND CARD READER ACCESS PAD ARE SHOWN AND ARE PROXIMATE.
COORDINATE FINAL LOCATIONS WTH INSTALLATION OF OTHER EXISTING FEATURES. REFER TO ES-100
(‘@ FOR POWER AND COMMUNICATION SERVICE INFORMATION. REFER TO DETAILS 1/GS-104 AND
2/GS—104 FOR CONCRETE PAD DETAILS FOR LIFT GATE AND CARD READER. REFER TO
SPECIFICATION 28 13 11 FOR LIFT GATE AND CARD READER INFORMATION.
(_@ PROVIDE NEW BOLLARD IN ACCORDANCE WITH DETAIL 5/GS—103 AND SPECIFICATIONS.
(—@ PROVIDE HANDICAP PARKING ONLY SIGN ON POST
(—@ PROVIDE EXTERIOR SIGN ABOVE DOOR WITH TEXT "EDUCATION” AND VA LOGO.
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