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SITE UTILITIES
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A4 VERIFY INTERCONNECTION OF EXISTING N\ @@ NOTES
/ WATER LINES AND ADVISE ENGINEER PRIOR AN S 1. SEE DWG. 501-CS1.01 FOR BEST MANAGEMENT PLAN (BMP) AND SILT 5'-0" ___VARIES | VARIES 5'—0"
p / TO CONSTRUCTING. DO NOT TAP, USE MJ, N &7 FENCE LOCATION.
Y DIP FITTINGS AS NECESSARY TO TIE-IN TO 1
J/ “ THE EXISTING 6" WATER LINE. N 7 2. MINIMUM COVER FOR ALL UTILITIES UNDER TRAFFIC AREAS SHALL BE 3 Z
y )g FEET (915 MM). o
) - 4 L.F. MIN. EACH SIDE
. ¢ ‘ ‘, \/\ N\ EXIST. FIRE HYDRANT FH #23 3. ELEVATIONS, DISTANCES, AND LOCATIONS SHOWN ARE APPROXIMATE PROVIDE SUPPORT W/ OF ENCASEMENT PIPE
y \ - N N.26,576.83 FOR BIDDING PURPOSES. CONTRACTOR SHALL FIELD VERIFY ALL SPACERS LOCATED 10' 0.C. MIN /
p ) 7 C \ E62.200.55 DISTANCES, ELEVATIONS, AND LOCATIONS PRIOR TO CONSTRUCTION. &= . —
p ® / ¥O N N NOTIFY THE CONTRACTING OFFICER IF THEY ARE DIFFERENT. - WATER UNE___, |- 3
/ \ / N N\ 4. SEE DWG 501-CS1.01 "SITE PLAN EXISTING CONDITIONS” FOR \ \
. . STEEL ENCASEMENT PIPE
% % EXIST. SSMH | / N \ ADDITIONAL INFORMATION. VP, EACH END
INV. EL.=13.8 N N .
\ / N \ 5. CONTRACTOR SHALL COORDINATE ALL SITE WORK WITH ALL TRADES TO 4 LF. EACH SIDE OF ENCASEMENT PIPE
% / N\ <\ AVOID CONFLICTS AND PHASING PROBLEMS.
4 /
TIE NEW FORCE MAIN INTO EXISTING MANHOLE ANAN 6.  SANITARY SEWER FORCE MAINS SHALL ONLY CROSS UNDER POTABLE
// .
/ (SEE DWG. 504—PL1.05) N\ WATER MAINS WITH A MINIMUM VERTICAL CLEARANCE OF 2 FEET (610 JACK & BORE DETAIL
% N MM). WHEN THE VERTICAL CLEARANCE BETWEEN THE POTABLE WATER NOT TO SCALE
y DIRECTIONAL SLEEVE BORE y MAIN AND THE FORCE MAIN IS FEWER THAN 6 FEET, BOTH THE WATER
% (SEE JACK & BORE DETAIL) MAIN AND THE FORCE MAIN SHALL BE CONSTRUCTED OR RESTRAINED
Y \ MECHANICAL JOINT DUCTILE IRON PIPE FOR ADDITIONAL PROTECTION.
CENTER PIPE JOINT AT CROSSING.
/ NG, GENERAL CIVIL NOTES
/ 4 7. SEE SHEET (504—-CS1.01) FOR BENCHMARK REFERENCE. -
/ \ ¢~ _ 1. NO SITE WORK SHALL BEGIN ON A REGULATED SITE UNTIL ALL TREE PROTECTION IS IN
\% — PLACE AND ALL REQUIRED SILT FENCE HAS BEEN INSTALLED.
/ % ~
~
\ y 4 \ <, — 2. CONTRACTOR TO IDENTIFY AND LOCATE ALL UNDERGROUND UTILITIES PRIOR TO STARTING
\ Y \ ¢ - CONSTRUCTION.
\\ ~
Y / N P 3. CONTRACTOR RESPONSIBLE FOR TRAFFIC CONTROL AND SAFETY DURING CONSTRUCTION.
~
\\ - 4. CONTRACTOR RESPONSIBLE FOR SECURING SITE DURING NON—-WORKING HOURS TO ENSURE
_ TRAFFIC AND PEDESTRIAN SAFETY.
NEW 2" SANITARY \ -
POTABLE WATER/SANITARY SEWER CROSSING SEWER FORCE MAIN N\ _ 5. IT SHALL BE THE CONTRACTOR’S SOLE RESPONSIBILITY TO CONFIRM THE EXISTENCE AND
(SEE NOTE 6) (SEE DWG. 504—PL1.07) \ - CONDITIONS OF ALL PERMITS RELEVANT TO THIS PROJECT PRIOR TO THE COMMENCEMENT OF
N - THE IMPACTED PHASE(S) OF CONSTRUCTION.
S \\ - 6. CONTRACTOR MUST TAKE NECESSARY ACTION TO MINIMIZE THE TRACKING OF MUD ONTO
NEW FIRE HYDRANT INSTALLATION COMPLETE EXISTING ROADWAYS FROM CONSTRUCTION AREAS.
::g)[()é”;?? MFLYDHT(ADNRTA,G*TSSTEE“EBE( 5" LEAD GEOTHERMAL WELL FIELD s 7. THE EXISTING UNDERGROUND UTILITIES SHOWN HEREON ARE BASED UPON AVAILABLE
. (SEE DWG. 504—CS1.01) \S INFORMATION AND CHECKING LOCATIONS AND DEPTHS AT CERTAIN STATIONS SHOWN ON
1-6" GATE VALVE W/BOX & CONCRETE COLLAR S \ PLANS. THE CONTRACTOR SHALL BE RESPONSIBLE FOR DETERMINING THE EXACT LOCATION
OFFSET FITTINGS AS NECESSARY TO SET HYDRANT S &, OF ALL UTILITIES PRIOR TO BEGINNING ANY WORK. IF UTILITIES OTHER THAN THOSE SHOWN
AT FINISHED GRADE. \é‘f, . \ HEREON ARE ENCOUNTERED, THE CONTRACTOR SHALL NOTIFY THE CONTRACTING OFFICER
Ss 4’4@} \ IMMEDIATELY AND TAKE APPROPRIATE MEASURES TO PROTECT THE LINE(S) AND ENSURE
oS, CONTINUED SERVICE. DAMAGE CAUSED TO EXISTING UTILITIES BY THE CONTRACTOR SHALL
S\/&; 3 \ BE REPAIRED BY THE CONTRACTOR AT NO ADDITIONAL COST TO THE GOVERNMENT. THE
8558y, \ CONTRACTOR SHALL VERIFY THE CONNECTION POINTS OF THE NEW UTILITIES TO EXISTING
NG UTILITIES PRIOR TO BEGINNING CONSTRUCTION. THE CONTRACTOR SHALL TAKE PRECAUTIONS
S5 \ TO PREVENT DAMAGE TO UTILITY LINES DUE TO HIS CONSTRUCTION EQUIPMENT.
™~ s\ CONTRACTOR SHALL NOT USE VIBRATORY ROLLER OVER FIBER OPTIC LINES.
NEW UG COMM/DATA (UGFO) AND ELEC. SERVICE (UGP) N
(SEE DWG. 504—ES1.01) s 8. EXISTING MANHOLE LOCATION, RIM ELEVATION, INVERTS AND PIPE LOCATION IS APPROXIMATE
T — \ \S AND IS TO BE FIELD VERIFIED BY THE CONTRACTOR.
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EXIST. ASPHALT PAVEMENT ™~
\ RN
UG GEOTHERMAL PIPING C— / \ \ Ss
FROM PUMP INSIDE GRIST P N ~
N MILL TO WELL FIELD \ \ N\ - \ \ R
N
S \ S
BN NEW GRINDER SEWER \\\\\5\\\ \ / ) \ S\
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o / ‘ HANDICAP RAMP
— EXISTING STRUCTURE
_ N ‘ CORE DRILL EXTERIOR %" GALVANIZED ALL THREAD ROD
_ / \ WALL FOR SLEEVE 6" MJ 90 WITH MEGALUGS
—— SITE BOUNDARY 18CE264 GALVANIZED STEEL PIPE / /———2" CALCIUM SILICATE INSULATION
~ SLEEVE. MORTAR IN PLACE. woignn L e Al WITH 0.010" ALUMINUM JACKET
o \ SEAL SLEEVE WATER TIGHT. .l WITH STAINLESS STEEL BANDS
_ N =] MAXIMUM 3670.C.
/ 6" MJ90
_ } \ N ‘| FINISHED GRADE
— — ST T A e, TS
_ / ég\\\\z/\\\////\// /
_ , . \ 6" T0 FIRE = 22— 3% GALVANIZED
SPRINKLER ALL-THREAD ROD
o \ / MANIFOLD ; ~ 6" MJ 90 WITH MEGALUGS
o - o o o o I STAINLESS STEEL COLLAR / ——— 6" DUCTILE IRON FIRE SERVICE LINE
\ SET IN MASTIC AND
e e == SECURED WITH STAINLESS CONCRETE THRUST BLOCK.
L Susquehanna RJyer o \ / STEEL BANDS (BOTH ENDS) SIZE PER NFPA 13.
N
Co—— o —— o —— = e e —— —— S EXIST. ASPHALT PAVEMENT N NOTE:
_ _ _ _ _ _ _ _ N SEE FIRE PROTECTION DRAWINGS
o o o o o B o o RN N / BUILDING 504 \EW SLAB FOR ADDITIONAL INFORMATION.
N N— —— —
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