
THE INTENT OF INFECTION CONTROL IS TO PROTECT PATIENTS IN THE HOSPITAL WHICH
HAVE LOW IMMUNE LEVELS.  THEREFORE, CONSTRUCTION OPERATIONS NEED TO BE
DIRECTED TO CONTAIN DUST AND PARTICULATE MATTER TO THE CONSTRUCTION AREA.
CONSTRUCTION AREA PERIMETER NEEDS TO BE SEALED COMPLETELY WITH MIN 4 MIL
FIRE-RATED POLY AND FIRE-RATED TAPE DURING CLASS II, III OR IV OPERATIONS.

CONSTRUCT IC (INFECTION CONTROL) CONSTRUCTION BARRIER FORM FLOOR TO
DECK/FLOOR ABOVE.  SEE SHEET XXXX FOR DETAILS.  EXCEPTION:  IF BARRIER IS
ADJACENT TO A SMOKE, FIRE OR EXISTING WALL CONSTRUCTION WHICH WILL NOT BE
DEMOLISHED AND TERMINATES TO THE FLOOR OR DECK ABOVE, THEN CONSTRUCT IC
BARRIER FROM FLOOR TO ABOVE CORRIDOR CEILING WITH 6 MIL POLY BEING SEALED
ON ALL EDGES:  FLOOR, TOP OF WALL, SIDES, AND ALL PENETRATIONS.

DURING CONSTRUCTION OPERATIONS IN EACH ENCLOSED AREA PROVIDE TRIATEK
ISOLATION MONITORS, MINIMUM (10 ONE IN AREAS LESS THAN 1000 SF, (2) TWO
MINIMUM IN AREAS BETWEEN 1000 SF & 5000 SF, AND (3) THREE FOR AREAS BETWEEN
5000 SF & 10000 SF.  INSTALL NEW YELLOW CONSTRUCTION DOOR.  NOTE THAT ONLY
(3) SETS OF YELLOW CONSTRUCTION DOORS WITH RECOGNITION SOURCE
HARDWARE SHOULD BE NEEDED DEPENDING ON V.A. RESIDENT ENGINEER
APPROVED CONSTRUCTION MEANS AND METHODS PHASING CONSTRUCTION
OPERATIONS.  EGRESS IS TO BE MAINTAINED TO THE STAIRWELLS AT ALL TIMES.

PROVIDE ?TRIATEK? ISOLATION MONITORS DURING CLASS III OR CLASS IV CONSTRUCTION
OPERATIONS.  EACH AREA TO BE UNDER NEGATIVE PRESSURE (0.02" WC) DURING THESE
OPERATIONS.  MONITOR TO MEASURE PRESSURE DIFFERENTIAL BETWEEN CONSTRUCTION
AREA AND ADJACENT CORRIDOR OR ROOM AT DIRECTED BY V.A. COTR.

THE CONTRACTOR SHALL PROVIDE ENOUGH NEGATIVE AIR MACHINES TO COMPLETELY
EXCHANGE THE REGULATED AREA AIR VOLUME (4) FOUR ACTUAL TIMES PER HOUR.  THE
COMPETENT PERSON SHALL DETERMINE THE NUMBER OF UNITS NEEDED FOR EACH
REGULATED AREA BY DIVIDING THE CUBIC FEET IN THE REGULATED AREA BY (15) FIFTEEN
AND THEN DIVIDING THE ACTUAL  CUBIC FEET PER MINUTE (CFM) FOR EACH UNIT TO
DETERMINE THE NUMBER OF UNITS NEEDED TO EFFECT (4) FOUR AIR CHANGES PER
HOUR.  PROVIDE STANDBY UNIT IN THE EVENT OF MACHINE FAILURE AND/OR EMERGENCY
IN AN ADJACENT AREA.

1.

2.

3.

4.

5.

REFER TO SPECIFICATIONS SECTION 010110 FOR TEMPORARY INFECTION CONTROL
BARRIER WALL CONSTRUCTION DETAIL.  GENERAL CONTRACTOR SHALL PROVIDE NEW
CONSTRUCTION ACCESS DOORS AND PROXIMITY CARD READERS AT ALL BARRIERS.
MAINTAIN ALL INFECTION CONTROL STANDARDS.  CONTROL BARRIERS ARE TO BE
INSTALLED AND REMOVED ONLY BEFORE 7:00 A.M. AND AFTER 8:00 P.M.

6.

A PORTION OF THE CORRIDOR MAY BE MAKE AVAILABLE TO CREATE AN INFECTION
CONTROL AEAS; HOWEVER, A MINIMUM OF 6 FT. MUST BE MAINTAINED OPEN FOR THE
MOVEMENT OF PERSONNEL.  THE CORRIDOR WILL NOT BE CLOSED OFF.

7.

PRIOR TO ANY REMOVAL OF SMOKE BARRIER FIRE RATED WALLS, CONSTRUCT NEW
SMOKE BARRIER / APPROPRIATE FIRE RATED WALLS PER NEW PLANS OR CONSTRUCT
INFIECTION CONTROL BARRIER TO ACT AS SMOKE BARRIER.

8.

ALL CONSTUCTION DEBRIS, WASTE, AND TRANSOPORATION OF DEMOLTION ITEMS
SHALL BE CONVEYED IN A COVERED SUMPSTER DONTAINER SUCH THAT NO DESBRIS /
ITEMS ARE VISIBLE.  ALL CONTAINERS SHALL BE TRANSPORTED DOWN THE 'B' BANK
FREIGHT ELEVATORS ( A DESIGNATED ELEVATOR WILL NOT BE PROVIDED FOR
TRANSPORTATION.)  A MINIMUM OF ONE RUNOFF MAT ON THE INSIDE AND A MINIUMUM
OF TWO RUNOFF MATS ON THE OUTSIDE SHALL BE PROVIDED FOR THE CONSTRUCTION
ACCESS DOORS.

9.

DURING CONSTRUCTION PROJECT UPON COMPLETION OF PROJECT
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