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SECTION 22 40 00
PLUMBING FIXTURES

PART 1 - GENERAL
1.1 DESCRIPTION

A

Plumbing fixtures, associated trim and Fittings necessary to make a
complete installation from wall or floor connections to rough piping,
and certain accessories.

1.2 RELATED WORK

A

B.

Sealing between fixtures and other finish surfaces: Section 07 92 00,
JOINT SEALANTS.
Section 22 05 11, COMMON WORK RESULTS FOR PLUMBING.

1.3 SUBMITTALS

A

B.

Submit in accordance with Section 01 33 23, SHOP DRAWINGS, PRODUCT DATA,
AND SAMPLES.

Submit plumbing fixture information in an assembled brochure, showing
cuts and full detailed description of each fixture.

1.4 APPLICABLE PUBLICATIONS

A

The publications listed below form a part of this specification to the
extent referenced. The publications are referenced in the text by the
basic designation only.

American National Standard Institute (ANSI):

The American Society of Mechanical Engineers (ASME):

Al112.6.1M-02(R2008). .. .. Floor Affixed Supports for Off-the-Floor
Plumbing Fixtures for Public Use

A112.19.1M-08 ... ...... Enameled Cast Iron Plumbing Fixtures

A112.19.2M-03. ... ... .... Vitreous China Plumbing Fixtures

A112.19.3-2001(R2008). . .Stainless Steel Plumbing Fixtures (Designed for
Residential Use)
American Society for Testing and Materials (ASTM):

A276-2010 ... ... ...... Stainless and Heat-Resisting Steel Bars and
Shapes
WW-P-541-E/GEN ......... Plumbing Fixtures with Amendment 1

National Association of Architectural Metal Manufacturers (NAAMM): NAAMM

AMP 500-505

Metal Finishes Manual (1988)

American Society of Sanitary Engineers (ASSE):

1016-05. . . o oo Performance Requirements for Individual
Thermostatic, Pressure Balancing and Combination
Pressure Balancing and Thermostatic Control
Valves for Individual Fixture Fittings
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F. National Sanitation Foundation (NSF)/American National Standards
Institute (ANSI):

61-2009 ... ... oiao... Drinking Water System Components-Health Effects
G. American with Disabilities Act (A.D.A) Section 4-19.4 Exposed Pipes and
Surfaces

H. Environmental Protection Agency EPA PL 93-523 1974; A 1999) Safe
Drinking Water Act.
1. International Building Code, ICC IPBC 2009.
PART 2 - PRODUCTS
2.1 STAINLESS STEEL
A. Corrosion-resistant Steel (CRS):
1. Plate, Sheet and Strip: CRS flat products shall conform to chemical
composition requirements of any 300 series steel specified in ASTM
A276.
2. Finish: Exposed surfaces shall have standard polish (ground and
polished) equal to NAAMM finish Number 4.
B. Die-cast zinc alloy products are prohibited.
2.2 STOPS

A. Provide lock-shield loose key or screw driver pattern angle stops,
straight stops or stops integral with faucet, with each compression type
faucet whether specifically called for or not, including sinks in wood
and metal casework, laboratory furniture and pharmacy furniture. Locate
stops centrally above or below fixture in accessible location.

B. Furnish keys for lock shield stops to COR.

C. Supply from stops not integral with faucet shall be chrome plated copper
flexible tubing or flexible stainless steel with inner core of non-toxic
polymer.

D. Supply pipe from wall to valve stop shall be rigid threaded IPS copper
alloy pipe, i.e. red brass pipe nipple, chrome plated where exposed.

E. Psychiatric Area: Provide stainless steel drain guard for all lavatories
not installed in casework.

2.3 ESCUTCHEONS

A. Heavy type, chrome plated, with set screws. Provide for piping serving
plumbing fixtures and at each wall, ceiling and floor penetrations in
exposed finished locations and within cabinets and millwork.

2.4 LAMINAR FLOW CONTROL DEVICE

A. Smooth, bright stainless steel or satin finish, chrome plated metal
laminar flow device shall provide non-aeration, clear, coherent laminar
flow that will not splash in basin. Device shall also have a flow
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control restrictor and have vandal resistant housing.
2.5 CARRIERS

A. ASME/ANSI Al112.6.1M, with adjustable gasket faceplate chair carriers for
wall hung closets with auxiliary anchor foot assembly, hanger rod
support feet, and rear anchor tie down.

B. ASME/ANSI A112.6.1M, lavatory, All lavatory chair carriers shall be
capable of supporting the lavatory with a 250-pound vertical load
applied at the front of the fixture.

C. Where water closets, lavatories or sinks are installed back-to-back and
carriers are specified, provide one carrier to serve both fixtures in
lieu of individual carriers. The drainage fitting of the back to back
carrier shall be so constructed that it prevents the discharge from one
fixture from Flowing into the opposite fixture.

2.6 PLUMBING FIXTURERS

A. As Scheduled on drawing PE601.
PART 3 — EXECUTION
3.1 INSTALLATION

A. Fixture Setting: Opening between Fixture and floor and wall finish shall
be sealed as specified under Section 07 92 00, JOINT SEALANTS.

B. Supports and Fastening: Secure all fixtures, equipment and trimmings to
partitions, walls and related finish surfaces. Exposed heads of bolts
and nuts in finished rooms shall be hexagonal, polished chrome plated
brass with rounded tops.

C. Toggle Bolts: For hollow masonry units, Finished or unfinished.

D. Expansion Bolts: For brick or concrete or other solid masonry. Shall be
6 mm (1/74 inch) diameter bolts, and to extend at least 76 mm (3 inches)
into masonry and be fitted with loose tubing or sleeves extending into
masonry. Wood plugs, fiber plugs, lead or other soft metal shields are
prohibited.

E. Power Set Fasteners: May be used for concrete walls, shall be 6 mm (1/4
inch) threaded studs, and shall extend at least 32 mm (1 1/4 inches)
into wall.

F. Tightly cover and protect fixtures and equipment against dirt, water and
chemical or mechanical injury.

G. Where water closet waste pipe has to be offset due to beam interference,
provide correct and additional piping necessary to eliminate relocation
of water closet.

H. Do not use aerators on lavatories and sinks.
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3.2 CLEANING
A. At completion of all work, fixtures, exposed materials and equipment
shall be thoroughly cleaned.

- - -END-=- - -
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