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SECTION 11 73 00
CEILING MOUNTED PATIENT LIFT SYSTEM

PART 1 - GENERAL
1.1 DESCRIPTION

A

Ceiling Mounted Patient Lift Systems for the transfer of physically
challenged patients are specified in this section.

1.2 RELATED WORK

A.

B.

C.

Section 01 00 00, GENERAL REQUIREMENTS: Requirements for pre-test of
equipment.

Section 13 05 41, SEISMIC RESTRAINT REQUIREMENTS FOR NON-STRUCTURAL
COMPONENTS: Seismic requirements for non-structural equipment.
Section 26 05 11, REQUIREMENTS FOR ELECTRICAL INSTALLATIONS: General
Electrical Requirements and items, which are common to sections of
Division 26.

1.3 QUALITY ASSURANCE

A

Certification for compliance is required for Ceiling Mounted Patient
Lift Systems. Certifications shall be provided by an independent third
party who will conduct testing to ensure that the ceiling lift and
charging system are safe and in compliance with ISO 10535 & UL 60601-1

1.4 SUBMITTALS

A

Individual Room layouts showing location of lift system installation
shall be approved before proceeding with installation of lifts.

1.5 APPLICABLE PUBLICATIONS

A

The publications listed below form a part of this specification to the

extent referenced. The publications are listed in the text by the basic

designation only.

International Organization for Standardization (10S):

10535-06. .. oo Hoist for the Transfer of Disabled Persons-
Requirements and Test Methods

. Underwriters Laboratories (UL):

60601-1.. ... ... ...... Medical Electrical Equipment: General
Requirements for Safety

94-2006. . ..o UL Standards for Safety Test for Flammability of
Plastic Materials for Parts in Devices and
Appliances-Fifth Edition

International Electromagnetic Commission (1EC):

801-2(1991) . ... ... Electromagnetic Compatibility for Industrial-
Process Measurement and Control Equipment-Part
2: Electromagnetic Discharge Requirements
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PART 2 - PRODUCTS
2.1 NOT USED — EXISTING SYSTEM

PART 3 - EXECUTION

3.1 INSTALLATION

A. Install ceiling mounted patient lift system as per manufacturer”s
instruction and under the supervision of manufacturer®s qualified
representative and as shown on drawings.

B. If the distance in between the suspended ceiling and anchors is more
than 18” consult with manufacturer to determine if lateral braces will
be required.

3.2 INSTRUCTION AND PERSONNEL TRAINING

A. Training shall be provided for the required personnel to educate them on

proper operation and maintenance for the lift system equipment.
3.3 TEST

A. Conduct performance test, in the presence of the COR and a
manufacturer®s field representative, to show that the patient lift
system equipment and control devices operate properly and in accordance
with design and specification requirements.

- --END- - -
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