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SECTION 23 82 16
AIR COILS

PART 1 ‑ GENERAL

1.1 DESCRIPTION


Heating and cooling coils for air handling unit and duct applications.

1.2 RELATED WORK

A.
Section 23 05 11, COMMON WORK RESULTS FOR HVAC AND STEAM GENERATION.

B.
Section 23 73 00, OUTDOOR CENTRAL-STATION AIR-HANDLING UNITS.

C.
Reheat coils for VAV terminals: Section 23 36 00, AIR TERMINAL UNITS.

1.3 QUALITY ASSURANCE 

A.
Refer to paragraph, QUALITY ASSURANCE, Section 23 05 11, COMMON WORK RESULTS FOR HVAC AND STEAM GENERATION.

B.
Unless specifically exempted by these specifications, heating and cooling coils shall be tested, rated, and certified in accordance with ARI Standard 4l0 and shall bear the ARI certification label.

1.4 SUBMITTALS

A.
Submit in accordance with Section 01 33 23, SHOP DRAWINGS, PRODUCT DATA, AND SAMPLES.

B.
Manufacturer's Literature and Data for Heating and Cooling Coils: Submit type, size, arrangements and performance details. Present application ratings in the form of tables, charts or curves.

C.
Provide installation, operating and maintenance instructions.

D.
Certification Compliance: Evidence of listing in current ARI Directory of Certified Applied Air Conditioning Products.

E.
Coils may be submitted with Section 23 73 00, OUTDOOR CENTRAL-STATION AIR-HANDLING UNITS.

1.5 APPLICABLE PUBLICATIONS

A.
The publications listed below form a part of this specification to the extent referenced. The publications are referenced in the text by the basic designation only.

B.
Air Conditioning and Refrigeration Institute (ARI):


Directory of Certified Applied Air Conditioning Products

ARI 4l0‑02
Forced-Circulation Air-Cooling Air-Heating Coils.

C.
American Society for Testing and Materials (ASTM):

B75/75M-02
Seamless Copper Tube (Metric)

D.
National Fire Protection Association (NFPA):

70-05
National Electric Code

E.
National Electric Manufacturers Association (NEMA):

250-03
Enclosures for Electrical Equipment (1,000 Volts Maximum)

PART 2 ‑ PRODUCTS

2.1 HEATING AND COOLING COILS

A.
Air Handling Unit Coils:  Refer to Section 23 73 00, OUTDOOR CENTRAL-STATION AIR-HANDLING UNITS.  

B.
Protection: Unless protected by the coil casing, provide cardboard, plywood, or plastic material at the factory to protect tube and finned surfaces during shipping and construction activities.

C.
Vents and Drain: Coils that are not vented or drainable by the piping system shall have capped vent/drain connections extended through coil casing.

D.
Cooling Coil Condensate Drain Pan: Section 23 73 00, OUTDOOR CENTRAL-STATION AIR-HANDLING UNITS.
2.2 REHEAT COILS, DUCT MOUNTED

A.
Description:  Continuous circuit coil fabricated to ARI 410.
B.
Piping Connections:  Threaded, on same side.  

C.
Tubes:  Copper, with aluminum fins spaced no closer than 0.1 inch, in galvanized-steel channel frame.  


1.
Fin and Tube Joint:  Mechanical bond. 

D.
Ratings:  Coils design tested and rated according to ASHRAE 33.  

E.
Source Quality Control:  Leak test to 400 psig under water.  

PART 3 ‑ EXECUTION

3.1 INSTALLATION

A.
Follow coil manufacturer's instructions for handling, cleaning, installation and piping connections.

B.
Comb fins, if damaged. 
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