1 C
] | ]
O
c |
=
oS b
® > 8| ]
_|
M
Py
@ 3

| L] |

(1188) (1190A)

1018
SWITCHBOARD
165

ELECT. STORAGE TELE. CLS
7 28 27
|
1018A
TOILET
1016 ) —P%
TELE. OPER.
160 ]

LOBBY
1012

dOV &
(v0

STORAGE
23
| | | T
(1198) 1197 1201 1203
— M. TOILET || F TOILET M.O.D. TOILET NORTH
112 (|jm 121 190 38
TOILET ©
. 1204
ELEC.
/ 42
] // |
o i

F. TOILET

53

CC-2

1021 | OFFICE OFFICE
I 176 144
WAITING AREA
213
e
[eYe) B
DD—1
/ SLADIOLUS
(BULBS BLUE MPON MIX
DRAIN
// FOSTERIANA
(EMPEROR TULIR
ELADIOLUS
FOSTERIANA (BULBS BLUE MOON MIX]
(EMPEROR TULIP)
RN(US
HBISCUS SYRIACUS
[ROSE OF SHORAN)
RN[US
LA g ) g
4 . a4
| N o . .A.q
N ) q
5 S A 4
9 .
. , <
g | A 4 AA'. < 4 .A.'
- < s
. ..'<A' .A 7, \
f “ a4y
.. A .. 2
A. < .
S 4. . <
N p 44 o
A .

W CONCRETE PULL OUT

FOR ITRAFFIC TO BE CONSTRUCTED
SBEFORE PHASE | DEMOLITION

CAN BEGIN.

CONCRETE CURBING

NEW STOREFRONT SLIDING GLASS DOOR
TO BE INSTALLED MIN. OPENING 42°

CONCRETE PAD TO BE IN PLACE
ScFORe PHASE | DEMOLITION.
CONCRETE PAD TO BE DESIGN BY

A REGISTER ENGINEER AND SUBMITTED
FOR GOVERNMENT APPROVAL.

Stk DRAWING 5=105

THE DEPTH TO BE NO MORE THAN 167

NEW CONCRETE SIDEWALK

MIN 727 WIDTH TO BE
CONSTRUCTED DURING
PHASE | DEMOLITION

NEW CONCRETE RAMP

WIDE NYLON WEBBING

2 X2 WOOD STAKE AT
OR BELOW GRADE

24\
Oz
N

OR 1-2" ABOVE GRADE

WIDE NYLON WEBBING

NOTES:

ALL PLANT MATERIALS SHALL BE IN ACCORDANCE WITH THE AMERICAN STANDARDS
FOR NURSERY STOCK [ANSI 60. 1-2004) PLANT ACCORDING TO ANSI A300 PART 6.
DIG THE PLANTING HOLE A MINIMUM OF 2x WIDTH OF ROOT-BALL FOR AT LEAST THE

FIRST 12 INCHES OF DEPTH.  BELOW 12 INCHES, DIG HOLE WIDE ENOUGH TO PERMIT
ADJUSTING. DO NOT DIG THE HOLE DEEPER THAN ROOT BALL DEPTH.

SCARIFY THE SUB-GRADE AND SIDES OF THE PLANTING HOLE WHEN PLANTING IN CLAY
SOILS (MORE THAN 15% CLAY)

LIFT AND SET THE TREE BY ROOT BALL ONLY. DO NOT LIFT USING THE TREE TRUNK
AND DO NOT USE TREE TRUNK AS A LEVER

SET THE TOP OF THE ROOT BALL LEVEL WITH THE SOIL SURFACE OR SLIGHTLY HIGHER
IF THE SOIL IS PRONE TO SETTLING,

AFTER THE TREE IS SET IN PLACE, REMOVE BURLAP, WIRE AND STRAPS FROM AT THE
LEAST THE UPPER ; OF ROOT-BALL.

BACKFILL WITH EXISTING SOIL THAT HAS BEEN WELL-TILLED OR BROKEN UP. DO NOT
ADD AMENDMENTS TO THE BACKFILL SOIL. AMEND THE SURFACE WITH MULCH.

USE THREE 2 X 2" WOOD STAKES DRIVEN INTO UNDISTURBED SOIL A MINIMUM OF 16
INCHES. SPACE STAKES EQUALLY AROUND THE TREE.

ATTACH 2 NYLON WEBBING TO CONNECT THE TREE TO STAKES. ATTACH WEBBING AT
1/3 TREE HEIGHT.

APPLY 2'-3" (SETTLED) DEPTH OR PINE STRAW OR BARK MULCH TO THE PLANTING
SURFACE. LEAVE A 2" SPACE AROUND THE TRUNK FOR AIR CIRCULATION.

PRUNING SHALL BE LIMITED TO DEAD, DISEASED, OR BROKEN LIMBS ONLY AND SHALL
BE IN ACCORDANCE WITH ANSI A300 SPECIFICATIONS,

REMOVE ANY TRUNK WRAP REMAINING AT TIME OF PLANTING. NO WRAPS SHALL BE
PLACED ON TRUNK

SPACING AS SPECIFIED
BY NURSERY
SUBMIT FOR GOVT. APPROVAL

L* MULCH THROUGHOUT

PLANTING BED
ADJACENT PLANTING

AREA OR PAVING

PLANTING MIXTURE AS SPECIFIED

10 BE BUILT BEFORE 3Y NURSERY
"HASE | DEMOLITION SUBMIT FOR GOVT. APPROVAL
CAN BEGIN. SLOPE OF NOTES:
RAMP SHALL BE NO MORE DIG PLANTING HOLE AT LEAST 2X THE WIDTH OF THE ROOT BALL OR CONTAINER
THAN 1 2O S LO |:) E SCARIFY SUB-GRADE AND SIDES OF PLANTING HOLE WHEN PLANTING IN CLAY SOIL.
SET THE TOP OF THE ROOT BALL LEVEL WITH THE SOIL SURFACE, OR T-2" ABOVE
IF SOIL 1S PRONE TO SETTLING.
IF CONTAINER GROWN PLANT, GENTLY SLIDE PLANT OUT OF CONTAINER DISTURB THE ROOTS.
IF B & B PLANT, REMOVE BURLAP FROM AT LEAST THE TOP 12 INCHES OF THE ROOT-BALL,
WITHOUT DISTURBING THE ROOT BALL.
REMOVE ALL CORD FROM THE TRUNK. REMOVE BURLAP WIRE BASKET [ IF PRESENT) FROM THE ROOT BALL.
BACK FILL THE PLANTING HOLE WITH EXCAVATED NATIVE SOIL, BROKEN UP OR TILLED.
WATER TO REMOVE AIR POCKETS.
DO NOT ADD AMENDMENTS.
PLACE PINE STRAW OR BARK MULCH ON THE SURFACE TO A [SETTLED ) DEPTH OF 1 TO 3 INCHES
KEY NOTES:
THE INTENT OF THE TEMPORARY FRONT ENTRANCE 1S TO

MAINTAIN B—2 ENTRANCE DURING RENOVATION OF THE EXISTING

FRONT ENTRANCE.

SIDEWALK WILL Be

THE SCALE IS 4 = 17

CONTRACTOR TO PROVIDE AND

INSTALL CONSTRUCTION FENCE.
FENCE SHALL BE A SOLID FENCE WITH MIN HEIGHT TO BE 84"

CONTRACTOR WILL HAVE TO BUILD NEW CONCRETE
PULL OFF WITH NEW CURB AND ACCESS RAMP TO NEW SIDEWALK.
INSTALLED AS NOTED ON THIS DRAWING.

NEW

THIS
METAL

FeNCe POST TO Bk AT BEVERY AT MIN TO WITH STAND WIND LOADS.

THE FENCE SHALL Br SOUTH OF TEMPORARY ENTRANCE AND PROVIDE
tNOUGH SPACE FOR THE CONTRACTORS MOBILIZATION, LAID DOWN YARD
OF MATERIALS, AND ANY ADDITIONAL SPACE REQUIRED TO RENOVATE THE

MAIN ENTRANCE OF B—Z2.

CONTRACTOR SHALL PROVIDE A FRONT GATE

10 BE SECURED AT ALL

TIMES AND SUBMIT FENCE LAYOUT FOR GOVERNMENT APPROVAL.

REFER DRAWING C—=105 FOR FINISH EXTERIOR OF B2 ENTRANCE TO

HELP

IN- THE PLANNING OF THE LAYOUT OF CONSTRUCTION FENCE.
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