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BEFORE STARTING ANY PROJECT WORK, SUBMIT A WRITTEN ELECTRICAL SAFETY PLAN
TO THE OWNER THAT COMPLIES WITH OSHA AND LATEST NFPA 70F, “ELECTRICAL
SAFETY IN THE WORKPLACE". ARRANGE AN ELECTRICAL SAFETY MEETING WITH THE
OWNER’S REPRESENTATIVE AND DISCUSS ELECTRICAL SAFETY INCLUDING
IDENTIFICATION OF HAZARDS AND PROCEDURES FOR DAILY WORK PLANS, MAINTAINING LOCATED IN RESTRICTED
RESTRICTED AND PROHIBITED ACCESS BY QUALIFIED AND UNQUALIFIED PERSONNEL. ACCESS RESEARCH
EACH ATTENDEE SHALL SIGN AN ATTENDANCE SHEET FOR THIS MEETING. LOCATED IN LOCATED IN LOCATED IN LOCATED IN LOCATED IN AREA DN CROUND
ELECTRIC ELECTRIC ELECTRIC ELECTRIC ELECTRIC
SOME INFORMATION TAKEN FROM EXISTING DRAWINGS. FIELD VERIFY ALL BREAKER, ROOM CLOZ. ROOM CLO2. ROOM CL24. ROOM CLO2. ROOM CLO2. FLOOR IN CLOSET DG11.
SWITCH, FUSE, CONDUCTOR, CONDUIT AND PANEL SIZES BEFORE REMOVING, ELC-FE ELC—DPD LC—FE SS—A LC—DPD
EXTENDING OR RECONNECTING TO EXISTING CIRCUITS. ~—-=-11 ~—---11 -1 -1 -1 GDDPr--====1
I I I I I I
EXISTING PANEL CIRCUIT DIRECTORIES MUST BE VERIFIED. TRACE ALL EXISTING o o o o . 208120V 3P 4w
POWER CIRCUITS THAT ARE REMOVED, RELOCATED, REFED, OR REUSED. UPDATE Lo Lo Lo L L L
PANEL SCHEDULES WITH NEW TYPED CIRCUIT DIRECTORIES. INDICATED SOURCE FEED | 1704, | 11004 | 1704 | 12004 | TQ0A | 1225
ON DIRECTORY. UPDATE AND RETYPE PANEL CIRCUIT DIRECTORIES. I N I Y I TN T S T R .
SR LOCATED SRR SR SRS SRR Lo | REPLACE EXISTING
[ | [ | [ [
ALL PANEL BOARDS SHALL BE PROVIDED WITH PRINTED IDENTIFICATION LABEL | ABOVE CEILING | | . | | 30—POLE PANEL WITH
IDENTIFYING WHAT EACH BREAKER FEEDS. PROVIDE PERMANENT LABELS ON EACH I RM C105 ! I ! I I COMPATIBLE 42—POLE
FIELD DEVICE (RECEPTACLE BACK BOXES, SYSTEMS FURNITURE POWER WHIPS, ETC.) ! BEHIND DUMB ! ! | ! ! PANEL AND TRANSFER
INDICATING WHICH ELECTRICAL PANEL AND CIRCUIT THE DEVICE IS FED FROM. | WAITER 3&4. | | | | | EXISTING  BREAKERS
i Sy Po——m——e : i Fo—-om oo 1 i ! INTO NEW PANEL.
| i | i i o 7 i LC—A | |
I —_—
’ | LIFE N e bl | | GC-A | e | |
| FUSED | SAFETY | | 1208Y/120V 3P 4W N L ey | " _1c-nmE
| | A v
UNLESS OTHERWISE REQUIRED BY THE CONNECTED EQUIPMENT 1A DISCONNECT_ T __ | RISER | |/ 11004 MCB r——i——JC—C i 1004) i i T r——i——JC—D o 208Y,/120V 3P 4W
P | 208v/120v 3P 4w P —e - . ! N | T. 1 208Y/120V 3P 4w L] L 704 | T. | 208Y/120V 3P 4w ) 225A MCB
l [ | | ' ' | TN | |
MINIMUM CIRCUIT FOR 115V SHALL BE 2412, #12EGC, IN 3/4"C ) 70A MCB | S SeATRUSES ! ! L I/ 1704 mcB o L T /11004 McB } 120 |42 PoLes
FED FROM A 1P—20A C/B. SHARED NEUTRALS ARE NOT 42POLES | | L b Lo o | Lo 11726 1. 22,000 AIC
ACCEPTABLE. MINIMUM CIRCUIT SIZE FOR 208V/18 SHALL BE 22.0004IC Ll L ELS1A—A | L o i o | | Le-AT o #1N, ,)4‘86\ ,
2#12, #12EGC, IN 3/4°C FED FROM A 2P—20A C/B. MINIMUM T 208Y/120V 3P 4w ! ! ! ! Lo : | N Lo d >
CIRCUIT SIZE FOR 208V/38 SHALL BE 3#12, #12EGC, IN 3/4°C L | | | | | | 1004) | 106
FED FROM A 3P—20A C/B. PROVIDE FULL SIZE NEUTRAL REPLACE EXISTING |17 17004 MCB | | | | | L o
CONDUCTOR WHEN NEUTRAL IS INDICATED OR REQUIRED BY PANEL WITH AND o ! ! ! | | ! 208Y,/120V 3P 4W
CONNECTED EQUIPMENT. PROVIDE AN INSULATED GREEN TRANSFER EXISTING A | | | | o ] - ) 100A MCB
EQUIPMENT GROUNDING CONDUCTOR (EGC) WITH EACH CIRCUIT. CIRCUITS INTO NEW S X | | | | | L
BOND RACEWAY, JUNCTION BOXES, DISCONNECTS AND PANEL PANEL. PROVIDE NEW | | £o0—C | | £20-A | | 42 POLES
BOXES TO EQUIPMENT GROUNDING CONDUCTOR PER NEC. BREAKERS. EXISTING ! ! e e . L Lc-ATA 22,000 AlC
PROVIDE INSULATED GREEN WITH YELLOW TRACER ISOLATED BREAKERS MAY NOT | | I A A T L ! N
GROUNDING CONDUCTOR WHERE IG IS CALLED FOR. BE REUSED. ! | | 60A ) 1 1904 ) U o YA NEW PANEL
' | | [l | | o | 7
ALL WIRE SIZES ARE BASED ON COPPER CONDUCTORS. L i o T 1 208v/120v 3P 4w Lo
ALUMINUM CONDUCTORS SHALL NOT BE USED UNLESS APPROVED | A L Y1004 MCB Lo
BY OWNER AND LOCAL AUTHORITY. PROVIDE THHN,/THWN—2 foc—pg | e 4 b - b L]
INSULATION FOR GENERAL CONDUCTORS. PROVIDE XHHW-2 A A
INSULATION FOR SERVICE ENTRANCE CONDUCTORS OR AS oo Lo
REQUIRED BY THE UTILITY COMPANY. o b g
| I |
INCREASE CONDUIT SIZE PER THE NEC WHEN THE COMBINATION | 504 |
OF SWITCHING AND POWER CONDUCTORS EXCEED THE CONDUIT LN
CAPACITY. DERATE CONDUCTORS PER NEC WHEN MULTIPLE L]
CIRCUITS ARE RUN IN SAME CONDUIT. |
|
|
E2C-B1 | __
i 3 i
| | |
| | |
| | |
| | |
| | |
| | |
W SCALE: NOT TO SCALE
i 2y 2y z i i i i
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DISPATCH DISPATCH DISPATCH OPERATORS OPERATIONS INVESTIGATORS ROLL CALL DEPUTY CHIEF CHIEF
Ii??gM VRISRI:ﬁS)TATION gMOR':ﬁS,TA“ON ROOM 114 ROOM 100 ROOM 102 ROOM 111 ROOM 110 ROOM 108
DATA CLOSET
ROOM C162
POLICE AREA = 49 DATA CABLES/28 TEL. CABLES
ALL CABLES SHALL BE RUN BACK TO CLOSET C162 AND
TERMINATED PATCH PANEL AND 110 BLOCKS WHERE
DIRECTED BY VA I.T. DEPARTMENT. TV FUTURE CABLES
SHALL BE LABLED AND HAVE 10FT SLACK FOR FUTURE
TERMINATION TO PATCH PANEL.
POINT IN DIRECTION OF FIRST FLOOR — NEW POLICE AREA
CABLE TRAY OR RUN.
RUN TEL CAT 6 DATA RUN (2) DATA (1) TEL CAT 6 DATA LEGEND
CABLE. TERMINATE, LABEL CABLES. TERMINATE, LABEL AND TEST XD/YT X= NO. OF DATA CABLES, Y = N. OF TELEPHONE CABLES.
AND TEST EACH CABLE AND EACH CABLE AND JACK. CABLE JACKET
JACK. CABLE JACKET COLORS SHALL BE GREY FOR - "
COLORS SHALL BE GREY. ANCLE TOWARDS DIRECTION %%H%/fs: DﬁLTgEBFg/SR?ATA A PORT, S ¢ S
OF DATA/TEL MAIN RACEWAY ‘ 8 8 i
OR CABLE BUNDLES EMT CONDUIT CAT. 6 CABLE CAPACITY SCHEDULE Al ZD/V" G AL AR AL
NYLON BUSHING NYLON BUSHING vy v
SiZE CAT. 5 OR 6  |EMT AREA 40% | FMC AREA 40% ooy SPATCH ooy TOCu ORS
_/ | I _/ . | # CABLES | pia JAREA (IN/SQ.IN.)| FILL (SQIN.) | FILL (SQ.IN.)
| _ | |
CEILING AN CEILING = 3/4” 4 0.24/0.045 0.213 0.213 DATA' CLOSET
e AN e = 0.24,/0.045 0.346 0.327 TEMPORARY DISPATCH AREA = 4 DATA CABLES/4 TEL. CABLES ROOM €162
N N : : . : TEMPORARY OPERATORS AREA = 6 DATA CABLES/4 TEL. CABLES
TV TV 1—1/4" 11 0.24/0.045 0.598 0.511
' ! " ! ! . —1/2" ALL CABLES SHALL BE RUN BACK TO CLOSET C162 AND
I l RUN 3/4" EMT UP I I RUN 17 EMT UP TO 1-1/2 16 0.24/0.045 0.814 0.743 TERMINATED PATCH PANEL AND 110 BLOCKS WHERE
| | TO CEILING SPACE. | / CEILING SPACE. 2” 29 0.24,/0.045 1.342 1.307 DIRECTED BY VA I.T. DEPARTMENT. CABLES TO BE REMOVED
| | | | ; AFTER TEMPORARY ROOMS ARE RESTORED TO NORMAL USE.
' - ' - 2-1/2 43 0.24/0.045 2.343 1.963
@ ~ | @ — FIRST FLOOR — TEMPORARY AREAS
FACEPLATE BY _/ [ PROTRUDING PINS FOR WALL 3 62 0.24/0.045 3.538 2.827
MOUNT PHONE SUPPORT — o
CABLING VENDOR T N SUPORT o 3-1/2 85 0.24/0.045 1.618 3.848
ARE CALLED OUT (TW). [ 4” 111 0.24,/0.045 5.901 5.027
L1
/ ACEPLATE By _/ — PROVIDE PULL STRINGS IN ALL CONDUIT RUNS. TABLE IS A GUIDE.
DIFFERENT CABLE QUANTITIES MAY BE USED PER NEC OR EIA/TIA—569 "
N L] W CABLING VENDOR [ GUIDELINES. -
LABEL < —— =
SYMBOL FOR WALL PHONE MOUNTING _// 5 /1T /1T b
PLATE. MOUNT CENTER AT 42°AFF.
LABEL P.V. TRAINING OFFICE
ROOM A168B ROOM 119
\Y Y
\ DATA CLOSET
= ROOM A174
UNLESS OTHERWISE NOTED, PROVDE NOTE: ONLY VA DATA/TEL CABLES ARE SHOWN. PLV. AREA = 5 DATA CABLES/2 TEL. CABLES
SINGLE—GANG DEVICE BOX FOR TELEPHONE - ADDITIONAL DATA AND COMMUNICATION CABLES
PORT. MOUNT 18" AFF AND 6” ABOVE AND DATA PORTS. MOUNT 18” AFF AND 6” ARE REQUIRED FOR BER—NATIONAL AND UNITED ALL CABLES SHALL BE RUN BACK TO CLOSET A174 AND
COUNTERS; RJ—45 (1—PORT) WITH 568A ABOVE COUNTERS; RJ—45 (3—PORT) WITH 568A RADIO SYSTEMS. DIRECTED BY VA I.T. DEPARTMENT. TV FUTURE CABLES
PUNCH DOWN PUNCH DOWN SHALL BE LABLED AND HAVE 10FT SLACK FOR FUTURE
NOTE: TERMINATION TO PATCH PANEL.
NOTE: nle:
FIRST FLOOR - P.LV. AREA
PROVIDE WHEREVER 4 SYMBOL OCCURS ON PLAN. PROVIDE WHEREVER 4 SYMBOL OCCURS ON PLAN.
W SCALE: NOT TO SCALE W SCALE: NOT TO SCALE W SCALE: NOT TO SCALE
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