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SAN SANITARY DRAINAGE — ABOVE GRADE 1. PROVIDE ALL LABOR AND MATERIALS NECESSARY TO COMPLETE THE SCOPE HOT | COLD
—— — sav=—=—— SANITARY DRAINAGE — BELOW GRADE OF WORK INDICATED ON THE DRAWINGS AND NOTES IN ACCORDANCE WITH
GENERALLY ACCEPTED STANDARDS AND THE NFPA 101, 54 & 99 AND THE TAG DESCRIPTION WASTE | VENT \WATER| WATER | MANUFACTURER & MODEL NO. REMARKS & APPLICATIONS
———————— VENT PIPING IPC 2012. PROVIDE ALL WORK BY LOCALLY LICENSED PLUMBERS AND We | VITREOUS CHINA ELONGATED WATER CLOSET, e PT = 7-1,/4” | KOHLER MODEL NO. K—4406 WITH SLOAN DA HEICHT — Rl AT 17 AFF
- COLD WATER APPROVED CONTRACTORS. ARRANGE FOR AND PAY FOR ALL INSPECTIONS AND FLOOR MOUNTED, TOP SPUD, 1.28 GPF MODEL NO. 111—1.28 FLUSH VALVE AND
PERMITS REQUIRED BY LOCAL AUTHORITIES. ; A ' \
__ HOT WATER FLUSH VALVE, OPEN FRONT NO COVER SEAT KOHLER MODEL NO. K—4666—C SEAT
-—-- HOT WATER RETURN 2. PROVIDE ALL LABOR AND MATERIALS REQUIRED FOR COMPLETE INSTALLATION LAV | WALL HUNG VITREOUS CHINA 20"x27" 1-1/2" | 1-1/2"| 1/2” 1/2” | KOHLER MODEL NO. K—1729 WITH AMERICAN | ADA HEIGHT — MOUNT AT 34" AFF. OFFSET TRAP
OF THE INDICATED SYSTEMS AND EQUIPMENT ACCORDING TO THE NEW YORK LAVATORY W/4" CENTERS. GOOSENECK STANDARD MODEL NO. 7502.170 FAUCET AT WALL & INSULATE PIPING FOR ADA USE.
EXSAN EXISTING SANITARY DRAINAGE — ABOVE GRADE STATE PLUMBING CODE AND MANUFACTURER’S RECOMMENDATIONS. , \
— — EXSAN — —— EXISTING SANITARY DRAINAGE — BELOW GRADE A e W 4 T SEADE FANDLES,
3. PAY ALL EXPRESS SHIPPING CHARGES FOR WARRANTY REPAIR PARTS. OFFSET DRAIN & CRID STRAINER " " " "
EXST EXISTING STORM DRAINAGE — ABOVE GRADE SK | 19x19 STAINLESS STEEL, SINGLE 2 1-1/2"| 1/2 1/2” | ELKAY MODEL NO. LRAD1919 WITH OFFSET TRAP AT WALL & INSULATE PIPING FOR ADA
—— —— EXST— —— EXISTING STORM DRAINAGE — BELOW GRADE 4. PROVIDE SCHEDULING AND NOTIFICATION TO PROJECT REPRESENTATIVE FOR COMPARTMENT COUNTERTOP SINK WITH 2 AMERICAN STANDARD MODEL NO. 6542.175 | USE.
____________ _ SYSTEM SHUTDOWNS. RESTORE EXISTING EQUIPMENT AND SYSTEMS TO REMAIN HANDLE, ADA COMPLIANT DECKMOUNT FAUCET. FAUCET
EX== EXISTING VENT PIPING TO PROPER WORKING OPERATION.
_ EX— EXISTING COLD WATER SH | 48x36 ACRYLIC SHOWER WITH PRESSURE 2” 1-1/2"| 1/2” 1/2” | AQUAGLASS MODEL NO. 634834AL WITH MOUNT TRIM AT ADA HEIGHTS.
BALANCED SHOWER MIXING VALVE SHOWER SYMMONS TEMPTROL Il SHOWER VALVE
__ EX— EXISTING HOT WATER 5. PROVIDE EMERGENCY SERVICE INFORMATION TO PROJECT REPRESENTATIVE. EAD, OPERATING. AT 1.5 GPY FLOW RATE SODEL 25 S0 33Dyl P
—— - — -~ ——&x— EXISTING HOT WATER RETURN 6. PROVIDE ALL WORK TO THE SATISFACTION OF THE PLUMBING INSPECTOR. SLIDE' BAR AND HAND HELD SHOWER HEAD
EX02 EXISTING OXYGEN PIPING — » _ _ »
7. PROVIDE ALL FIRE STOPPING OF PENETRATIONS, SEALING OF ROOF ICE | ICE MACHINE — COUNTERTOP 7 1/2” | PURCHASED BY VA PROVIDE WATER FILTER AS REQUIRED BY
EXMVAC EXISTING MEDICAL VACUUM PIPING PENETRATIONS AND SUPPORTING OF EQUIPMENT. PROPERLY SEAL AND FLASH MANUFACTURER'S RECOMMENDATIONS
— CLEAN OUT WALL PLATE ALL ROOF PENETRATIONS.
4 CLEAN ouT 8. LEGALLY DISPOSE OF ALL UNWANTED CONSTRUCTION DEBRIS. SUCH DEBRIS
) CLEAN OUT DECKPLATE SHALL BECOME PROPERTY OF THE CONTRACTOR. NOTES: 1. ALL FIXTURES SHALL HAVE INDIVIDUAL CHROME ANGLE STOPS, TRAPS AND ESCUTCHEONS.
a CLEANOUT TO GRADE 9. EVERY EFFORT HAS BEEN MADE TO ENSURE THE ACCURACY OF THE 2. ALL WALL MOUNTED FIXTURES SHALL BE SUPPORTED BY CONCEALED, FLOOR MOUNTED PLUMBING FIXTURE CARRIERS. WALL BRACKETS OR CLIPS ARE NOT ACCEPTABLE. NOTIFY
—,  NON—FREEZE WALL HYDRANT DRAWINGS AGAINST EXISTING SITE CONDITIONS. HOWEVER, THE CONTRACTOR ENGINEER OF ANY CONFLICTS WITH INSTALLATION OF CONCEALED CARRIERS.
5 FLOOR DRAIN WILL BE REQUIRED TO CHECK ALL DRAWINGS ISSUED TO HIM AGAINST
o CONDITIONS AT THE SITE. HE (THE CONTRACTOR) IS REQUIRED TO 3. LAV SHALL BE SUPPORTED BY JAY R. SMITH FIG. 0700—27—-M31 CONCEALED ARM FIXTURE CARRIER.
== FLOOR DRAIN WITH TRAP IMMEDIATELY REPORT TO THE ARCHITECT / ENGINEER ANY DISCREPANCY
i UNION BETWEEN THE DRAWINGS AND EXISTING CONDITIONS. NO ALLOWANCE. FOR 4. PROVIDE SUBMITTALS FOR ALL FIXTURES. PROVIDE COPIES TO ARCHITECT FOR REVIEW OF ALL FIXTURES AND FIXTURE FINISH COLORS.
- SHUT—OFF VALVE ADDITIONAL PAYMENT WILL BE MADE FOR THE CONTRACTOR'S FAILURE 7O 5. MODEL NUMBERS LISTED IN SCHEDULE ARE FOR GENERAL REFERENCE ONLY AND NOT FOR ORDERING. CONTRACTOR SHALL REVIEW MODEL NUMBERS AND SPECIFIED FEATURES
LOBE VALVE VERIFY ALL EXISTING SITE CONDITIONS WITH THE CONTRACT DOCUMENTS. WITH THE FACTORY PRIOR TO PLACING THER FINAL ORDER.
- PLUG VALVE T O oNALL VERIFY ACTUAL LOCATIONS OF ALL UTILITIES PRIOR TO 6. ALL PLUMBING FIXTURES NOT SHOWN ON PLAN. PROVIDE FIXTURES AS REQUIRED TO MEET THE DESIGN INTENT BY THE OWNER.
—N- CHECK VALVE '
B SOLENOID VALVE 11. THE CONTRACTOR IS RESPONSIBLE FOR SAFEKEEPING OF EQUIPMENT AND 7. PROVIDE SHOCK ARRESTORS ON CW SUPPLY PIPING TO FLUSH VALVES ACCORDING TO PLUMBING DRAINAGE INSTITUTE SIZING CRITERIA.
RELIEF VALVE MATERIALS INCLUDING THOSE: SUPPLIED BY THE OWNER. 8. ARCHITECT / OWNER TO REVIEW PLUMBING FIXTURE SELECTION AND APPROVE PRIOR TO ORDERING.
STRAINER 12. SECURE ALL NEW CONSTRUCTION WITH FASTENERS OF ADEQUATE SIZE AND
AT PROPER SPACING TO INSURE THAT ALL MATERIALS WILL REMAIN SECURELY
? PRESSURE GAUGE FIXED IN POSITIONS SHOWN.
1] THERMOMETER
1] SHOCK ARRESTOR 13. COORDINATE THE FINAL LOCATIONS OF PLUMBING LINES AND EQUIPMENT WITH
ACTUAL FIELD LOCATIONS OF STRUCTURAL MEMBERS, LIGHTS, CONDUIT, FLOOR DRAIN SCHEDULE
oc— u TRAP DUCTWORK ETC. OFFSET OR RELOCATE PLUMBING LINES AS REQUIRED.
THERMOWELL
PA 14. CONCEAL ALL HORIZONTAL RUNS OF DOMESTIC HOT, COLD, SANITARY, PIPING REMARKS.
PIPE ANCHOR UNLESS OTHERWISE NOTED. TAG DESCRIPTION MANUF. & MODEL # APPLICATIONS
) POINT OF CONNECTION NEW TO EXISTING
FLBOW — UP 15. ROUGH FOR AND CONNECT ALL I[TEMS OF EQUIPMENT FURNISHED BY OTHERS FD—A | GENERAL PURPOSE, NICKEL BRONZE JAY R. SMITH FIG. 2010-A SEE PLUMBING PLANS FOR SIZES
© WHICH REQUIRE WATER, WASTE, AND VENT PIPING. FLOOR DRAIN WITH 8” ROUND STRAINER
— ELBOW — DN & TRAP PRIMER INLET CONNECTION
L TEE 16. OBTAIN WATER SAMPLES FROM LOCAL WATER SUPPLY AND TEST FOR .
| PRESENCE OF LEAD. LEAD LEVELS SHALL BE LESS THAN 15 PPB AS TESTED FD=B | VANDAL PROOF FLOOR DRAIN WITH 8 JAY R. SMITH FIG. 2010—-A WITH VANDAL | HOLDING ROOM
—— BRANCH OFF TOP BY A CERTIFIED LABORATORY. ROUND STRAINER & TRAP PRIMER INLET | PROOF COVER SEE PLUMBING PLANS FOR SIZES
® BRANCH OFF BOTTOM 17. COORDINATE SANITARY INVERT ELEVATIONS WITH ACTUAL INVERT TIE—IN POINTS CONNECTION
' PRIOR TO ANY PIPING INSTALLATION. NOTIFY ENGINEER OF ANY CONFLICTS. TP—1 | AUTOMATIC TRAP PRIMER VALVE WITH AIR PRECISION PLUMBING PRODUCTS PR—-500 | LOCATE IN A CONCEALED SPACE.
GAP FITTING TRAP PRIMER VALVE WITH AG—500 AIR PROVIDE 12x12 ACCESS DOOR IF
18. CONTRACTOR SHALL BE RESPONSIBLE FOR LEGAL OFF SITE DISPOSAL OF ALL GAP FITTING REQUIRED. INSTALL PER
EXCESS UNWANTED MATERIAL AND CONSTRUCTION DEBRIS DUE TO WORK OF MANUFACTURER’S INSTRUCTIONS.
ggsN%%rrlgj\?cr. SUCH MATERIAL SHALL BECOME PROPERTY OF THE TP—2 | AUTOMATIC TRAP PRIMER VALVE WITH PRECISION PLUMBING PRODUCTS PR—500 | LOCATE IN A CONCEALED SPACE.
‘ DISTRIBUTION UNITS AND AIR GAP FITTING. | TRAP PRIMER VALVE WITH DU-2 PROVIDE 12x12 ACCESS DOOR IF
DISTRIBUTION UNIT & AG—500 AIR GAP REQUIRED. INSTALL PER
ABBREVIATIONS 19. THE DRAWINGS ARE DIAGRAMMATIC. EXACT EQUIPMENT LOCATIONS, PIPE AND ’
DUCT ROUTING SHALL BE GOVERNED BY FIELD CONDITIONS. FIELD FITTING. MANUFACTURER'S INSTRUCTIONS.
ABY ABOVE COORDINATE ALL WORK BEFORE PURCHASING EQUIPMENT AND FABRICATING
PIPE AND DUCT. NO EXTRAS SHALL BE PERMITIED FOR RESTOCKING, NOTES: 1. COORDINATE FLOOR DRAINS WITH FLOORING MANUFACTURER/INSTALLER AND LAYOUT.
AD ACCESS DOOR REFABRICATION OR REMOVAL OF INSTALLED WORK DUE TO LACK OF E—
AFF ABOVE FINISH FLOOR COORDINATION WITH FIELD CONDITIONS. 2. VERIFY THAT AUTOMATIC TRAP PRIMERS ARE REQUIRED BY C.M.. PROVIDE TRAP PRIMERS FOR FLOOR DRAINS AS INDICATED
of CAST IRON ON THE DRAWINGS. INSTALL OFF NEAREST CW MAIN PER MANUFACTURER’S INSTRUCTIONS.
20. LEAK AND PRESSURE TEST PIPING IN ACCORDANCE WITH THE PLUMBING
CLG CEILING CODE. DISINFECT POTABLE WATER PIPING IN ACCORDANCE WITH THE 3. REFER TO PLUMBING PLANS FOR FLOOR DRAIN SIZES.
co CLEAN OUT PLUMBING CODE. CONCEALED OR BURIED PIPING SHALL BE TESTED AND
INSPECTED BEFORE IT IS CONCEALED OR BACKFILLED. 4. MODEL NUMBERS LISTED IN SCHEDULE ARE FOR GENERAL REFERENCE ONLY AND NOT FOR ORDERING. CONTRACTOR SHALL
CODP CLEAN OUT DECK PLATE REVIEW MODEL NUMBERS AND SPECIFIED FEATURES WITH THE FACTORY BEFORE PLACING THEIR FINAL ORDER.
cote CLEAN OUT TO GRADE 21. INSPECT EXISTING PIPING FOR SUITABILITY OF REUSE. NOTIFY
ARCHITECT/ENGINEER OF ANY CORRODED OR BRASS PIPING. NOTIFY
cowp CLEAN OUT WALL PLATE ARCHITECT/ENGINEER OF ANY LEAD WATER PIPING.
cw COLD WATER
DN DOWN 22. ALL VALVES, STRAINERS AND UNIONS FOR POTABLE WATER SHALL BE RATED
FOR THE INTENDED SERVICE AT 150 PSIG WORKING PRESSURE. PROVIDE BALL
Ewe ELECTRIC WATER COOLER VALVES FOR SHUTOFF DUTY. PROVIDE CHROME PLATED FIXTURE VALVES AT
D FLOOR DRAIN EACH FIXTURE FOR SHUTOFF.
HW HOT WATER 23. ALL PRODUCTS AND CONSTRUCTION INDICATED ON THE DRAWINGS AND
HWR HOT WATER RETURN SPECIFICATIONS SHALL BE CONSIDERED TO BE NEW UNLESS SPECIFICALLY
X )
£ NVERT ELEVATION NOTED AS EXISTING OR AS REUSED
LAV LAVATORY 24. ALL DEBRIS SHALL BE REMOVED FROM THE WORK AREAS AND OCCUPIED HVAC EQUIPMENT BY M.C.
NIC NOT IN CONTRACT AREAS AT THE END OF EACH DAY. ON SITE STORAGE OF MATERIALS SHALL ggzg,%(/“TrEBEOA%NUED 70
BE AS DIRECTED AND APPROVED BY THE OWNER. ALL MATERIALS THAT ARE et
NFWH NON—FREEZE WALL HYDRANT COMBUSTIBLE, OR NOT FIRE RETARDANT (SUCH AS WIRE AND SOLVENTS) .,
NTS NOT TO SCALE SHALL BE REMOVED FROM THE PROJECT SITE AT THE END OF EACH WORK 1~ CONDENSATE PIPE RUN IN
DAY UNLESS STORAGE AREAS ARE APPROVED BY THE CONSTRUCTION CEILING SPACE BY P.C.
PDI PLUMBING DRAINAGE INSTITUTE MANAGER.
POC POINT OF CONNECTION
25. ALL PLUMBING FITTINGS AND SPECIALTIES SHALL BE APPROVED FOR USE WITH
S SOoiL POTABLE WATER (NSF, AWWA OR FDA).
SA SHOCK ARRESTOR
Sy SHOWER 26. CONTRACTOR SHALL PROVIDE ALL MATERIALS, EQUIPMENT AND LABOR AS Iy
REQUIRED TO PROVIDE A COMPLETE INSTALLATION OF EQUIPMENT AND B
SK SINK SYSTEMS AS RECOMMENDED BY MANUFACTURER'S INSTALLATION INSTRUCTIONS. PARTITION .
P TYPICAL |
27. NOTIFY AND COORDINATE WITH OWNER BEFORE USING ANY VOLATILE OR FUME
Ur URINAL PRODUCING COMPOUNDS SUCH AS DUCT SEALANT, CLEANING FLUIDS AND
% VENT INSULATION GLUE. PROVIDE MEANS OF TEMPORARY VENTILATION.
CONDENSATE PIPE BY P.C.—————~__|
VIR VENT THRU ROOF 28. CONTRACTOR IS RESPONSIBLE FOR MAINTAINING CORRESPONDENCE AND oA
w WASTE FOLLOW—UP CORRESPONDENCE WITH ALL APPROPRIATE PARTIES IN ORDER TO
We WATER CLOSET MAINTAIN THE PROJECT CONSTRUCTION AND DELIVERY SCHEDULE. CONTRACTOR L
SHALL DELIVER SUBMITTALS WITH ADEQUATE REVIEW TIME PER SPECIFICATIONS -
AS NEEDED TO ORDER EQUIPMENT. "RUSH” REVIEW OF SUBMITTALS MAY NOT
BE PROVIDED SIMPLY AS A MEANS TO ACCELERATE DELIVERY SCHEDULES.
PROVIDE EQUIVALENT PRODUCTS BY OTHER THAN SPECIFIED MANUFACTURERS, LAVATORY BY P.C.
WHEN APPROVED BY ENGINEER, AS NEEDED TO MEET THE CONSTRUCTION \'
SCHEDULE UNLESS EQUIVALENT MANUFACTURERS ARE PROHIBITED, OR A L
SELECT GROUP OF MANUFACTURERS ARE GIVEN. WAKE CONNECTION TO TRAP 7 ><¥
29. PROVIDE APPLICABLE SUBMITTALS FOR EQUIPMENT AND FIXTURES TO ARM ABOVE SEAL OF TRAP VENT PIPING BY P.C.

ENGINEER FOR REVIEW BEFORE ORDERING EQUIPMENT. COORDINATE
SCHEDULING OF WORK TO ALLOW A MINIMUM OF TWO TO THREE WEEKS FOR
REVIEW TIME PLUS DELIVERY TIME. INADEQUATE SUBMITTALS WILL BE
RETURNED FOR RESUBMISSION. SUBMITTALS WILL BE DEEMED INADEQUATE IF
THEY ARE THE WRONG PRODUCT, OR DO NOT SPECIFY WHICH PRODUCT IS
BEING SUBMITTED WHEN MULTIPLE PRODUCTS ARE INCLUDED WITH
MANUFACTURER'S DATA. SUBMITTALS MARKED AS MAKE CORRECTIONS NOTED
MAY BE CONSIDERED SUITABLE FOR ORDERING EQUIPMENT IF CORRECTIONS
ARE COMPLIED WITH. PROVIDE ALTERNATE OR EQUIVALENT MANUFACTURERS
WHEN REQUIRED FOR DELIVERY TO MEET THE CONSTRUCTION SCHEDULES.
ENGINEER SHALL DETERMINE IFF A PRODUCT IS EQUIVALENT. CONTRACTOR
SHALL VERIFY THAT EQUIVALENT PRODUCTS HAVE THE PROPER SUPPORT AND
CLEARANCES NEEDED FOR INSTALLATION.
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