RENOVATE FACILITY RESTROOMS ACOUSTIC INSULATION
VAMC DAYTON, OHIO 06-01-12

SECTION 07 21 13
ACOUSTIC INSULATION

PART 1 - GENERAL
1.1 DESCRIPTION:
A. This section specifies acoustical insulation for buildings.
B. Acoustical insulation is identified by thickness and words "Acoustical Insulation".
1.2 RELATED WORK
A. Safing insulation: Section 07 84 00, FIRESTOPPING.
1.3 SUBMITTALS:
A. Submit in accordance with Section 01 33 23, SHOP DRAWINGS, PRODUCT DATA, AND
SAMPLES .
B. Manufacturer's Literature and Data:
1. Insulation, each type used
C. Certificates: Stating the type and thickness of the insulation to be installed.
1.4 STORAGE AND HANDLING:
A. Store insulation materials in weathertight enclosure.
B. Protect insulation from damage from handling, weather and construction operations before,
during, and after installation.
1.5 APPLICABLE PUBLICATIONS:
A. The publications listed below form a part of this specification to the extent referenced. The
publications are referenced in the text by basic designation only.
B. American Society for Testing and Materials (ASTM):
C270-10 ..oviieiiieeiiiireeeece e Mortar for Unit Masonry
C553-08 ..o Mineral Fiber Blanket Thermal Insulation for Commercial and

Industrial Applications

C578-10 ..vvveeveeeeeiiiiieeee e Rigid, Cellular Polystyrene Thermal Insulation

C591-09 ..vvvieiieeeeceeee e Unfaced Preformed Rigid Cellular Polyisocynurate Thermal
Insulation

CB65-06 ...ooevvveeriiiriiiiiiee e Mineral Fiber Blanket Thermal Insulation for Light Frame

Construction and Manufactured Housing

C954-10 ..ovvveiiiiieiiee e Steel Drill Screws for the Application of Gypsum Panel Products
or Metal Plaster Base to Steel Studs From 0.033 (0.84 mm) inch
t0 0.112 inch (2.84 mm) in thickness

C1002-07 wuvveveeeeeviineeeee e Steel Self-Piercing Tapping Screws for the Application of
Gypsum Panel Products or Metal Plaster Bases to Wood Studs
or Steel Studs

E84-10....ccciiiiiiiiiiiiieee e Surface Burning Characteristics of Building Materials
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F1667-11...ccccciiiiiiiiieeeeeeeiiiieee, Driven Fasteners: Nails, Spikes and Staples.

PART 2 - PRODUCTS
2.1 ACOUSTICAL INSULATION:
A. Mineral Fiber Batt or Blankets: ASTM C665. Maximum flame spread of 25 and smoke
development of 450 when tested in accordance with ASTM E84.
B. Thickness as required to fill stud cavity; of widths and lengths to fit tight against framing.
2.2 FASTENERS:
A. Staples or Nails: ASTM F1667, zinc-coated, size and type best suited for purpose.
B. Screws: ASTM C954 or C1002, size and length best suited for purpose with washer not less than
50 mm (two inches) in diameter.
2.3 TAPE:

A. Pressure sensitive adhesive on one face.

PART 3 - EXECUTION
3.1 INSTALLATION - GENERAL

A. Install batt or blanket insulation with tight joints and filling framing void completely. Seal cuts,
tears, and unlapped joints with tape.

B. Fitinsulation tight against adjoining construction and penetrations, unless specified otherwise.

3.2 ACOUSTICAL INSULATION:

A. Fasten blanket insulation between metal studs and wall furring with continuous pressure sensitive
tape along edges or adhesive.

B. Pack insulation around door frames and windows and in cracks, expansion joints, control joints,
door soffits and other voids. Pack behind outlets, around pipes, ducts, and services encased in
wall or partition. Hold insulation in place with pressure sensitive tape or adhesive.

C. Do not compress insulation below required thickness except where embedded items prevent

required thickness.

---END---
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