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SECTION 10 14 00 

SIGNAGE 

 

PART 1 - GENERAL 

1.1 DESCRIPTION  

A. This section specifies signage for the project.   

1.2 MANUFACTURER'S QUALIFICATIONS 

 Sign manufacturer shall provide evidence that they regularly and 

presently manufactures signs similar to those specified in this section 

as one of their principal products. 

1.3 SUBMITTALS 

A. Submit in accordance with Section 01 33 00, SHOP DRAWINGS, PRODUCT DATA 

AND SAMPLES. 

B. Manufacturer's Literature and Data:  

1. Showing the methods and procedures proposed for the concealed 

anchorage of the signage system to each surface type. 

2. Manufacturer’s printed specifications, anchorage details, 

installation and maintenance instructions. 

3. Drawing indicating size, lettering, color, and configuration of sign.   

1.4 DELIVERY AND STORAGE 

A. Deliver materials to job in manufacturer's original sealed containers. 

Protect materials from damage.  

B. Package to prevent damage or deterioration during shipment, handling, 

storage and installation.  Maintain protective covering in place and in 

good repair until removal is necessary. 

C. Deliver signs only when the site and mounting services are ready for 

installation work to proceed. 

D. Store products in dry condition inside enclosed facilities. 

1.5 COLORS AND FINISHES: 

As indicated on the drawings.   

PART 2 - PRODUCTS 

2.1 GENERAL 

A. Signs of type, size and design shown on the drawings and as specified. 

B. Signs complete with lettering, framing and related components for a 

complete installation. 

C. Provide graphics items as completed units produced by a single 

manufacturer, including necessary mounting accessories, fittings and 

fastenings. 

D. Do not scale drawings for dimensions. Contractor to verify and be 

responsible for all dimensions and conditions shown by the drawings.  
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COR to be notified of any discrepancy in drawing, in field directions or 

conditions, and/or of any changes required for all such construction 

details. 

E. The Contractor, by commencing work of this section, assumes overall 

responsibility, as part of his warranty of work, to assure that 

assemblies, components and parts shown or required within the work of 

the section, comply with the Contract Documents. The Contractor shall 

further warrant: That all components, specified or required to 

satisfactorily complete the installation are compatible with each other 

and with conditions of installations. 

2.2 PRODUCTS 

A. Signs shall be as indicated on the drawings.   

PART 3 - EXECUTION  

3.1 INSTALLATION 

A. Protect products against damage during field handling and installation. 

Protect adjacent existing and newly placed construction and finishes as 

necessary to prevent damage during installation. Paint and touch up any 

exposed fasteners and connecting hardware to match color and finish of 

surrounding surface. 

B. Mount signs in proper alignment, level and plumb according to the 

drawings.  Where otherwise not dimensioned, signs shall be installed 

where best suited to provide a consistent appearance throughout the 

project. When exact position, angle, height or location is in doubt, 

contact COR for clarification. 

C. Contractor shall be responsible for all signs that are damaged, lost or 

stolen while materials are on the job site and up until the completion 

and final acceptance of the job. 

D. Remove or correct signs or installation work COR determines as unsafe or 

as an unsafe condition. 

E. At completion of sign installation, clean exposed sign surfaces. Clean 

and repair any adjoining surfaces that became soiled or damaged as a 

result of installation of signs. 

F. Locate signs as shown on the drawings. 

G. Furnish inserts, anchoring devices, etc. which must be set in concrete 

or other material for installation of signs.  

- - - END - - - 


