O MOTOR, SINGLE—PHASE O LED TYPE DOWN LIGHTING FIXTURE
B
> TRANSFORMER LED 2’ X 4 LIGHTING FIXTURE. NUMBER INDICATES
1 CIRCUIT AND SMALL LETTER INDICATES CONTROLLING SWITCH.
1 EARTH GROUND
JUNCTION BOX WITH COVER, CODE GAGE AND SIZE AS REQUIRED. A LED 2’ X 4’ LIGHTING FIXTURE. NUMBER INDICATES
WHEN SHOWN FOR EQUIPMENT ON PLANS, THIS CONTRACTOR SHALL 1 CIRCUIT AND SMALL LETTER INDICATES CONTROLLING SWITCH.
QD DO ALL REQUIRED WIRING FOR THAT EQUIPMENT AS PER
MANUFACTURERS RECOMMENDATIONS.
aars_ BRANCH CIRCUIT HOMERUN. LINES INDICATE NUMBER OF CIRCUTTS, (> DIRECTIONAL LED TYPE LIGHTING FIXTURE
NEUTRAL, AND SWITCH LEG CONDUCTORS. ONE SEPARATE GREEN
GROUNDING CONDUCTOR SHALL BE PROVIDED FOR EACH HOMERUN;
NOT SHOWN e====a  UNDERCOUNTER/UNDERCABINET LIGHTING FIXTURE.
——  WIRE IN CONDUIT CONCEALED IN WALL OR CEILING. (03 O LGHT FIXTURE, WALL MOUNTED
~— =~ WIRE IN CONDUIT EXPOSED.
— T~ WIRE IN CONDUIT CONCEALED IN CONCRETE OR UNDERGROUND.
LIGHT FIXTURE, LED TYPE ON EMERGENCY.
T ~  WRE IN CONDUIT CONCEALED IN CEILING BELOW. " NL' INDICATES NIGHT LIGHT (UNSWITCHED)
wz 277/480V PANELBOARD, FLUSH MOUNTED ®zr LED TYPE DOWN LIGHTING FIXTURE ON EMERGENCY. NL’ INDICATES
NIGHT LIGHT (UNSWITCHED)
2 277/480V PANELBOARD, SURFACE MOUNTED
@1 EXIT LIGHT FIXTURE LED TYPE
- 120,/208V PANELBOARD, FLUSH MOUNTED \
INDICATES WALL MOUNTED.
= 120,/208V PANELBOARD, SURFACE MOUNTED INDICATES DIRECTION OF FACE.
INDICATES DIRECTION OF ARROW, IF ANY.
S RECEPTACLE, DUPLEX
. COMMUNICATION SYMBOLS
©CT  'CT" INDICATES DEVICES DO BE LOCATED ABOVE COUNTER
v COMBINATION TELEPHONE AND DATA OUTLET. (1) DATA AND (1)
TELEPHONE JACKS. PROVIDE 3/4” EMPTY CONDUIT STUBBED
e RECEPTACLE, DUPLEX ON EMERGENCY ABOVE HUNG CEILING SPACE. PROVIDE FACEPLATE WITH JACKS
TO MATCH OWNER EQUIPMENT AS REQUIRED.
8 RECEPTACLE, DUPLEX WITH GROUND FAULT CIRCUIT INTERRUPTER
v DATA OUTLET ONLY. PROVIDE 3/4” EMPTY CONDUIT STUBBED
WP ABOVE HUNG CEILING SPACE. PROVIDE FACEPLATE WITH JACKS
[ WP" INDICATES WEATHER—PROOF RECEPTACLE, DUPLEX WITH TO MATCH OWNER EQUIPMENT AS REQUIRED.
GROUND FAULT CIRCUIT INTERRUPTER AND IN—USE COVER
TELEPHONE OUTLET, DESK TYPE. PROVIDE 3/4” EMPTY CONDUIT
= RECEPTACLE, DUPLEX WITH GROUND FAULT CIRCUIT INTERRUPTER w  STUBBED ABOVE CEILING. “W" INDICATES WALL MOUNTED TYPE
ON EMERGENCY ) 4 (5'~0" AFF). IN AREAS WHERE THE CEILINGS ARE USED AS A
RETURN AIR PLENUM, PROVIDE A COMPLETE CONDUIT SYSTEM OR
AN APPROVED CABLE FOR USE IN PLENUM CEILINGS.
B RECEPTACLE, QUADRAPLEX
7y OUTLET, TELEVISION. 4 11/16” BOX WITH SINGLE GANG MUD RING,
2 RECEPTACLE, QUADRAPLEX ON EMERGENCY POWER 4 COVER TO HAVE JACK TO MATCH OWNER EQUIPMENT. TELEVISION
OUTLET SHALL BE MOUNTED ADJACENT DUPLEX RECTACLE SERVING
TV. VERIFY MOUNTING HEIGHT TELEVISION WITH ARCHITECTURAL
© RECEPTACLE, SINGLE ELEVATIONS.
N RECEPTACLE, SPECIAL PURPOSE [  TELEPHONE TERMINAL CABINET
VERIFY PRONG CONFIGURATION AND RATING
T8 TELEPHONE BACKBOARD (WALL MOUNTED)
F DISCONNECT SWITCH, FUSED
b DISCONNECT SWITCH, UNFUSED ELECTRICAL CONTRACTOR SHALL FURNISH AND INSTALL ALL WIRING
FOR TELEPHONE, DATA AND INTERNET SYSTEMS AS DIRECTED. VERIFY
ALL CABLE TYPES AND TERMINATION POINTS.
X+ STARTER, COMBINATION WITH DISCONNECT SWITCH
$ MANUAL MOTOR STARTER M NURSE CALL EMERGENCY STATION. MTD 48" AFF, NURSE CALL STATION
LOCATED AT TOILET LOCATIONS SHALL BE MOUNTED 36" AFF AND WITHIN 12"
FROM THE FRONT OF THE TOILET BOWL
ELECTRICAL SYMBOLS - LIGHTING PLAN
Sa  SINGLE POLE SWITCH. SMALL LETTER INDICATES CIRCUIT OR
FIXTURE CONTROLLED. MORE THAN ONE LETTER INDICATES N NURSE CALL CORRIDOR DOME LIGHT
NUMBER OF SWITCHES.
S3  THREE WAY SWITCH.
S4  FOUR WAY SWITCH.
Skey SINGLE POLE SWITCH (KEY OPERATED)
SD  DIMMER SWITCH/POWER PACK. LUTRON CATALOG NO. DVIV—BR/PP—120H
mw DUCT SMOKE DETECTOR
(3)  SMOKE DETECTOR
MOUNTING HEIGHTS
[F]  MANUAL FIRE ALARM PULL STATION
UNLESS NOTED OTHERWISE, ALL SWITCHES, RECEPTACLES,
A STROBE AND OUTLETS SHALL BE MOUNTED TO CENTERLINE AS
FOLLOWS:
(@  CELNG SPEAKER GENERAL AREAS
SWITCHES & PUSH BUTTONS +42” AF.F.
[CM]  CONTROL MODULE RECEPTACLES +18” AF.F.
VOICE/DATA +18” AF.F.
[MM]  MONITOR MODULE F.A. PULL STATION +42” AFF.
FA. HORN/STROBE 6'-8" A.F.F. (TO BOTTOM)
[DH]  MAGNETIC DOOR HOLDER F.A. STROBE 6'—-8” AF.F. (TO BOTTOM)
F.A. DUCT DETECTOR REMOTE INDICATOR IN CEILING DIRECTLY BELOW DETECTOR
F.A. REMOTE TEST STATION +42” AF.F.
@ CEILING/WALL MOUNTED PASSIVE INFRARED OCCUPANCY SENSOR DESK PHONES +A=m AF.F.
D7_355 WITH ADJUSTABLE TIME DELAY AND ADJUSTABLE SENSITIVITY, PAY PHONES 48" AF.F.

ELECTRICAL SYMBOLS - POWER PLAN

ELECTRICAL SYMBOLS - LIGHTING PLAN (CONT)

CONNECT TO THE RELAY/POWER SUPPLY AS PER THE

TELEPHONE FOR WHEELCHAIR PATIENT USE +36" A.F.F. (TO BOTTOM)

MANUFACTURER'S RECOMMENDATION. INITIALLY, SET TIME DELAY
FOR MAXIMUM TIME ON. RESET TIME DELAY AS DIRECTED BY
ARCHITECT. WATT STOPPER CAT.# DT—355

@ CEILING/WALL MOUNTED PASSIVE INFRARED OCCUPANCY SENSOR
REMOTE WITH ADJUSTABLE TIME DELAY AND ADJUSTABLE

CX—-100

SENSITIVITY, CONNECT TO THE RELAY/POWER SUPPLY AS PER

THE MANUFACTURER’S RECOMMENDATION. INITIALLY, SET TIME
DELAY FOR MAXIMUM TIME ON. RESET TIME DELAY AS DIRECTED
BY ARCHITECT. WATT STOPPER CAT.# CX-100

mM CEILING MOUNTED ULTRASONIC OCCUPANCY SENSOR WITH

W—2000A

ADJUSTABLE TIME DELAY. CONNECT TO THE RELAY/POWER SUPPLY
AS PER THE MANUFACTURER'S RECOMMENDATION. INITIALLY, SET

TIME DELAY FOR MAXIMUM TIME ON. RESET TIME DELAY AS
DIRECTED BY ARCHITECT. WATT STOPPER CAT.# W—2000A

[MS] DUAL TECHNOLOGY WALL SWITCH, PASSIVE INFRARED AND
ULTRASONIC OCCUPANCY SENSOR WITH ADJUSTABLE TIME DELAY
AND ADJUSTABLE SENSITIVITY. INITIALLY, SET TIME DELAY FOR

ALL RECEPTACLES AND SWITCHES LOCATED AT COUNTERS
SHALL BE MOUNTED 6" ABOVE COUNTER (A MAXIMUM OF

44" AFF TO TOP OF RECEPTACLE), UNLESS OTHERWISE
NOTED. REFER TO THE ARCHITECTURAL CONSTRUCTION
DOCUMENTS FOR ACTUAL LOCATIONS AND SPECIAL MOUNTING

DETAILS.
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GENERAL NOTES

THE ELECTRICAL INSTALLATION HEREIN SHALL BE DONE IN ACCORDANCE
WITH THE THE 2008 NATIONAL ELECTRICAL CODE AND SHALL COMPLY
WITH THE RULES AND REGULATIONS OF ALL LOCAL AND
GOVERNMENTAL ENFORCING AUTHORITIES.

REFER TO OTHER DRAWINGS AND/OR SPECIFICATIONS COVERING FIRE
PROTECTION, PLUMBING AND H.V.A.C. WORK FOR POSSIBLE ADDITIONAL
WORK TO BE PERFORMED UNDER THE ELECTRICAL CONTRACT.

THE ELECTRICAL CONTRACTOR SHALL COORDINATE HIS WORK WITH ALL
OTHER TRADES FOR EXACT LOCATION OF ALL MOTOR AND CONTROL
DEVICES. LOCATIONS AS SHOWN ON PLANS ARE APPROXIMATE. ALL FINAL
CONNECTIONS TO MOTOR TERMINALS SHALL BE DONE WITH A MINIMUM
18" OF LIQUIDTIGHT FLEXIBLE CONDUIT USING APPROPRIATE FITTINGS.
PROVIDE EXTERIOR GROUND WIRE WRAPPED AROUND FLEXIBLE CONDUIT
WHERE REQUIRED BY CODE, USE APPROPRIATE FITTINGS.

ALL AREAS ABOVE AND BELOW PANELBOARDS AND SWITCHBOARDS SHALL
BE FREE FROM WORK OF OTHER TRADES.

ALL WORKING CLEARANCES FOR PANELBOARDS AND SWITCHBOARDS SHALL
COMPLY WITH NATIONAL ELECTRICAL CODE: ARTICLE 110 AND ASSOCIATED
TABLES.

THIS CONTRACTOR SHALL FURNISH AND INSTALL ALL STRUCTURAL STEEL
SUPPORTS FOR ALL ELECTRICAL EQUIPMENT AND DEVICES SUCH AS
PANELBOARDS, MAGNETIC STARTERS, DISCONNECT SWITCHES, ETC.

ELECTRICAL CONTRACTOR SHALL FURNISH AND INSTALL ALL LABOR AND
MATERIAL REQUIRED TO PRODUCE, COMPLETE WORKING SYSTEMS. HE
SHALL FURNISH AND INSTALL COMPLETE WIRING FOR ELECTRICAL AND
MECHANICAL EQUIPMENT.

THIS CONTRACTOR SHALL BE RESPONSIBLE FOR FIELD MEASUREMENTS
AND VERIFICATION OF FIELD CONDITIONS PRIOR TO INSTALLATION OF
WORK. ANY CHANGE IN WORK NECESSITATED BY FAILURE OF THE ELECT.
CONTRACTOR TO COMPLY WITH THIS PROVISION SHALL BE UNDERTAKEN
BY THE ELECTRICAL CONTRACTOR AT HIS OWN EXPENSE.

THIS CONTRACTOR SHALL DO ALL NECESSARY CUTTING AND PATCHING
FOR WORK UNDER THIS CONTRACT. HE SHALL FURNISH AND INSTALL ALL
NECESSARY SUPPORTS AND BRACKETS REQUIRED FOR ALL EQUIPMENT
UNDER THIS CONTRACT.

WHERE CIRCUITS ARE TO BE CONNECTED TO EXISTING PANELBOARDS,
THE CONTRACTOR SHALL CONNECT TO SPARE BREAKERS OR PROVIDE
AND INSTALLING NEW BREAKERS (SAME INTERRUPTING CAPACITY) IN

PANEL SPACES.

THE ELECTRICAL CONTRACTOR SHALL DE—ENERGIZE ELECTRICAL CIRCUITS
IN AREA(S) BEING RENOVATED, BY DISCONNECTING THEM FROM THE
PANEL(S) TO WHICH THEY ARE CONNECTED. WHERE EXISTING ELECTRICAL
MATERIAL MUST BE REMOVED OR RELOCATED, ALL SUCH REMOVALS, AND
THE SUBSEQUENT REINSTALLATION THEREOF, IF NEEDED, SHALL BE
PERFORMED BY THIS CONTRACTOR, REGARDLESS OF WHETHER SUCH
REMOVALS ARE REQUIRED FOR WORK PERFORMED UNDER THE GENERAL,
MECHANICAL OR ELECTRICAL CONTRACT. AT THE COMPLETION OF THE JOB,
ALL EXISTING AND NEW RECEPTACLES, LIGHTING FIXTURES, ETC., ARE TO
BE LEFT READY FOR USEFUL OPERATION AND ANY DISCONTINUITY OF
ELECTRICAL WIRING WHICH MAY PREVENT SUCH OPERATION SHALL BE
REPAIRED BY THIS CONTRACTOR, WHO SHALL INSTALL NEW WIRING TO
THOSE LIGHTING FIXTURES, RECEPTACLES, ETC., IN QUESTION, USING
WIRING METHODS AS DESCRIBED IN SPECIFICATIONS.

ARCHITECT SHALL VERIFY MOUNTING HEIGHT OF DEVICES NOT INDICATED
ON THE ELECTRICAL PLANS. ALL RECEPTACLES LOCATED AT COUNTERS
SHALL BE MOUNTED 6" ABOVE COUNTER, UNLESS OTHERWISE NOTED.

THIS CONTRACTOR SHALL BE RESPONSIBLE FOR VERIFYING EXACT RATING
AND PRONG CONFIGURATION OF ALL SPECIAL PURPOSE RECEPTACLES WITH
EQUIPMENT BEING USED.

WHEN SWITCHES (Sab, Sa,Sb, ETC.) ARE SHOWN ON THE PLANS, FOR
NORMAL AND/OR EMERGENCY CIRCUIT, PROVIDE MULTI-GANG BACK BOX
AND FACEPLATE. NOTE: DO NOT COMBINE NORMAL AND EMERGENCY
CIRCUIT SWITCHES IN ONE COMMON BOX, PROVIDE INTEGRAL BARRIER

IN BACK BOX TO SEPARATE CIRCUITS.

DISCONNECT SWITCHES SHALL BE PROVIDED WHERE REQUIRED BY CODE,
WHETHER SHOWN ON THE PLANS OR NOT. USE HEAVY DUTY TYPE.

THIS CONTRACTOR SHALL UTILIZE EXISTING PANELS AND LIGHT FIXTURES
FOR TEMPORARY USE AND UNLESS OTHERWISE INSTRUCTED BY THE OWNER,
SHALL COMPLETELY REMOVE SAME INCLUDING ALL ASSOCIATED WIRING,
CONDUIT, ETC. BEFORE TURNING OVER THE PROJECT FOR COMPLETION.
WHERE EXISTING ELECTRICAL MATERIAL MUST BE REMOVED OR RELOCATED
ALL SUCH REMOVALS AND THE SUBSEQUENT REINSTALLATION THEREOF, IF
REQUIRED BY THE OWNER, SHALL BE PERFORMED BY THE ELECTRICAL
CONTRACTOR, REGARDLESS WHETHER SUCH REMOVALS ARE REQUIRED FOR
WORK UNDER THE GENERAL, MECHANICAL, PLUMBING OR THE ELECTRICAL
CONTRACT. ITEMS AND MATERIALS WHICH ARE NOT TO BE REINSTALLED,
SHALL BECOME THE PROPERTY OF THE ELECTRICAL CONTRACTOR. EXCEPT
FOR THOSE ITEMS OR MATERIALS THE OWNER AT HIS OPTION, WISHES TO
RETAIN. ITEMS AND MATERIALS THAT THE OWNER WISHES TO RETAIN SHALL
BE REMOVED AND STORED ON THE SITE BY THE ELECTRICAL CONTRACTOR,
WHERE DIRECTED BY THE OWNER. ITEMS AND MATERIALS WHICH BECOME
THE PROPERTY OF THE ELECTRICAL CONTRACTOR SHALL BE COMPLETELY
REMOVED BY HIM FROM THE SITE.

EACH RECEPTACLE AND ALL FIXED ELECTRICAL EQUIPMENT SHALL BE
GROUNDED BY AN INSULATED GROUNDING CONDUCTOR.

WHERE BOTH NORMAL AND EMERGENCY PANELBOARDS ARE SERVING
ELECTRICAL EQUIPMENT AND DEVICES IN ONE COMMON ROOM, GROUNDING
TERMINALS OF BOTH PANEL BOARDS SHALL BE BONDED TOGETHER.

PRIOR TO PURCHASE OF LIGHTING FIXTURES, COORDINATE FINAL CEILING
TYPES WITH ARCHITECT AND PROVIDE ALL ACCESSORIES AS REQUIRED

ELECTRICAL ABBREVIATIONS

1PH SINGLE—PHASE

1P SINGLE POLE

3PH THREE—-PHASE

4w FOUR-WIRE

A/C UNIT AR CONDITIONING UNIT

AFF ABOVE FINISHED FLOOR

AHJ AUTHORITY HAVING JURISDICTION
AIC AMPERE INTERRUPTING CAPACITY
AMP AMPERE

ATS AUTOMATIC TRANSFER SWITCH
BRKR BREAKER

C CONDUIT

CKT CIRCUIT

CKT BRKR CIRCUIT BREAKER

CRI COLOR RENDERING INDEX

cT CURRENT TRANSFORMER

cu COPPER

DN DOWN

DPDT DOUBLE POLE, DOUBLE THROW
DPST DOUBLE POLE, SINGLE THROW
DWG DRAWING

EL ELEVATION

ELEC ELECTRIC OR ELECTRICAL
ELEV ELEVATOR

EMER EMERGENCY

EMT ELECTRICAL METALLIC TUBING
ENCL ENCLOSURE

EWC ELECTRIC WATER COOLER

EWH ELECTRIC WATER HEATER
EXIST EXISTING

FA FIRE ALARM

FACP FIRE ALARM CONTROL PANEL
FLA FULL LOAD AMPS

FT FEET OR FOOT

FVNR FULL VOLTAGE NON-REVERSING
FVR FULL VOLTAGE REVERSING
GND GROUND

GEN GENERATOR

GFCI GROUND FAULT CIRCUIT INTERRUPTER
HOA HAND—OFF —AUTOMATIC

HP HORSEPOWER

HZ HERTZ

IMC INTERMEDIATE METAL CONDUIT
kv KILOVOLT

KVA KILOVOLT AMPERE

kW KILOWATT

LED LIGHT EMITTING DIODE

LTG LIGHTING

LTG PNL  LIGHTING PANEL

LTNG LIGHTNING

MAX

MCA
MCB
MCC
MDP
MECH

MOCP
MLO
MTG

NA
NEC
NEMA

NEUT
NFPA
NIC
NO
NS
NTS

PH

PNL
PVC
PWR

RCP

RECPT
RGS

SCC
SD
SHT
SPEC
SPST
SURF
SW
SWBD
SWGR

TEL
TYP

uL
UON
UTIL

VA
VFD
VOLT

WH
WP

XFER
XFMR

MAXIMUM

METAL—CLAD

MINIMUM CIRCUIT AMPS
MAIN CIRCUIT BREAKER
MOTOR CONTROL CENTER
MAIN DISTRIBUTION PANEL
MECHANICAL

MAXIMUM OVERCURRENT PROTECTION
MAIN LUGS ONLY
MOUNTING

NOT APPLICABLE

NATIONAL ELECTRICAL CODE

NATIONAL ELECTRICAL MANUFACTURERS
ASSOCIATION

NEUTRAL

NATIONAL FIRE PROTECTION ASSOCIATION
NOT IN CONTRACT

NORMALLY OPEN

NO SCALE

NOT TO SCALE

PHASE

PANEL

POLYVINYL CHLORIDE (PLASTIC)
POWER

REFLECTED CEILING PLAN
RECEPTACLE

RIGID GALVANIZED STEEL
ROOM

SHORT CIRCUIT CAPACITY
SMOKE DETECTOR

SHEET

SPECIFICATION

SINGLE POLE, SINGLE THROW
SURFACE

SWITCH

SWITCHBOARD

SWITCHGEAR

TELEPHONE
TELEVISION
TYPICAL

UNDERWRITERS LABORATORY
UNLESS OTHERWISE NOTED
UTILITY

VOLT

VOLT AMPERE

VARIABLE FREQUENCY DRIVE
VOLTAGE

WATT
WATER HEATER
WEATHERPROOF

TRANSFER
TRANSFORMER

DEMOLITION SYMBOL LIST AND NOTES

FOR A COMPLETE INSTALLATION.

ALL EMERGENCY RECEPTACLE FACEPLATES SHALL BE FACTORY
ENGRAVED AS DESCRIBED BELOW.

TOP PORTION OF PLATE: "EMERGENCY”

LOWER PORTION OF PLATE: PANEL DESIGNATION WHERE THE CIRCUIT
ORIGNATED. EXAMPLE: "PNL. EM—3" AND  CIRCUIT DESIGNATION.

EXAMPLE “"CKT.—11". HEIGHT OF NUMBER/LETTER SHALL BE 1/4"
MINIMUM. SUBMIT SAMPLES.

SEISMIC PROVISIONS ARE TO MEET THE REQUIREMENTS OF SEISMIC
CATEGORY 'C.

mlu EXISTING ELECTRICAL DEVICES OR NOTES
EQUIPMENT TO BE DISCONNECTED 1.
& AND REMOVED BY THE ELECTRICAL
= CONTRACTOR
ETR EXISTING ELECTRICAL DEVICES OR
® EQUIPMENT TO BE DISCONNECTED
ETR AND RELOCATED AND REINSTALLED
& BY THE ELECTRICAL CONTRACTOR
ETR
ER  RELOCATED ELECTRICAL DEVICES OR
®mm EQUIPMENT REFER TO LIGHTING AND
POWER PLANS
@mm

EX  EXISTING ELECTRICAL DEVICES TO
®mx REMAIN. BACKFEED AS REQUIRED

CONTRACTOR ALONG WITH WALL.
OF EXISTING CIRCUIT WHERE DEVICES ARE TO REMAIN.

S. EXISTING ELECTRICAL DEVICES TO REMAIN SHALL BE
EXTENDED (IF REQUIRED) TO BE FLUSH WITH NEW
WALL FINISH ON EXISTING WALLS.
ARCHITECTURAL DRAWINGS FOR WALL TYPES AND NEW
FINISHES.

MAINTAIN CONTINUITY OF

POWER, REMOVE WIRING AND CONDUIT. DEVICE AND
BACKBOX SHALL BE REMOVED BY GENERAL
MAINTAIN CONTINUITY

REFER TO

4. ALL ELECTRICAL DEVICES SHOWN LIGHT—SOLID
ARE EXISTING TO REMAIN.

5. CONDUITS THAT ARE STUBBED UP FROM THE FLOOR
AND ARE LOCATED IN WALLS THAT ARE TO BE
REMOVED SHALL BE CUT—BACK BELOW FINISHED
FLOOR LEVEL AND PATCHED. PROVIDE NEW WIRING
AS REQUIRED TO DEVICES THAT ARE TO REMAIN
THIS MAY REQUIRE THE WALL WHERE THE DEVICE(S)
ARE LOCATED TO BE CHASED

6. EXISTING EQUIPMENT, SUCH AS LIGHTING FIXTURES,
WIRING DEVICES, CONDUITS, ETC., SHOWN ON PLANS
TO BE REMOVED COMPLETELY.
AT THE AREA OF WORK PERIMETER AND REMOVE
CONDUIT WITHIN THE WORK AREA, DISCONNECT WIRING
AT THE OVERCURRENT PROTECTIRVE DEVICE AND
REMOVE WIRING COMPLETELY FROM THE ABANDONED

CUT/CAP CONDUITS

FOR ALL EXISTING ELECTRICAL DEVICES TO BE REMOVED 7.
FROM WALLS WHICH REMAIN, ELECTRICAL CONTRACTOR
SHALL DISCONNECT POWER, REMOVE DEVICE, WIRING,
CONDUIT AND BACKBOX.
EXISTING CIRCUIT WHERE DEVICES ARE TO REMAIN.
PATCH WALL AS REQUIRED TO ACCEPT NEW FINISH.

2. FOR ALL EXISTING ELECTRICAL DEVICES IN WALLS TO BE
REMOVED, ELECTRICAL CONTRACTOR SHALL DISCONNECT

ALL ELECTRICAL DEVICES SHOWN DASHED ARE
EXISTING TO BE REMOVED.

DISCONNECT AND REMOVE ALL ELECTRICAL EQUIPMENT,
DEVICES, WIRING, ETC. ITEMS AND MATERIALS NOT TO BE
REINSTALLED SHALL BECOME THE PROPERTY OF THE
CONTRACTOR, EXCEPT FOR THOSE ITEMS OR MATERIALS
THE OWNER AT HIS OPTION WISHES TO RETAIN. ITEMS
AND MATERIALS THAT THE OWNER WISHES TO RETAIN
SHALL BE MOVED TO AND STORED ON SITE BY THE
CONTRACTOR WHERE DIRECTED BY THE OWNER. ITEMS
AND MATERIALS WHICH BECOME THE PROPERTY OF THE
CONTRACTOR SHALL BE COMPLETELY REMOVED FROM THE
SITE.

REMOVAL OF SIGNIFICANT ELECTRICAL DEVICES AND
EQUIPMENT ARE SHOWN ON THE DEMOLITION
DRAWINGS. CONTRACTOR SHALL DISCONNECT AND
COMPLETELY REMOVE ALL DEVICES AND EQUIPMENT,
WHETHER SHOWN OR NOT, DEDICATED TO THE
AREAS OF RENOVATION THAT ARE NOT REUSED.
REMOVAL SHALL INCLUDE ASSOCIATED HANGERS AND
SUPPORTS.

ANY INTERRUPTION OF POWER SHALL BE COORDINATED
WITH THE OWNER. ALLOW FOR PREMIUM TIME.

MAINTAIN AND RESTORE, IF INTERRUPTED, ALL
CONDUITS AND CONDUCTORS PASSING THROUGH
RENOVATED AREAS AND SERVING UNDISTURBED AREAS.

REMOVE ALL ACCESSIBLE ABANDONED WIRING OF ALL
TYPES, OR CAP AND LABEL IN JUNCTION BOX FOR
RE-USE, IN COMPLIANCE WITH THE NATIONAL ELECTRIC
CODE.

FOR ALL ELECTRICAL DEVICES THAT ARE TO BE
REMOVED AND RELOCATED, THE ELECTRICAL

MAXIMUM TIME ON. RESET TIME DELAY AS DIRECTED BY ARCHITECT. CONDUITS. CONTRACTOR SHALL EXTEND EXISTING WIRING AND
WATT STOPPER CAT.# DW-100-W REQURES MATCHING WHITE VIN'L CONDUIT TO NEW LOCATION AS REQUIRED.
RF]  COMBINATION POWER SUPPLY AND RELAY PACK FOR USE WITH
REMOTE MOTION SENSORS. MOUNT IN AN ELECTRICAL JUNCTION BOX
AND LOCATE ABOVE AN ACCESSIBLE CEILING IN CONCEALED AREAS.
PROVIDE AUXILIARY POWER SUPPLY PACKS WHERE REQUIRED FOR
QUANTITY OF MOTION SENSORS INDICATED TO BE CONNECTED. IN
FINISHED AREAS WITH INACCESSIBLE CEILINGS, LOCATE IN NEAREST
ELECTRICAL CLOSET. WATT STOPPER CAT#BZ-50.
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