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SECTION 09 06 00 

SCHEDULE FOR FINISHES 

PART I – GENERAL 

1.1 DESCRIPTION 

 This section contains a coordinated system in which requirements for materials specified in other 

sections shown are identified by abbreviated material names and finish codes in the room finish 

schedule or shown for other locations. 

1.2 MANUFACTURERS 

 Manufacturer’s trade names and numbers used herein are only to identify colors, finishes, textures 

and patterns. Products of other manufacturer’s equivalent to colors, finishes, textures and patterns 

of manufacturers listed that meet requirements of technical specifications will be acceptable upon 

approval in writing by contracting officer for finish requirements.  

1.3 SUBMITALS 

 Submit in accordance with SECTION 01 33 23, SHOP DRAWINGS, PRODUCT DATA, AND SAMPLES provide 

quadruplicate samples for color approval of materials and finishes specified in this section. 

 

 
1. DIGITAL COLOR PHOTOS-INTERIOR VIEWS: 

Room Number and Name Item/View to be Photographed 

1.  

2.  

3.  

4.  
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1.4 APPLICABLE PUBLICATIONS 

A. Publications listed below form a part of this specification to the extent referenced. Publications 

are referenced in text by basic designation only. 

B. MASTER PAINTING INSTITUTE: (MPI) 

2001....................Architectural Painting Specification Manual 

PART 2- PRODUCTS 

2.1 DIGITAL COLOR PHOTOS 

A. Size 24 x 35 mm. 

B. Labeled for: 

1. Building name and Number. 

2. Room Name and Number. 

 

2.2 DIVISION 03 – CONCRETE 

A. SECTION 03 30 00, CAST IN PLACE CONCRETE  

Surface Finish Description 

Interior Exposed Concrete Flooring Stained & Sealed 

 

 

2.3 DIVISON 04 – MASONRY 

 

A. Section 04 05 13, MASONRY MORTARING and Section 04 05 16, MASONRY GROUTING  

Finish Code Manufacturer Mfg. Color Name 

Brick Mortar TBD Chosen from manuf. Full 

selection 

Cast Stone Mortar TBD Chosen from manu. Full selection 

 

B. Section 04 20 00, UNIT MASONRY  
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1. FACE BRICK (FB) 

Finish Code Size Pattern Manufacturer Mfg. Color 

Name/No. 

B1: 

Bostonian Run #C21010 

30%; Bostonian Run 

#315011 30%; Garnet Run 

not specified 15%; and 

Orange Test w/ White Mist 

Run #C12511 25%. 

Modular Running Bond  Acme Brick Co. Match mock-up 

     

 

 

 

3.CONCRETE MASONRY UNIT (CMU) 

Type Size Pattern Finish Mfg. Color 

Name/No. 

CMU Standard 16x8 modular Running Bond  Seal & Paint   

 

 

C. Section 04 43 13 - ADHERED STONE MASONRY VENEER 

Type Pattern Finish Manufacturer Mfg. Color/Finish 

Limestone Running Bond Smooth  Continental 

Quarries 

Cordova Creme 
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2.4 DIVISION 05 – METALS 

 

 

A. SECTION 05 50 00, METAL FABRICATION  

Item Finish 

Channel Door Frames From full color selection  

Guard Angles for Overhead Doors From full color selection   

Edge Guards Angles for Opening in Slabs Galvanized 

Steel Covers and Frames for pits and trenches Galvanized 

Steel Grating and Frames Galvanized 

Loose Lintels Galvanized  

Aluminum Plate Door Sill Clear Anodized 

Steel Ladders From full color selection  

Steel Ladder Rungs From full color selection 

Cast Iron Downspout Sleeves  Gloss black paint 
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B. SECTION 05 51 00, METAL STAIRS 

Component Finish Color 

ErectaStep Stair by The Stairway 

Shop Industrial Products 

Mill finished aluminum   

Railings for ErectaStep Stair Alum.w/Powder Coating Yellow 

 

 

2.5 DIVISION 07 - THERMAL AND MOISTURE PROTECTION 

A. SETION 07 53 23, ETHYLENE-PROPYLENE-DIENE-MONOMER ROOFING   

Color Manufacturer Mfg. Color Name/No. 

White granules  Goodyear, Siplast, Soprema, or 

Equal 

White  

   

 

B. SECTION 07 60 00, FLASHING AND SHEET METAL  

Item Material Finish 

Conductor head and Downspouts Copper Mill 

 

 

C. SECTION 07 92 00, JOINT SEALANTS  

Location Color Manufacturer Manufacturer Color 

Masonry Expansion Joints TBD   

CMU Control Joints TBD   

New to Existing Walls TBD   

Stone Sealed Joints TBD   
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2.6 DIVISION 08 - OPENINGS 

A. SECTION 08 11 13, HOLLOW METAL DOORS AND FRAMES  

 

Paint both sides of door and frames same color including ferrous metal louvers, and hardware attached 

to door 

Component Color of Paint Type and Gloss 

Door Gloss Level 4 – from full color selection  

Frame Gloss Level 4 – from full color selection  

B. SECTION 08 31 13, ACCESS DOORS AND FRAMES  

Material Finish/Color 

Steel – Bilco Type Q – Interior, or equal Gloss Level 4 – from full color selection  

 

C. SECTION 08 33 00, COILING DOORS AND GRILLES  

Location Item Material Finish Manufacturer Manufacturer 

Color Name/No.  

All  Door/Grille Galv. Steel 

/Alum 

Manuf. Paint  Cornell Iron 

Works 

Color as 

selected/Clear 

Anodized 

 Grille     

 

D. SECTION 08 71 00, BUILDERS HARDWARE (hold NOT COMPLETE) 

Item Material Finish 

Hinges   

Door Closers   

Floor Closers   

Floor Pivot Sets   
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Closer/ Holder   

Floor Stops   

Door Holders   

Lock/ Latches   

Key Cabinet Steel  

Armor Plates Metal 

Plastic 

 

Kick Mop Plates Metal 

Plastic 

 

Door Edging   

Exit Device   

Flush Bolts   

Door Pulls   

Push Plates   

Combination Push Pull Plate   

Coordinators   

Light Proof Seals   

Weather Strip   

Threshold   

 

E. SECTION 08 90 00 LOUVERS AND VENTS  

Component Material Finish Manufacturer Mfg. Color Name/No. 

Louver and Frame Aluminum  Field Painted  Ruskin  No. EME737 

 

 

2.7 DIVISION 09 - FINISHES 

A. SECTION 09 91 00, PAINT AND COATINGS  

1. MPI Gloss and Sheen Standards 
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           Gloss @60   Sheen @85 

Gloss Level 1 a traditional matte finish-flat  max 5 units, and  max 10 units 

Gloss Level 2 a high side sheen flat-“a velvet-like”  max 10 units, and   

    finish          10-35 units 

Gloss Level 3 a traditional “egg-shell like” finish 10-25 units, and  10-35 units 

Gloss Level 4 a “satin-like” finish    20-35 units, and  min. 35 units 

Gloss Level 5 a traditional semi-gloss   35-70 units 

Gloss Level 6 a traditional gloss    70-85 units 

Gloss level 7 a high gloss     more than 85 units 

 

2. Paint code Gloss Manufacturer Mfg. Color Name/No. 

P    

P    

P    

P    

P    

P    

P    

P    

P    

P    

P    

P    

P    

P    

P    
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P    

P    

P    

P    

P    

 

2.8 DIVISION 10 - SPECIALTIES 

A. SECTION 10 44 13, FIRE EXTNGUISHER CABINETS  

Component Material Finish 

Surface Mounted Cabinet Steel  Baked Enamel  

   

 

 

 

 

PART III EXECUTION 

3.1 FINISH SCHEDULES & MISCELLANEOUS ABBREVIATIONS (REFER TO DRAWINGS) 

 

 

 

 

3.2 FINISH SCHEDULE SYMBOLS 

 

Symbol Definition 

** Same finish as adjoining walls 

- No color required 

E Existing 

XX To match existing 

EFTR Existing finish to remain 

RM Remove 
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3.3 ROOM FINISH SCHEDULE  (REFER TO DRAWINGS) 

 

 

--- E N D--- 


