
G-103---- BLFCAMPUS

PROFILE (VERTICAL)

PLAN & PROFILE (HORIZONTAL)

KEY NOTES:
AT PI 08 + 79.75 & 09 + 10.93 CONTRACTOR TO INSTALL CONCRETE PAVE 

DITCH & SHORE UP EXISTING MOW STRIPE.  SEE DRAWING S-103
AT PI 08 + 12.38 & 08 + 46.00 CONTRACTOR TO INSTALL CONCRETE PAVE 

DITCH. SEE DRAWING S-103 DETAIL D.
AT PI 0 + 00.00 & 0 + 62.54 SEE DRAWING S-102 FOR REMOVAL OF ONE BRICK

PILLAR AND ADDITION OF TWO LARGE PILLARS TO MATCH GATE 
PILLARS AT STATION 11 +50 & 13 + 00.  CONTRACTOR TO NOTE 
EXISTING 10" WATER LINE.  UTILITY DETECTION MUST BE 
CONDUCTED AND WATER LINE ALTER IF REQUIRED FOR FOOTERS FOR
THE LARGE PILLARS TO BE SET.

AT PI 08 + 79.75 & 09 + 10.93 CONTRACTOR TO INSTALL GATE PROTECTION
FENCE.  SEE DRAWING S-101
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