9

EXISTING WATER
LINE

CONTRACTOR /

LOCATE AND

WORK AROUND e

OR MOVE WATER
LINE AS
REQUIRED

OVERFLOW
24" LINE _ 7

2 CONCRETE

PIPE —

MIN 24"

OVERFLOW
24" LINE

SEWER
BACKFLOW__|
PREVENTOR

AJTAITTH

g’ Dia. Insert

(2 Places in Top) (42"x42") Access Door
Aluminum Door Spring Assisted w/Drain Channel
/ 300 psf, pedestrian rated
4'-8" / 1% Drain Pipe w/Coupler

Z 5'—2” Galv. Ladder

w/Aluminum Extension
(Location of Ladder may vary)

2—Ton Lift Anchor
(2 Places in Top)

TOP
1,400 Ibs.
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6'-0"
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Size and dimension of

All Vault can vary from
drawing. Contractor

can submit for Government
approval.
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Galvanized Lift Iron ~/ > \\
(1 Each Corner)

\12 x 18" Knockout

4-0 \ (1 Each End)
Std. 8” Dia. Sump \/ Sewer
(Contractor to supply Sump Pump) backflow device
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NOTES:

CONTRACTOR TO GRADE AND SLOP BACKFILL. ALL AREAS SHALL BE SEEDED.
COORDINATE WITH COR FOR VA GROUNDS FOR THE TYPE OF SEEDING MATERIAL
UTILITY DETECTION OF THE AREA MUST BE DONE AND SITED BY LAND SURVEYOR
AND SUBMITTED TO THE COR BEFORE ANY EXCAVATION CAN TAKE PLACE.

GROUND LEVEL

48" WIDE BY 36" DEEP TRENCH
1" WASHED GRAVEL FILL

24" PERFORATED
DRAIN PIPE

8—Ton Lift Anchor

(4 Places in Top)
TOP

12’=0" Long Galvanized "C” Channel
(3 Each Side)

42" Dia. Access
(2 Places on Top)

Custom
Accesses
as Required

BASE
/‘Mk
9 45 0 A
AA 9 \ q 1!_9)3
1%
1” Dia. Ground B /t
Rod Knockout | S
8—Ton Pull /Lift Anchor = o —
(2 Each End) e
16’—1%” ;
18" x 24” 8'-2"
X \
Knockout RN 8’—3%” (See Chart)
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as Required
Custom
Accesses

as Required

Note:
— Contractor is responsible for supplying
crane to set and assemble vault.

The 100" drain line shall be 127
perforated drainage pipe.
Size and dimension of All Vault can vary from

USING COMPACTABLE MATERIALS

7

1)_0’)

Maximum

Lift

Compactable Backfill Material
Use hand—held compacting equipment
within 3 feet around vault

USING CONTROL DENSITY FILL MATERIAL

CDF

@ Fill with CDF to

top of vault
next day

@ Fill with CDF to

1 height of
middle section
first day.

A
Y

TYPICAL

Notes:

— Backfill around the vault should consist of good compactable
material such as pea gravel, sand, or select backfill material.

In no case shall the material be saturated soil, or contain large
rocks or chunks. No voids shall remain between the vault walls
and native soil of excavation.

— Backfilling should not be done until vault is completely
assembled making certain to place backfill evenly around vault
and compact the backfill progressively in one—foot lifts from the
bottom to the top surface.

4—Ton Pull /Lift Anchor
(1 Each Corner)

MIDDLE

18” x 18” Knockout —
(4 Each Side,
4 Each End)

BASE

Galvanized
Pull /Lift Iron
(2 Each End)

OPTIONAL TOPS

TOP

1” Dia. Ground Rod Knockout —"

10'-8

42" Dia. Access

Lift Anchor
(4 Places in Top)

8—0" Long Galvanized
"C” Channel
(2 Each Side)

5'—0" Long Galvanized
"C" Channel
(1 Each Side)

(2) — 12" Dia. Sumps

Contractor to provide and 15(verify during site visit)
pre—fab water vaults and connect them as a working unit
100" drain line will be installed running east

overflow. The 100" drain line shall be 12"

perforated drainage pipe.

] Varies drawing. Contractor can submit for Government Size and dimension of All Vault can vary from
7 -0” 11°-0" approval. drawing. Contractor can submit for Government
B v approval.
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