GRANDWELL ELECTRONIC LED
SIGN OR EQUIVALENT.

REQUIREMENTS OF LED LIGHT

CONTRACTOR TO SUBMIT LAMP FOR APPROVAL AS PER VA

221_311

SPACING AS SPECIFIED
BY NURSERY
SUBMIT FOR GOVT. APPROVAL.

4" MULCH THROUGHOUT

PLANTING BED
ADJACENT PLANTING7

AREA OR PAVING

PLANTING MIXTURE AS SPECIFIE

R LYY LY LAY LY L
BY NURSERY N NG
S A AN N N I S S NN
SUBMIT FOR GOVT. APPROVAL.
NOTES:

DIG PLANTING HOLE AT LEAST 2X THE WIDTH OF THE ROOT BALL OR CONTAINER.

SCARIFY SUB-GRADE AND SIDES OF PLANTING HOLE WHEN PLANTING IN CLAY SOIL.

SET THE TOP OF THE ROOT BALL LEVEL WITH THE SOIL SURFACE, OR 1'-2" ABOVE

IF SOIL IS PRONE TO SETTLING.

IF CONTAINER GROWN PLANT, GENTLY SLIDE PLANT OUT OF CONTAINER, DISTURB THE ROOTS.
IF B & B PLANT, REMOVE BURLAP FROM AT LEAST THE TOP 12 INCHES OF THE ROOT-BALL,
WITHOUT DISTURBING THE ROOT BALL.

REMOVE ALL CORD FROM THE TRUNK. REMOVE BURLAP WIRE BASKET ( IF PRESENT) FROM THE ROOT BALL.

BACK FILL THE PLANTING HOLE WITH EXCAVATED NATIVE SOIL, BROKEN UP OR TILLED.

WATER TO REMOVE AIR POCKETS.

DO NOT ADD AMENDMENTS.

PLACE PINE STRAW OR BARK MULCH ON THE SURFACE TO A (SETTLED ) DEPTH OF 1 T0 3 INCHES

FINISH GRADE

WIDE NYLON WEBBING

2 X 2 WOOD STAKE AT
OR BELOW GRADE

\V/AN/AN /AN AN AV,

ROOT CROWN AT FINISH GRADE,
OR 1'-2" ABOVE GRADE

NOTES:

WIDE NYLON WEBBING

ALL PLANT MATERIALS SHALL BE IN ACCORDANCE WITH THE AMERICAN STANDARDS FOR NURSERY STOCK (ANSI 60. 1-2004). PLANT ACCORDING TO ANSI A300 PART 6.

DIG THE PLANTING HOLE A MINIMUM OF 2x WIDTH OF ROOT-BALL FOR AT LEAST THE FIRST 12 INCHES OF DEPTH.

ADJUSTING. DO NOT DIG THE HOLE DEEPER THAN ROOT BALL DEPTH.
SCARIFY THE SUB-GRADE AND SIDES OF THE PLANTING HOLE WHEN PLANTING IN CLAY SOILS (MORE THAN 15% CLAY).

LIFT AND SET THE TREE BY ROOT BALL ONLY. DO NOT LIFT USING THE TREE TRUNK AND DO NOT USE TREE TRUNK AS A LEVER.
SET THE TOP OF THE ROOT BALL LEVEL WITH THE SOIL SURFACE OR SLIGHTLY HIGHER IF THE SOIL IS PRONE TO SETTLING.
AFTER THE TREE IS SET IN PLACE, REMOVE BURLAP, WIRE AND STRAPS FROM AT THE LEAST THE UPPER § OF ROOT-BALL.
BACKFILL WITH EXISTING SOIL THAT HAS BEEN WELL-TILLED OR BROKEN UP. DO NOT ADD AMENDMENTS TO THE BACKFILL SOIL. AMEND THE SURFACE WITH MULCH.
USE THREE 2" X 2" WOOD STAKES DRIVEN INTO UNDISTURBED SOIL A MINIMUM OF 16 INCHES. SPACE STAKES EQUALLY AROUND THE TREE.

ATTACH " NYLON WEBBING TO CONNECT THE TREE TO STAKES. ATTACH WEBBING AT 1/3 TREE HEIGHT.

APPLY 2'-3" (SETTLED) DEPTH OR PINE STRAW OR BARK MULCH TO THE PLANTING SURFACE. LEAVE A 2" SPACE AROUND THE TRUNK FOR AIR CIRCULATION.
PRUNING SHALL BE LIMITED TO DEAD, DISEASED, OR BROKEN LIMBS ONLY AND SHALL BE IN ACCORDANCE WITH ANSI A300 SPECIFICATIONS.
REMOVE ANY TRUNK WRAP REMAINING AT TIME OF PLANTING. NO WRAPS SHALL BE PLACED ON TRUNK

BELOW 12 INCHES, DIG HOLE WIDE ENOUGH TO PERMIT
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CHIONATHUS VIRINCUS
COBBLE STONE TO MATCH EXISTING
LED-SINGLE COLOR 2.4" X 6.75
SINGLE FACE
DEPARTMENT OF VETERAN AFFAIRS EMBLEM TO BE INSTALLED ON
FACE OF BRICK.
MIN. DIA. 24" SUBMIT FOR GOVT. APPROVAL.
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BRICK PILLAR

BRICK PILLAR WITH
LED LAMP
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MOW STRIPE

GLADIOLUS
(BULBS BLUE MOON MIX)

HIBISCUS SYRIACUS
(ROSE OF SHORAN)

FOSTERIANA
(EMPEROR TULIP)

GLADIOLUS
(BULBS BLUE MOON MIX)

HIBISCUS SYRIACUS
(ROSE OF SHORAN)

DE TAIL-F

JE TAIL-G

JETAIL-H

DE TAIL-

REVEGETATE IN ACCORDANCE

WITH SPECIFICATIONS
DRIVE STEEL POSTS 18" INTO THE GROUND &’ ATTACH WIRE FENCE TO POSTS AND EXTEND NOTES:
MATCH EXISTING 0.C. AND EXCAVATE A 4"x8" TRENCH UPHILL THE BOTTOM_OF THE FENCE INTO THE
. EXCAVATED TRENCH 1. WIRE FENCE SHALL BE A MINIMUM OF 32 INCHES IN HEIGHT
GRADE MATCH EXISTING I’N—%’Tﬁ LHIEYLQ‘EEU%FEDPOST& WOOD POSTS 4 AND SHALL HAVE A MINIMUM OF 6 WIRES WITH 12" STAY
GRADE : : TOP & BOTTOM STRAND | SPACING. SEPARATION JOINTS TO
\V \lf \V \lf \V MIN. 10 GA. WIRE BE SAW CUT
STAY WIRES 2. FILTER FABRIC SHALL BE A MINIMUM OF 36" IN WIDTH AND
12" MIN ‘ STEEL OR WOOD POSTS MIN. 12-1/2 GA SHALL BE FASTENED ADEQUATELY TO THE WIRE WITH #9 WIRE
ToPsSOIL” : STAPLES 1—1/2” LONG. FABRIC THAT DETERIORATES TO SUCH : SAW JT'S AT INTERVAL
UNE WIRES sa | EXTENT THAT IT'S EFFECTIVENESS IS REDUCED SHALL BE \ EQUAL TO WIDTH, OR
- 12-1/2 GA. | REPLACED BY CONTRACTOR AT CONTRACTOR'S EXPENSE. AS NECESSARY 10 sm_—wczfgxwz.g
MAINTAIN EXISTING '
SELECT * 3. STEEL POSTS SHALL BE A MIN. OF 5 HEIGHT AND SHALL AGGREGATE FILTER IS TO BE PLACED SPACING
BACKFILL BE THE SELF FASTENER ANGLE STEEL TYPE. AT EXISTING INLETS PRIOR TO
DIA.z2 OR ”"lfw/%/ BEGINNING SITE DEMOLITION.
1°—0" MIN.* R 4. WOOD POST'S SHALL BE A MIN. OF 6 IN HEIGHT AND 3” OR
Il \\ﬁ*“\\?/zz%,/ e MORE IN DIAMETER. WIRE FABRIC SHALL BE FASTENED TO
& Z WOODEN POST WITH NOT LESS THAN #9 WIRE STAPLES 1—1/2
" VA INCHES LONG.
DIA.=2 DIA.=2 DA 5. CONTRACTOR SHALL REVIEW SILT FENCE WEEKLY AND AFTER AGGREGATE FILTER 1’-0" WIRE MESH
120" MIN. — 1 0" D/A.—»' 120" |—— EACH RAINFALL OCCURRENCE. ANY NECESSARY REPAIRS OR
’ , , STEP 1 STEP 2 CLEAN—UP TO MAINTAIN THE EFFECTIVENESS OF THE DEVICE
MIN K ) M ! SHALL BE MADE IMMEDIATELY. RUNOFF WATER . FILTERED WATER 2" LEVELING
_ | i ATTATCH THE FILTER FABRIC TO THE WIRE BACKFILL THE TRENCH AND COMPACT THE SOIL 6. TEMPORARY MEASURE SHALL BE REMOVED BY THE / 0N ) COURSE
<m——— 1 1" CRUSHER FENCE AND EXTEND THE BOTTOM OF THE FIRMLY TO ANCHOR THE BOTTOM OF THE SILT : —_— = 7. -
RUN STONE FABRIC INTO THE TRENCH. FENCE. BURIED FABRIC SHALL NOT BE VISIBLE. CONTRACTOR ONCE STABILIZATION OR SUFFICIENT GROUND 2 S
COVER IS ACHIEVED AS DIRECTED BY THE COTR. T e .
FOR LEVELING R o i < ke % R
M R IR N
; POSTS 8' 0.C. SEDIMENT I o | S NOTES:
=L T ” ” ’
0'—6" MIN. ¥ WIRE FENCE "HOG WIRE CONCRETE 1'-0" CURB INLET 1. PROVIDE FULL DEPTH 3/8” PREMOLDED EXPANSION JOINT FILLER ALL
; o FILTER FABRIC GUTTER 7% AROUND AT ALL UTILITY POLES, METER BOXES, ETC.
1 3" CRUSHER o
RUN STONE / 5 - #9 WIRE STAPLES 1—1/2" LONG 2. PLACE FULL DEPTH THRU JOINTS W/1/2"x6" PREMOLDED EJF AT
FOR LEVELING NOTES: ] = HOTTOM OF WIRE FENCE POINT OF TANGENCY AND AT MIN 25’ INTERVALS.
0'—47 MIN. 7. *SHOULD DIA. = 2 BE EQUAL TO 1'—0" THEN =| ¥ AND FILTER FABRIC BURIED
CRUSHER RUN STONE GOES ALL THE WAY TO SURFACE. 3 x 8" IN EXCAVATED TRENCH 5 CONCRETE SIDEWALK /3
Yy = —afLO) c—101
DETAIL B 2. 1 1/2” CRUSHER RUN STONE SHALL MEET THE 7 €101
. GRADATION REQUIREMENTS FOR CLASS | AGGREGATE IN /
PIPE TRENCH - VEGETATED SURFACE TABLE 704.6.2A OF THE WVDOH STANDARD S RO T DRIVEN
SPECIFICATIONS FOR ROADS AND BRIDGES. SrEp 3 WOOD POST DRIVEN
36” INTO GROUND
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