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FINISHED END UNIT IS

MADE FROM 1/2" x 2"

SOLID STEEL BAR

AVAILABLE OPTIONS:
POWDER COATING — COLOR: VS BLACK

INTERMEDIATE & CENTER ARMRESTS
4', 6', & 8" AVAILABLE WITH OPTIONAL
3/8" x 17 SOLID STEEL ARMRESTS

NOTES:

1-5/16" TUBULAR
STEEL USED FOR
ADDITIONAL SUPPORT

3/8" x 1" SOLID STEEL
BARS
UNDERNEATH FOR

ADDITIONAL SUPPORT

ARE WELDED

FINISHED END UNITS JOIN TO
SEATING SECTION WITH FASTENERS

(PLEASE SEE ASSEMBLY DETAIL)

1. DRAWING NOT TO SCALE. DO NOT SCALE DRAWINGS.

2. ALL FABRICATED METAL COMPONENTS ARE STEEL SHOTBLASTED,
ETCHED, PHOSPHATIZED, PREHEATED, AND ELECTROSTATICALLY
POWDER—COATED WITH T.G.I.C. POLYESTER POWDER COATINGS.
PRODUCTS ARE FULLY CLEANED AND PRETREATED, PREHEATED AND
COATED WHILE HOT TO FILL CREVICES AND BUILD COATING FILM.
COATED PARTS ARE THEN FULLY CURED TO COATING
MANUFACTURER’S SPECIFICATIONS. THE THICKNESS OF THE
RESULTING FINISH COAT AVERAGES 8-10 MILS (200—250 MICRONS).

3. IT IS NOT RECOMMENDED TO LOCATE ANCHOR BOLTS UNTIL BENCH
IS IN PLACE. THIS VICTOR STANLEY, INC. PRODUCT MUST BE

PERMANENTLY AFFIXED TO THE GROUND.

4. ANCHOR BOLTS NOT PROVIDED BY VICTOR STANLEY, INC.

5. HOT DIP GALVANIZING BEFORE POWDER COATING IS REQUIRED. SEE
WRITTEN SPECIFICATIONS FOR DETAILS.

6. ALL SPECIFICATIONS ARE SUBJECT TO CHANGE. CONTACT
MANUFACTURER FOR DETAILS.

7. THIS PRODUCT IS SHIPPED PARTIALLY UNASSEMBLED.

BENCH - BACKED - 6'

C3

72-1/2"

70-1/2" CENTER—TO—CENTER

ASSEMBLY DETAIL

<N

COPYRIGHT 2005 VICTOR STANLEY, INC. ALL RIGHTS RESERVED
REV. 7/29/09 DRAWN LD.L. 2009-270
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FROM
BARS

PLAN VIEW

EXPANSION AND CONTROL JOINTS

NO SCALE

26”

31-1

RB-28™M

STEELSITES RB SERIES

ALL STEEL CONTOURED BENCH
SHOWN: STANDARD 8-FOOT LENGTH

24-3/8"

FRONT WELDS ARE POLISHED
UNTIL THEY DISAPPEAR, FORMING
A CONTINUOUS SURFACE

STEEL

CLEARANCE FOR 1/2"
ANCHOR BOLTS.
SECURE TO CONCRETE
PAVING WITH 1/2" S.S
ANCHOR BOLTS WITH
VANDAL RESISTANT
HEAD, 4 BOLTS

REQUIRED PER BENCH.

SLATS ARE
1/4" x 1-1/2" SOLID STEEL

FORMED

17"

SEAT
HEIGHT
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SURFACE MOUNT BENCH TO SLAB NON-CORROSIVE
MOUNTING HARDWARE 7/16” DIA. MOUNTING HOLES.
SEE F3/L—400.
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PLAN

— SCALE 1/2" = 1'-0"
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26"BENCH WIDTH

BACK OF
BENCH
HEIGHT

1/2” RADIUS (TYPICAL)

QN COMPACT SUBGRADE
— ] TO 95%. REMOVE
=} | ORGANICS TOP 127,

TYP.

DRILL 8" DIA. HOLES FOR

BENCH

(4 REQUIRED).

F3

SECTION — SCALE 1/2" = 1’-0"

3 1/2" DIA. BRONZE DOMED-TOP
MONUMENT MARKER W/ PLASTIC
INSULATOR W/ HEX SOCKET TO RECEIVE

FIELD—INCISED HAIRS ON CAP;
CROSS—HAIRS SHALL BE PARALLEL &
PERPENDICULAR TO THE GRAVESITE

GRIDLINES & PRECISE TO +0.005

REQUIRED TEXT ENGRAVED ON CAP, TYP.

INTEGRAL MAGNET

PLASTIC INSERT

BORDER MEMBER 4-0"
8'—0" PAINTED BLACK
ALL LETTERING
5" CENTER TO BE WHITE  BACKGROUND PAINT BORDER TO BE PAINTED
] SURROUNDING . TO BE PAINTED BLACK WITH % o
N /;BORDER To BE BLUE  WHITE— '\Eﬂr\%ml-:ELR BLACK\ EXCEPTION OF Department of Veterans Affairs
)
. : N 27| PROJECT  TITLE BLUE T~ - RED
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FACE TIGHT, TURN .
: OVER FRAME AND i . NG
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ELEVATION NTS SELLOTLON IR IR ELEVATION IR
PROJECT CONSTRUCTION SIGN (To Be Located Just Inside Entry Gates During Construction) R4 PROJECT SAFETY SIGN (To Be Located in the Field)
NO SCALE NO SCALE
EXPANSION JOINT DETAIL COLD JOINT DETAIL CONTROL JOINT DETAIL
"EJ" "CJ”
q L EGEND:
et 1. 4000 PSI CONCRETE PER SPECIFICATIONS. FINISH AS SHOWN ON PLANS.
O " 2. WELDED WIRE MESH REINFORCEMENT FABRIC (W6x8 — W1.4x1.4) PLACED IN
@ ——=In" CENTER OF SECTION. SUPPORT W/ DOBIES AS NEEDED TO KEEP CENTERED.
el W USE MAT FORM ONLY— NO ROLLS.
(6) 4 H 3. 12" LONG #4 REBAR DOWELS @24” 0.C. LOCATED HORIZONTALLY IN CENTER
TN OF SLAB; PAPER-WRAP ONE END TO ALLOW FREE MOVEMENT. 31/2”
@—/ g ety 4. 1/2" THICK ASPHALT—IMPREGNATED FELT; FULL JOINT DEPTH.
: . SE 5. PLASTIC KEYWAY JOINT, FULL WIDTH AND DEPTH OF SLAB.
e L 6.  JOINT SEALANT. COLOR TO MATCH ADJACENT PAVING.
7. 3/8” RADIUS TOOLED EDGE. DOMED TOP

7-7 1/16"

3/4" WATER SUPPLY LINE.
CONNECT TO IRRIGATION MAINLINE.

SEE IRRIGATION PLANS DETAIL 1/1-3.

\N MANUAL SHUT OFF GATE VALVE AND PRESSURE
REGULATOR IN 9" ROUND CONCRETE VALVE BOX.
SEE IRRIGATION PLANS DETAIL 1/1-3.

N

3-9 11/16"

5’

_O”

COPPER PIPE UNDER PAD.

6°CLR. MIN., TO EDGE
— OF PAVEMENT FROM
EDGE OF VALVE BOX.

4,_0”

/ CONNECT TO %" SUPPLY LINE.

CONSTRUCTION DOCUMENTS

BACK OF CURB/

———CURB AND GUTTER PER CURB CUT——

PIPE STUB OUT LOCATION FOR

DETAIL C8/L—400 FUTURE WATER PEDESTAL.

CONCRETE PAD (FUTURE WATERING STATION) - PLAN

\—6" THICK CONCRETE PAD. SLOPE TO

DRAIN TOWARD ROADWAY CURB.

B/

NOT TO SCALE

CONCRETE PAD (FOR FUTURE WATERING STATION) SEE

B7,/L—400.
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M EXPANSION JOINT BETWEEN
m CONCRETE PAD AND VEE
GUTTER — SEE DTL. C3/L—400

‘ 7'=7 1/16" 5’ ‘

31

CURB TRANSITION

REBAR

MONUMENT MARKER

11/2”

VEE GUTTER
PER D8/L—400

VEE GUTTER
PER D8/L—400

CURB CUT

I
CURB TRANSITION

LANDCAPING — TURF (TYP.)

EX MOUNTABLE
CURB

\EX LIP OF GUTTER

CUT EX CURB, EA SIDE,
CONNECT TO EX CURB WITH

DOWEL PER F4/L—400

C8

NOT TO SCALE

SECTION

CROSS HAIRS MUST FALL WITHIN 3/4”
OF THE CENTER OF THE MARKER OR
THE ENTIRE MONUMENT MUST BE MOVED

(05)

NTS

SAWCUT EXISTING

CURB
NEW CURB EX CURB
6 ” 6 ” l”

2" MIN, —2 R

44 DOWEL (DRILL—", 4
HOLE AND SET
DOWEL IN GROUT) *

4

EXPANSION JOIN

1/2” DIA. X 2 3" MIN, 4~
\MAX STAINLESS STEEL
ANCHOR BOLTS W/ HEX HEAD

7

DOWEL CONNECTION TO EX CURB

NOTE:

ALL LAWNS & IRRIGATION
LINES WITHIN THE BURIAL
SECTIONS SHALL BE
INSTALLED AND ACCEPTED
PRIOR TO MONUMENT-BASE
PLACEMENT; ALL LAWNS &
IRRIGATION LINES DAMAGED
DURING INSTALLATION SHALL
BE REPAIRED AT

CONTRACTOR’S EXPENSE

8" DIA.

MONUMENT MARKER
CAST IN PLACE CONCRETE BASE

EDGE OF MONUMENT MARKER SHALL BE

NO CLOSER THAN 1" TO OUTSIDE EDGE
OF CONCRETE

1”7 MIN

(D5

MONUMENT MARKER
(PROTECT VISIBLE SURFACES DURING
PLACEMENT INTO CONCRETE)

1'—0" LENGTH OF #6 REBAR, FIRMLY

SET FLUSH
w WITH
FINISH

GRADE -

/.
NS

9%
S S\

F4

NOT TO SCALE

SECURED TO MONUMENT MARKER; SET
INTO CONC. MONUMENT BASE

SMOOTH-TROWEL FINISH TOP SURFACE,
ENSURING POSITIVE DRAINAGE

}e—— 8" PVC PIPE FILLED W/3,500 PSI
CONCRETE @ 28 DAYS

GAP AROUND PVC PIPE & SURROUNDING
EARTH SHALL BE FILLED W/CONCRETE TO
WITHIN 4" OF FINISH GRADE

COMPACTED APPROVED FILL OR NATIVE EARTH

ISOMETRIC VIEW

37 EXPANSION JOINT

2’ 2’
PCC PAVING TO%EE ] ,
2% MAX 2% MAX PER PLAN _\,e‘& - 1
| —_— ———
] 15°R
5
o)) — P
S\ TACK EXPOSED EDGE ©
EX AC
PAVEMENT SECTION
VEE GUTTER MOUNTABLE CURB

CONCRETE CURB AND GUTTER DETAILS

D8

NOT TO SCALE

LIGHT GRAY GRANITE SECTION MARKER:
HONED SMOOTH INSCRIPTION FACE; ALL
OTHER SURFACE TO BE SMOOTH
SAW—CUT FINISH; WORD "SEC” SHALL BE

ENGRAVED LETTERS: 1%"HT., %6 STEMS &
BARS; TEXT FOR SECTION 1.D. NUMBERS
SHALL BE AS PROVIDED BY VA & BE
ENGRAVED 2"HT., e DEPTH, %°STEMS &
BARS; ALL TEXT TO BE HELVETICA
MEDIUM FONT, FILLED LETTERS.

SET MARKER VERTICALLY

FINISH GRADE
& (MAY BE FLAT OR SLOPING
I GROUND LEVEL
ALL CORNERS AND EDGES RO KX
INCLUDING 2" BELOW N
GROUND LEVEL SHALL BE :
ROUNDED TO %" RADIUS | » \ &

BURY 12" OF MARKER IN SOIL;
COMPACT TO 95% STANDARD
PROCTOR

COMPACTED SUBGRADE

6"

TYPICAL SIGN TYPE E - SECTION MARKER

E8

SIGNAGE SCHEDULE

NOT TO SCALE

KEY SIGN SIGN SIGN COPY
NO. TYPE
SEC
(1) SECTION MARKER E c1
SEC
(2) SECTION MARKER E c1

@ GRAVESITE GRID MONUMENT
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JACOBS

1050 20™ ST, STE 200
SACRAMENTO, CA 95811
PHONE (916) 929-3323 FAX (916) 929-1772

Subconsultant List

AQUA ENGINEERING, INC.

4803 INNOVATION DRIVE, FORT COLLINS, CO 80525 (970) 229-9668

THE SIERRA WEST GROUP, LLC

9700 BUSINESS PARK DRIVE, SUITE 102, SACRAMENTO, CA 95827 (916) 925—-4000
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